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ABSTRACT  

An experimental programme was carried out to determine the long -term impact of 
the level of sulphur present in LPG on the performance of three -way catalytic 
converters (TWCs) in terms of their elimination (conversion) of gaseous pollutants. 
Two TWCs were subjected to an engine dyno ageing procedure, with fuel of high 
(29 ppm m/m) or low (8 ppm m/m) sulphur content used for ageing. The 
performance of the TWCs was assessed before, during and after this ageing via 
emissions testing. Emissions testing was conducted on a passenger car (the type for 
which the two TWCs were designed), running on LPG fuel and tested on a chassis 
dynamometer over three different driving cycles. Emissions testing was performed 
in accordance with the European legislative method, supple mented by additional 
measurements and procedures, including continuous emissions measurements of 
undiluted gaseous pollutants.  

With a single exception, the test vehicle met the applicable Euro 6 emissions limits 
when tested using its type approval procedu re (NEDC), for both TWCs, at all ageing 
stages. The exception to this came in the form of a single NMHC emissions result, 
which in one test was found to be above the applicable legislative limit following 
250 ageing cycles; the two other repetitions of thi s test under the same conditions 
showed NMHC emissions below with the Euro 6 limits, and the mean of these 3 tests 
was also below the Euro 6 limits. While emissions results obtained using the WLTP 
test procedure were not legally applicable to the test vehi cle, results obtained using 
that procedure were also below the Euro 6 limits, in all cases, with no exceptions.  
The relatively low emissions results occurring even after extended ageing indicate 
high TWC conversion efficiency and durability under the speci fic ageing conditions  
tested.  

The results showed that the ageing cycle caused a tendency for slightly lower TWC 
conversion efficiency (and thus slightly higher emissions results). It was found that 
differences in conversion of regulated pollutants were gre atest at low operating 
temperatures (i.e. during and following cold start) and that differences were very 
limited under thermally stabilised conditions.  

As regards the impact of fuel sulphur level on TWC conversion efficiency, overall 
there appeared to be  no significant difference between the two test objects. In 
certain cases differences in performance were apparent, but sometimes the High -
sulphur TWC outperformed its Low -sulphur counterpart. Even focusing on the 
results obtained from the cold start phase s, no consistent, significant difference 
between the two test objects could be observed.  It was concluded that the fuelõs 
sulphur content had not exerted a clear, significant impact on TWC performance.   

A possible explanation for this is that the high spee d, high load driving simulated in 
the engine dyno ageing cycle (but which can also be met under real driving 
conditions, e.g. during highway driving) led to continuous desulphatation of the 
TWCs tested, hence leading to a potential non -harmful effect of su lphur content on 
the TWC conversion efficiency. A complementary study was performed to evaluate 
the relevance of this explanation (details in the appendix). It consisted in chemical 
analyses of the aged TWCs, using advanced laboratory methods. Unfortunatel y, this 
study remained inconclusive, as it were unable to directly link the sulphur level 
measured in the TWCs to their conversion efficiency loss. Consequently, lacking a 
clear and systematic explanation about the effect of sulphur on the TWC conversion 
efficiency, this study cannot be 100% conclusive regarding the harmful/non -harmful 
effect of sulphur content in LPG on the TWC conversion efficiency, even if the 
engine/vehicle tests tend to show that a higher sulphur content is not harmful.   
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 DESCRIPTION AND IDENTIFICATION OF THE OBJECTS TESTED 

 
The objects of the tests were two original aftertreatment systems (three -way 
catalysts, TWCs) dedicated to the Fiat Tipo 1.4 T -Jet LPG application. Denoted as 
ôLow Sõ, and ôHigh Sõ, the two test objects are identified in Table 1. The TWCs 
were purchased by BOSMAL and were delivered on the 7th of March 2018. 

 
Table 1   Data of the test objects  

Parameter TWC Low S  TWC High S 

Exhaust aftertreatment system 
type 

Close-coupled three -way catalytic converter  

Approx. monolith volume [dm 3]  1.4 

Total PGM content [g/ft 3]; [g/dm 3]  150; 5.30  

PGM content (Pt:Pd:Rh)  0:145:5 

Intended application  
Aftertreatment system for Fiat Tipo 1.4 T -Jet LPG  

(see Table 2) 

 

The platinum group metal (PGM) content of the test objects identified in Table 1 
was typical in terms of the fact that no platinum (Pt) was used [1-4]. The ratio of 
palladium (Pd) to rhodium (Rh) of 145:5 (or 29:1) appeared to be higher than the 
average figure for that parameter (in comparison to the limited available 
information on other systems [1 -2], [4 -5]). The total PGM content appear ed to be 
high compared to other Euro 6 TWC aftertreatment systems [1], [4 -5]. A further 
consideration is the intended application of the test objects (bi -fuel LPG exhaust 
aftertreatment), for which typical specifications may differ slightly from that of 
mono-fuel petrol TWCs, especially in view of durability requirements and the 
elevated exhaust gas temperature that can result from combustion of LPG 
(compared to petrol). Notwithstanding the information presented in [1 -5], as a 
general point, it should be no ted that information on specification of typical 
market -available Euro 5/6 TWCs (for mono-fuel or bi -fuel applications) is rather 
limited. The specification of aftertreatment systems used in markets other than 
the EU (e.g. the USA) are of limited utility f or comparisons with the test objects 
used in this study, due to several factors, namely: the existence of different 
emissions limits and test procedures in those markets; the tendency to use dual 
(close-coupled and underfloor) TWC systems; the very limited  use of LPG for 
passenger cars in that market.  

The two TWCs were tested on the specific vehicle type for which they were 
intended. Key technical data of the test vehicle  are shown in Table 2. The test 
vehicle was supplied by BOSMAL and was not modified in any way, with the 
exception of mounting the two test objects identified in Table 1 for testing 
purposes.  
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Table 2   Data of the test vehicle  

Vehicle type  Passenger car, category M, segment C 

Commercial name Fiat Tipo 1.4 T -Jet LPG 

Vehicle identification number  ZFA35600006K20252 

Engine type 
Turbocharged 4-cylinder spark ignition, bi -fuel  

(LPG/petrol ð indirect injection of both fuel types)  

Engine displacement [dm3]  1.368 

Rated engine power [kW]  88 

Unladen mass [kg] 1320 

Emissions standard Euro 6 

Aftertreatment system  1 × close-coupled TWC 

Year of manufacture  2017 

Date of registration  19.12.2017 

Mileage at start of testing 
[km]  

4020 

Tyres Continental ContiEcoContact 5 225/45 R17 V XL 

Details of vehicle fuelling 
system 

Type approved as a bi-fuel vehicle (LPG/petrol). Engine 
cold start always occurs on petrol and switches over to LPG 

early in the test cycle (when LPG mode is selected).  
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 OBJECTIVE OF THE TESTS 

Periodic chassis dynamometer testing in order to determine exhaust emissions and 
fuel consumption with the two test objects (ôTWC Low Sõ and ôTWC High Sõ) fitted 
to the test vehicle (in turn). Specifically, calculation of the test unitsõ 
effectiveness in t he elimination of regulated pollutants (i.e. conversion efficiency) 
before, during and following execution of an engine dyno TWC ageing procedure 
using two different LPG fuels, varying only in terms of sulphur content. Evaluations 
of the long -term impact w ere conducted, as fuel of varying sulphur content were 
used for ageing, while essentially sulphur -free fuel was used for testing. The 
inherent details of the test programme do not allow identification of the short -
term emissions impacts of exposure to LPG fuel of varying sulphur content; this 
study examines long-term effects.  
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 SCOPE AND METHODS OF THE TESTS 

Exhaust emissions testing carried out in accordance with Regulation (EC) 715/2007 
and Regulation (EC) 692/2008 ð UNECE Regulation No. 83 and Regulation (EU) 
2017/1151 in the range of exhaust emissions, carbon dioxide emissions and carbon 
balance fuel consumption measurements. Furthermore, a constant speed driving 
cycle was also used for emissions testing. The legislative test methods were used 
as the base procedure; additional measurements of emissions of undiluted 
pollutants from sampling points upstream and downstream of the TWC were also 
carried out. The sampling and measurement setup used for all emissions testing is 
shown in Figure 1 

 

Figure 1  Schematic of the emissions sampling layout 

For clarity, the test vehicle and chassis dynamometer are not shown in Figure 1. 
The test object (ôCC TWCõ) is shown mounted to the engine in its close-coupled 
configuration. The vehicleõs tailpipe is connected to the emission system as shown 
in the figure. The legislative measurement for exhaust emissions from vehicles of 
this type (i.e. bag measurement) was supplemented with continuous 
measurements at three points: pre -TWC, post-TWC and diluted, the latter 
includ ing measurement of particulates (PM, PN).  
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Measurements relating to the above -mentioned points were carried out on the test 
vehicle with either the Low S or High S TWC installed, tested under closely -
controlled laboratory conditions over predefined driving  cycles. All emissions 
testing was conducted while the vehicle was fuelled with reference LPG (LPG A, 
as defined in Regulation (EU) 2017/1151). The activity matrix for each TWC is 
shown in Table 3. The emissions testing procedure was identical in every asp ect 
for both TWCs; the ageing procedure used was also identical in both cases, with 
the only variable being the sulphur level of the LPG used for engine dyno ageing.  

Table 3   Activity matrix  

Step 
No. 

Activity Details 

1 Initial TWC preconditioning  

12 consecutive repetitions of the 

EUDC cycle as preconditioning, 

performed using reference LPG; no 

emissions measurement 

2 
Initial emissions tests (0 

cycle stage) 

1 preconditioning cycle (WLTC) 

3 WLTC emissions tests 

3 NEDC emissions tests 

2 constant speed tests 
3 Ageing ð 50 cycles Execution of engine dyno ageing  

4 
Interim emissions tests (50 

cycle stage) 

1 preconditioning cycle (WLTC) 

3 WLTC emissions tests 

5 Ageing ð 50 cycles Execution of engine dyno ageing  

6 
Interim emissions tests (100 

cycle stage) 

1 preconditioning cycle (WLTC) 

3 WLTC emissions tests 

7 Ageing ð 75 cycles Execution of engine dyno ageing  

8 
Interim emissions tests (175 

cycle stage) 

1 preconditioning cycle (WLTC) 

3 WLTC emissions tests 

9 Ageing ð 75 cycles Execution of engine dyno ageing  

10 
Final emissions tests (250 

cycle stage) 

1 preconditioning cycle (WLTC) 

3 WLTC emissions tests 

3 NEDC emissions tests 

2 constant speed tests 

Step No. 1 represents the industry standard approach for preparing a completely 
fresh aftertreatment system for emissions testing, i.e. execution of 12 EUDC 
cycles, thereby covering a distance of 84 km at a mean speed of 62.6 km/h, with 
speeds reaching up to 120 km/h, but with a deceleration to standstill and a short 
period of idling occurring every 7 km. This preconditioning was performed using 
reference LPG as fuel (although the cold start event occurred on petrol). Note 
that the first item of each block of emissions testing (steps Nos. 2, 4, 6, 8, 10) 
consisted of running one WLTC test cycle with no emissions measurement, as 
preconditioning. This procedure was chosen to provide a balance between the 
need to prepare the test vehicle and stabilise the TWC f or emissions testing and 
the desire to perform emissions testing on the aged TWC in its òas receivedó 
condition. The exact same test conditions and fuel were used for the 
preconditioning as for the subsequent emissions tests; preconditioning cycles 
always commenced from cold start.  
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Engine dyno ageing of the TWCs was carried out on an engine of identical type to 
the engine fitted to the vehicle used for emissions testing (see Table 2). The 
engine was run on a computer-controlled engine dyno, running a repeat ing cycle 
designed to simulate accelerated TWC ageing at high-speed, high-load vehicle 
operation. Figure 2 shows the essential characteristics of the cycle. Each cycle 
lasted just over 75 minutes and thus the full 250 cycles lasted approximately 314 
hours.  

During the cycles the engine dyno simulates the road load resistance which would 
be experienced by the vehicle. The distance covered by each cycle is 177 km and 
thus 250 cycles equates to 44,400 km. However, the highly demanding conditions 
recreated by t he ageing cycle mean that an equivalence factor of 1.6 is applicable 
in order to convert to less demanding driving conditions. Thus, the total number 
of kilometres of typical driving may be estimated as being 44,400 ×1.6=71,040 km 

Figure 2 Essential characteristics (rotational speed, torque) of the engine dyno 
  TWC ageing cycle used in this study  

 
Figure 3 shows the temperatures of the exhaust gas during the ageing cycle. For 
the majority of each ageing cycle, the temperature of the exhaust gas entering 
the TWC oscillated between approximately 630 °C and 750°C and the temperature 
of the exhaust gas downstream of the TWC oscillated between approximately 
650°C and 730°C. The mean value of the temperature of the exhaust gas upstream 
of the TWC during each cycle was 709°C and the 75th percentile temperature value 
was 745°C, meaning that temperatures exceeded that level for 25% of the total 
ageing time. The 99 th percentile temperature value was 755 °C, meaning that 
temperatures exceeded that level for on ly 1% of the total ageing time.  

 
The temperature of the exhaust gas (and indeed of the monolith itself) is of 
paramount importance for thermal ageing as well as for deactivation (poisoning) 
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processes. Temperature and exhaust gas chemistry (i.e. Ʀ, sulphur content)  can 
affect the accumulation of inhibiting species such as S atoms and sulphur -based 
compounds, as well as their removal. A review of industry opinion and available 
literature [6 -9] on Pd-Rh TWCs revealed that under conditions of alternating 
rich/l ean conditions, the test objects used in this study would likely have begun 
to desulphate (i.e undergo physicochemical reactions leading to the removal of 
sulphur atoms and sulphur-bearing compounds from the catalytically active layer 
of the monolith) at a  temperature within the range 650 -700°C. As shown in Figure 
3 and discussed below, such temperatures are achieved (and in fact exceeded) 
during the ageing cycle employed in this study and also during certain real -world 
driving scenarios.  

 

 

Figure 3  Temperature profile (upstream ð i.e. TWC inlet and downstream ð i.e.  
  WC outlet) of the engine dyno TWC ageing cycle used in this study  

 
The same engine was used for all ageing of the test objects, with engine oil and 
filter replacement carried out at regular intervals (approximately every 120 hours 
of engine operation). Ageing on the fuel with the lower sulphur content was 
carried out, in full, before exposing the engine to the fuel of higher sulphur 
content. A completely fresh set of spark plugs was u sed for ageing on each fuel. 
Each TWC was equipped with its own oxygen (Ʀ) sensors, which were used during 
all ageing activities; the test vehicle was equipped with oxygen (Ʀ) sensors, which 
were used for all emissions testing. Thus, the oxygen (Ʀ) sensors used during 
emissions testing were not exposed to exhaust gas resulting from the ageing 
process (and vice-versa). 

 
While Ʀ was not monitored continuously during the ageing, certain key facts are 
known. During all portions of high load ð i.e. the acceleration events ð Ʀ was always 
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<1, taking values in the range 0.75 -0.8. During the relatively brief yet frequent 
periods of negative torque demand (fuel cut -off), Ʀ obviously took values >>1. 
Thus, the ageing cycleõs Ʀ profile can be described as variable, but while the 
engine was being fuelled, Ʀ generally took values <1, due to the cycleõs inherent 
high power demand. Such a situation is typical for spark -ignition engines operating 
on LPG or petrol, while CNG-fuelled engines normally use much less enrichment, 
since such engines typically develop full power at Ʀ>1.  

In line with the project strategy, exhaust emissions were no t measured during 
engine ageing. Stability of engine operation was monitored via continuous 
observations of temperatures, pressures, the fuel flow rate, etc.  

Industry experts with considerable experience in the field of automotive 
aftertreatment systems f or light duty vehicles were asked to comment on the 
ageing procedure. The consensus was that the engine speed and load profiles were 
typical for ageing procedures used on TWCs. However, the engine used in this 
study was in its production configuration, wit h no modifications to induce higher 
exhaust gas temperatures (i.e. injection of additional air, modification of valve 
timing) and thus the temperatures experienced by the test objects during ageing 
are somewhat lower than during ageing procedures conducted  in other studies and 
reported elsewhere.  

While lower temperatures reduce the severity of TWC ageing (ceteris paribus) , 
the temperatures encountered in the ageing cycle employed in this study have the 
advantage of not being artificially elevated, i.e. the y could be experienced by a 
passenger car in normal real-world usage scenarios (i.e. high speed motorway 
driving, especially when driving uphill and/or with significant payload). 
Furthermore, it has been shown that the temperature experienced by the TWC 
monolith is, for the most part, appreciably higher than the temperature of the 
exhaust gas itself [10]. Thus, for the majority of the ageing cycle, the exhaust gas 
temperature can be considered a minimum temperature value for the thermal 
conditions experienc ed by the TWC monolith.  

The ECU of the test vehicle reported two thermal parameters (both of which are 
modelled rather than directly measured). The temperature traces of these 
parameters over the cold start WLTC followed immediately by one EUDC (the 
second phase of the NEDC) are shown in Figure 4. (Note that the speed trace shown 
in Figure 4 is merely a demonstration of temperature trends and was not used for 
any emissions testing.) 
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Figure 4 Profile of the temperature of the exhaust gas and the TWC monolit h  
  reported by the test vehicleõs ECU over the WLTC and the EUDC phase 
  of the NEDC. 

As is evident from Figure 4, the temperature of the TWC very quickly comes to 
exceed that of the exhaust gas itself following cold start. The temperatures 
experienced by the TWC monolith during the 4 th phase of the WLTC (10,000 to 
12,200 time units on the x -axis) reached values up to 750°C and were Ó650°C for 
approximately 2.5 uninterrupted minutes. Over the EUDC (10,000 to 12,200 time 
units on the x -axis) the maximum TWC monolith temperature reached was just 
over 710°C (following the acceleration to 120 km/h); the previous acceleration 
(from 70 to 100 km/h) caused temperatures which reached approximately 640 °C. 
The veracity and accuracy of the temperature modelling approach is discussed in 
[10] ð while there may be overestimations of the temperature under non -
stoichiometric conditions, generally speaking, the modelled temperature is 
considered accurate and val id.   

The two test objects (the ôLow Sõ and ôHigh Sõ TWCs) were subjected to the ageing 
procedures mentioned above, using two fuels which differed only in terms of 
sulphur content. A third fuel was used for emissions testing. All three fuels are 
identified  in Table 4.  
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Table 4  Data of the LPG fuels used in this test programme  
 

 

Reference LPG A refers to the fuel specification given in Regulation (EU) 
2017/1151, Annex IX, section A., point 1., Type: LPG, column ôFuel Aõ. The same 
fuel specification is also shown in UNECE Regulation No. 83, Annex 10a, point 1.1, 
Type: LPG, column ôFuel Aõ. Appendix 7 shows the standard certificate provided 
by the reference fuel supplier; Appendix 8 shows the results of detailed analyses 
of fuel parameters, including sulphur content. Reference LPG fuel was chosen to 
ensure that LPG of known, closely -controlled specification was used for all 
emissions tests, thereby reducing uncertainty and potential test -to-test 
variability. (Regular refuelling of the test vehicle with commercially available LPG 
would have introduced a significant source of uncertaint y to the emissions 
measurements.) While type approval requirements stipulate that LPG -fuelled 
vehicles must be tested on both gaseous reference fuels (LPG A and LPG B), this 
study did not employ the full type approval procedure and thus it was deemed 
neith er necessary nor technically appropriate to perform testing on both 
reference LPG fuels.  

Parameter / Fuel name  LPG Low S  LPG High S Reference LPG A 

Fuel type 
Commercially 
available LPG 

Commercially 
available LPG 

Certified reference fuel  

Use in this study 
Engine dyno 

ageing of TWC 
Low S 

Engine dyno 
ageing of TWC 

High S 

Chassis dyno emissions 
testing of TWC Low S and 

TWC High S 

Total fuel sulphur 
content according to 

fuel certificate [mg/kg]  
8.2 29.0 <1.0 

Odour Imperceptible  Perceptible  Not assessed 

Odorant added? Unknown Yes No 

Assumed main source(s) 
of sulphur-bearing 

compounds 
Crude oil 

Crude oil,  
odorant  

Trace impurities  

Fuel certificates  
Appendix 1, 

Appendix 2 

Appendix 3, 

Appendix 4, 

Appendix 5, 

Appendix 6 

Appendix 7, 

Appendix 8 
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 DESCRIPTION AND RESULTS OF THE TESTS 

4.1.  MEASURING EQUIPMENT 

The specifications of the measuring equipment are shown in Table 5; the test 
vehicle undergoing emissions testing is shown in Fig. 5. (See also Figure 1). 
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Table 5   Data of measuring devices 

Device Name Type 
Identifying  

No. 
Measurement  

range 

Accuracy of 
measuremen

t  

Chassis 
Dynamometer 
2WD 

AVL Zöellner X/1141/BHT 
0 - 200 km/h  

0 - 10 kN 
° 0.05 % 

° 0.1 % 

Exhaust Emission 
Analysis System: 

AVL AMA i60 X/2624/BHT  

° 2% of the 
measuring 

point  
or 

° 1% of the 
full scale  

CO Dilute 
AVL IRD i60 CO 

L 
L/2625/BHT 0 - 5 000 ppm 

CO2 Dilute  
AVL IRD i60 CO2 

H 
L/2626/BHT 0 - 20% 

NOx Dilute  
AVL CLD i60 

LHD 
L/2628/BHT 0 - 1 000 ppm 

THC Dilute AVL FID i60 LHD L/2629/BHT 0 - 1 000 ppm 

CH4 Dilute  
 AVL FID FID i60 

LHD L/2630/BHT 0 - 1 000 ppm 

CO High Pre 
AVL IRD i60 CO 

H L/2775/BHT 0 - 10 % 

° 2% of the 
measuring 

point  

CO Low Pre 
AVL IRD i60 CO 

L L/2781/BHT 0 - 1000 ppm 

CO2 Pre AVL IRD i60 CO2 L/2776/BHT 0 - 20 % 

NOx Pre AVL CLD i60 L/2778/BHT 0 - 6000 ppm 

THC Pre  AVL FID i60 L/2779/BHT 0 - 37000 ppm C1 

CH4 Pre 
AVL Cutter FID 

i60 L/2780/BHT 0 - 20000 ppm C1 

CO High Post 
AVL IRD i60 CO 

H L/2785/BHT 0 - 10 % 

CO Low Post 
AVL IRD i60 CO 

L L/2784/BHT 0 - 1000 ppm 

CO2 Post AVL IRD i60 CO2 L/2786/BHT 0 - 20% 

NOx Post AVL CLD i60 L/2788/BHT 0 - 6000 ppm 

THC Post  AVL FID i60 L/2789/BHT 0 - 10000 ppm 

CH4 Post 
AVL Cutter FID 

i60 L/2790/BHT 0 - 3000 ppm 
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CVS Sampling 
System ESU with 
dilution tunnel and  
PM sampling 
system DLS 

CVS i60 LD LE  

X/2631/BHT 

2 - 20 m3/min  ° 2% 

PSS i60 SD 50 - 100 l/min  ° 5% 

Microbalance 
Sartorius 

M5P000V001 
B/1915/BHT 0 - 2.7 g 0.0001 mg 

Particle Number 
Counter 

APC 489 L/2636/BHT 
0 - 50 000 

particles/cm 3 10% 

Temperature and 
humidity 
transducer 

VAISALA HMT 
333 

L/2637/BHT 

-40 - +80 °C ° 0.2 °C 

0 - 100%  
relative humidity  

° 1% 

Electronic 
Barometer 

VAISALA PTB 
330 

F/1543/BHT 500 - 1100 hPa ° 0.15 hPa 

 
 

 

 

Figure 5 Fiat Tipo 1.4 bi -fuel vehicle during emission measurements in  
  climate -controlled  laboratory with an AVL Zöellner chassis  
  dynamometer (2WD) 
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4.2.  TEST RESULTS 

4.2.1.  Results of measurements of regulated exhaust emissions, carbon 
dioxide emissions and fuel consumption  

All emission tests were carried out using the chassis dyno loading obtained from 
matching road load data provided by the vehicle manufacturer using the coast 
down method. The target road load data (F 0,F1,F2) were the same for WLTP and 
NEDC testing, but in the case of WLTP testing a different inertia setting was used 
(taking into consideration the actual mass of the vehicle, mass representative of 
vehicle payload and the inertia of rotating powertrain components), in line with 
the requirements of Regulation (EU) 2017/1151. The  inertia settings and final 
chassis dyno loading coefficients are presented in Table 6. Tyre pressure was 
checked ð and, if necessary, adjusted ð before the precondition cycle that  
commenced each batch of emissions testing. Thus, a constant level of tyre 
pressure was maintained through the test programme. Vehicle running resistance 
was checked following the preconditioning cycle that commenced each batch of 
emissions tests. Small differences in the running resistance were detected, but in 
view of their limited magnitude, it was decided not to change the chassis dyno 
loading and thus the same settings were used throughout the test programme (on 
both test objects).  

Table 6   Data of load coefficients  

 

 

 

 

 

 

 

Inertia  
Chassis dyno  

loading coefficients  
Power absorption by the chassis 

dynamometer at 80 km/h  

 WLTP and constant speed testing 

[kg]  

F0 F1 F2 

[kW] 

[N] 
[N/(km/h)

]  
[N/(km/h) 2

]  

1509 45.1 -0.87 0.0390 5.0 

 NEDC testing 

[kg]  

F0 F1 F2 

[kW] 

[N] 
[N/(km/h)

]  

[N/(km/h) 2

]  

1360 21.0 -1.13 0.0404 4.2 
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As outlined in Table 3, a single WLTC cycle was executed as preconditioning before 
each batch of testing commenced. All emissions tests commenced from cold start 
at an ambient temperature of 23 °C and 40% relative humidity. To ensure complete 
cooling of the entire powertrain (including TWC), the standing time between 
periods of engine operation for cold start tests (WLTC, NEDC) was always Ó11 
hours. All cabin accessories were turned off, including the ventilation system and 
the vehicleõs lights were in ôAutoõ mode. The cold start test cycles (NEDC, WLTC) 
were commenced with the test vehicleõs battery fully charged; the battery was 
not charged immediately before the constan t speed tests, which commenced from 
a hot start. The vehicle was always tested in LPG mode; all cold start events 
occurred with the engine running on petrol and the fuel supply was switched over 
to LPG automatically by the vehicleõs ECU (i.e. with no driver intervention). It 
should be noted that such a fuelling strategy is typical for European petrol -LPG bi-

fuel vehicles. Fuel switchover (petrol LPG) occurred approximately 56 seconds 
after engine cranking when running over the WLTC and NEDC driving cycles, with 
very limited differences in the timing of fuel switchover between tests (regardless 
of the test cycle). During the constant speed tests there was no cold start and thus 
no fuelling with petrol while emissions measurements were being carried out. The 
vehicleõs two original oxygen (Ʀ) sensors were used for all emissions testing on 
both test objects ð i.e., the sensors used during engine dyno ageing were not used 
for any emissions testing activity.  

Measurements of exhaust emissions were carried out over t he well -known, 
industry standard WLTC and NEDC driving cycles (Fig. 6 and Fig. 7) and also using 
a customised constant speed test procedure. The constant speed test procedure 
was conducted with the vehicle already fully warmed up (by running the NEDC test 
cycle, followed by a smooth, gradual acceleration to 80 km/h, application of 5 th 
gear and approximately 9 minutesõ driving at 80 km/h in 5th gear). Thereafter, 
emissions measurements were performed over two periods, while continuing to 
drive at a constant speed of 80 km/h in 5 th gear. The distance covered during each 
measurement period was approximately 10 km, during which time the driver 
attempted to keep vehicle speed as constant as possible, with minimum throttle 
fluctuations.  
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Figure 6  Worldwide harmonized Light vehicles Test Cycle (WLTC), part 
  of the Worldwide harmonized Light vehicles Test Procedure 
  (WLTP) 

 

Figure 7   New European Driving Cycle (NEDC) 

 
Tables 7 to 20, which can be found in the appendix,  present exhaust emissions 
results for the test fuels obtained from the test vehicle, for the test cycles 
employed and their component phases. The aforementioned tables include the 
results of legislative measurements obtained via the CVS -bag method, dilute d 
exhaust emissions measurements and results from measurements of undiluted 
exhaust emissions upstream and downstream of the TWC. Particulate matter 
emissions, while not regulated in the EU for this vehicle type, are also shown in 
terms of mass (PM) and number (PN); PM results are available for the entire test 
cycles, while PN results are available for the entire test cycles and their 
component phases. Carbon dioxide emissions and fuel consumption results 
calculated according to the legislative carbon balan ce method are also shown. The 
tables show the calculated mean and standard deviation from the obtained 
emissions results, as well as values of standard type A uncertainty obtained by 
means of statistical analysis, calculated using the following formula:  

 

 

 

where:   

u2
A(M) = type A evaluation of standard uncertainty (for measured quantity M, 

where M represents regulated emissions, CO2 or fuel consumption),  

n = number of tests,  

xj  = result from test j ,  

x  = arithmetic mean of all tests.  

Figures 8 to 31 show emissions results for the based on the legislative bag 
measurements of regulated compounds THC, NMHC, CO and NOx; results are shown 
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for the entire NEDC and t he initial, cold start phase of that cycle (UDC), as well 
as the entire WLTC and the initial, cold start phase of that cycle (WLTC Low). The 
graphic representationsõ error bars are defined as the standard type A uncertainty 
values shown in Tables 7 to 20.  

Figures 8 to 19 show results obtained from the Low S test object.  

 

Figure 8   THC and NMHC emissions results for TWC Low S, tested over  
   the entire NEDC. The Euro 6 limits are shown for comparison.  

 

Figure 9  CO emissions results for TWC Low S, tested over the entire   
   NEDC. The Euro 6 limit is shown for comparison.  
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Figure 10 NOx emissions results for TWC Low S, tested over the entire   
   NEDC. The Euro 6 limit is shown for comparison  

As shown above, execution of 250 ageing cycles using low sulphur fuel caused 
measurable increases in emissions of THC, NMHC, CO and NOx when tested over 
the NEDC. Emissions remained below the applicable Euro 6 limits following 250 
ageing cycles ð by a considerably margin the case of THC, CO and NOx and by a 
smaller margin the case of NMHC. Taking into account the number of repeat tests 
(n=3) and the derived uncertainty of the results, differences between the THC, 
NMHC and CO results at 0 cycles and at 250 cycles were limited. The difference 
was more apparent for NOx, with the difference being significantly larger than the 
uncertainty in the mean results. Similar trends were observed during the first, 
cold start phase of the NEDC ð the UDC, as shown in Figures 11-13. While measured 
emissions of THC, NMHC and CO were all higher at the 250 cycle stage than at the 
0 cycle stage, the magnitude of the difference was small in comparison to the 
uncertainty of the results, while NO x showed a clear difference, with emissions 
more than doubling following 250 ageing cycles.   
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Figure 11 THC and NMHC emissions results for TWC Low S, tested over 
 the UDC phase of the NEDC. 

 

Figure 12 CO emissions results for TWC Low S, tested over the UDC phase 
 of the NEDC. 
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Figure 13 NOx emissions results for TWC Low S, tested over the UDC phase 
 of the NEDC. 

WLTC results as a function of the number of ageing cycles are available at higher 
resolution (as interim testing was conducted over the WLTC only). As shown in 
Figures 14-15, THC, NMHC, and CO increased monotonically from 0 to 100 cycles, 
while the result at 175 cycles was essentially indistinguishable from the result at 
100 cycles. The results for THC and NMHC in fact decreased at the 250 cycle stage, 
being at a level close to that of  the 50 cycle stage. For CO, the trend was slightly 
different, as emissions reached a plateau starting at 100 cycles and there was no 
significant variation for the next two measurement points (175, 250 cycles). As 
shown in Figure 16, for NOx, a noticeable increase occurred between 0 and 50 
cycles, but thereafter emissions fell somewhat at 100 cycles, while emission sat 
175 cycles were slightly higher and indistinguishable from each other. While the 
Euro 6 emissions limits are not directly applicable to this  test vehicle when tested 
over the WLTC, it is noteworthy that those limits were not exceeded at any ageing 
stage.  
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Figure 14  THC and NMHC emissions results for TWC Low S, tested over 
 the entire WLTC. The Euro 6 limits are shown for information 
 only.  

 

Figure 15  CO emissions results for TWC Low S, tested over the entire WLTC. The 
 Euro 6 limit is shown for information only.  
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Figure 16  NOx emissions results for TWC Low S, tested over the entire WLTC. 
 The Euro 6 limit is shown for information only.  

Partially  contrasting trends were observed the first, cold start phase of the WLTC 
(i.e. Low phase), as shown in Figures 17-19. THC and NMHC showed the same trend 
as over the entire WLTC (i.e. a monotonic increase up to 100 cycles, a very small 
increase at 175 cycles and a marked decrease in emissions at 250 cycles, meaning 
that results at 250 cycles were essentially the same as at 50 cycles. CO an d NOx 
showed interrupted monotonic increases in the range 0 -250 cycles, although the 
rate of increase slowed significantly after the first 50 cycles. Differences in CO 
and NOx emissions between the 175 and 250 cycle stages appeared to be 
insignificant.   
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Figure 17  THC and NMHC emissions results for TWC Low S, tested over the Low 
 phase of the WLTC. 

 

Figure 18 CO emissions results for TWC Low S, tested over the Low phase of the 
  WLTC 
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Figure 19  NOx emissions results for TWC Low S, tested over the Low phase of 
 the WLTC. 

Results for the test object aged using fuel of high sulphur content (TWC High S) 
are presented in Figures 20-31. When tested over the NEDC, there was a clear 
increase in emissions of THC, NMHC, CO and NOx following 250 ageing cycles. In 
the case of NMHC, mean emissions at the 250 cycle stage were very close to the 
Euro 6 limit (and in fact exceeded that limit during one test). Specifically, t he 
NMHC emissions result during test L1-0004 (NEDC test number 3 at the 250 cycle 
stage on TWC High S); that result is shown in red in Table 14. The NMHC results 
for NEDC test numbers 1 & 2 at the 250 cycle stage were significantly below the 
Euro 6 limit, such that the mean NMHC result of all three NEDC tests was 59 
mg/km, i.e. 87% of the limit. Given the generally high variability of the emissions 
results at the 250 cycle stage, reflected in the standard deviation and type A 
uncertainty values, this result should be treated with caution. Further tes ting 
would be required to fully determine NMHC emissions compliance with the Euro 6 
limit for TWC High S at the 250 cycle stage. It should also be noted that the NMHC 
emissions during test L1-0004 were elevated for the UDC (cold start, urban) phase 
of the NEDC; emissions results for the EUDC (extra-urban) phase were very low 
and essentially identical for all three NEDC tests at the 250 cycle stage for the 
High S test object. The measured engine -out (pre TWC) NMHC emissions for test 
L1-0004 were comparable t o those from NEDC test numbers 1 & 2 at the same 
stage; the temperature traces for the three NEDC tests in question also revealed 
no significant differences.  

  



 report no.  7/23  
 
 

   
 
 
 
 

  25 

 

Figure 20 THC and NMHC emissions results for TWC High S, tested over the  
   entire NEDC. The Euro 6 limits are shown for comparison 

 

Figure 21 CO emissions results for TWC High S, tested over the entire  
   NEDC. The Euro 6 limit is shown for comparison  
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Figure 22 NOx emissions results for TWC High S, tested over the entire  

   NEDC. The Euro 6 limit is shown for comparison . 

Trends observed over the UDC phase of the NEDC were essentially identical, with  
clear increases at 250 cycles, with particularly large relative inc reases observed 
in the case of NOx.  

 

Figure 23 THC and NMHC emissions results for TWC High S, tested over  
   the UDC phase of the NEDC. 
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Figure 24 CO emissions results for TWC High S, tested over the UDC phase  
   of the NEDC. 

 

Figure 25 NOx emissions results for TWC High S, tested over the UDC  

   phase of the NEDC. 

  



 report no.  7/23  
 
 

   
 
 
 
 

  28 

When tested over the WLTC, the following emissions trends were observed, as 
shown in Figures 26-31. For THC and NMHC, emissions increased for 0 to 50 cycles, 
but the result for 100 cycles was essentially identical to that at 50 cycles. 
Thereafter, at 175 cycles emissions fell to a level between that of 0 and 5 -0 cycles, 
but a substantial increase occurred between 175 and 250 cycles.  CO emissions 
increased noticeably from 0 to 50 cycles, fell at 100 cycles and then increased at 
175 and 250 cycles (for which differences in the emissions level were of limited 
significance).  For NOx emissions there was little variation between the ageing 
stages, with the exception of 100 cycles, which showed the highest emissions 
results. NOx results from the final two stages (175, 250) were essentially identical.  

 

Figure 26 THC and NMHC emissions results for TWC High S, tested over  
  the entire WLTC. The Euro 6 limits are shown for information  
  only.  
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Figure 27 CO emissions results for TWC High S, tested over the entire  
   WLTC. The Euro 6 limit is shown for information onl y. 

 

Figure 28 NOx emissions results for TWC High S, tested over the entire  
   WLTC. The Euro 6 limits are shown for information only.  
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Figure 29 THC and NMHC emissions results for TWC High S, tested over  

  the Low phase of the WLTC. 

 

Figure 30 CO emissions results for TWC High S, tested over the Low phase  
   of the WLTC. 
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Figure 31 NOx emissions results for TWC High S, tested over the Low phase  
   of the WLTC. 

Emissions other than regulated gaseous emissions are discussed below, together 
with fuel consumption.  

Emissions other than regulated gaseous emissions are discussed below, together 
with fuel consumption.  

Emissions of particulate matter (by mass and number; PM and PN) were both stable 
and consistently relatively low throughout the entire test programme, with no 
apparent correlation to the number of ageing cycles. It should be noted that 
vehicles of the type  used for testing are not subject to PM or PN limits in the EU. 
The test vehicleõs mean PM and PN results met the EU limits for M-category 
vehicles, over both test the NEDC and WLTC, with both test units mounted. PM 
and PN emissions were lower still for co nstant speed testing, due to the lack of 
cold start in that test procedure. Due to the above considerations, PM and PN 
emissions are not shown graphically, but numerical results are presented in Tables 
7-20.   

Carbon dioxide emissions (Figures 32 and 33) and fuel consumption (Figures 34 and 
35) were relatively stable during the test programme . There was a slight tendency 
for those parameters to fall as ageing progressed, but the magnitude of the 
differences was small (approximately 3% w hen comparing 0 cycles to 250 cycles). 
As the test programme was conducted, vehicle mileage increased by some 45% 
compared to the mileage at start of testing, which would generally be expected 
to cause running resistance to reduce somewhat. Nevertheless, t he periodic coast 
down verifications showed very limited differences in running resistance and, as 
mentioned previously, no changes were made to the chassis dyno loading during 
testing. A further tendency of note relates to the fact that as emissions of TH C 
and CO increase, CO2 emissions fall slightly, since less CO2 is formed in the TWC 
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via the oxidation of THC and CO. The observed decreases in CO2 emissions can be 
attributed to the combined impact of the two aforementioned effects.  

 

Figure 32 CO2 emissions results for TWC Low S and TWC High S, tested  
   over the NEDC and its component phases. 
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Figure 33 CO2 emissions results for TWC Low S and TWC High S, tested over 
  the WLTC and its component phases. 

Fuel consumption calculated according to the legislative carbon balance method 
takes emissions of THC and CO (as well as CO2) into consideration. Thus, the slight 
fall in fuel consumption as ageing progressed can be attributed to the slight 
reduction in friction that occurred as vehicle mileage incre ased, together with the 
effects resulting from test -to-test variations which are unavoidable when using a 
human driver. As a final point, the number of repeat tests NEDC and WLTC testing 
(n=3 in both cases) should be borne in mind.  
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Figure 34 Fuel consumption results for TWC Low S and TWC High S, tested  
   over the NEDC and its component phases. 

 

Figure 35 Fuel consumption results for TWC Low S and TWC High S, tested  

  over the WLTC and its component phases. 
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4.2.2.  Results of calculated TWC conversion efficiency   

Tables 7 to 20 show the test objectsõ conversion efficiency, calculated in two 
ways: 

¶ by comparing the measurements of undiluted exhaust emissions upstream 
with the CVS-bag measurements of diluted exhaust emissions of the TWC 
(labelled ôpre-bagõ), 

¶ by comparing the measurements of undiluted exhaust emissions upstream 
and downstream of the TWC (labelled ôpre-postõ). 

Figures 36 to 55 show TWC conversion efficiency (ôpre-postõ, as defined above); 
the graphic representations show the mean res ults, with error bars defined as the 
minimum and maximum measured values (not type A uncertainty).  

WLTC results are available at higher resolution, as shown in Figures 36-43. For 
THC, NMHC and CO, the raw results showed no overall trend as to which test 
object performed better (i.e. Low S<High S and High S<Low S both occurred), but 
there was an observable overall trend for a gradual and quasi -monotonic decrease 
in conversion efficiency as ageing progressed from 0 to 250 cycles, visible in the 
figures below.   

 

Figure 36 TWC conversion efficiency calculated from THC emissions  
   results for  both test objects, tested over the entire WLTC.  
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Figure 37 TWC conversion efficiency calculated from NMHC emissions results 
  for both test objects, tested over the entire WLTC.  

 

Figure 38 TWC conversion efficiency calculated from CO emissions results 
   for both test objects, tested over the entire WLTC.  
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For NOx, the picture was somewhat more complicated, as the High S TWC appeared 
to outperform its counterpart at three ageing stages (50, 175 and 250 cycles). The 
trend was non-monotonic and the difference between 0 and 250 cycles was 
limited, especially in the c ase of TWC High S. 

 

Figure 39 TWC conversion efficiency calculated from NO x emissions results  
   for both test objects, tested over the entire WLTC.  

As shown in Figures 40-43, t rends were broadly similar  over the WLTCõs Low phase, 
but differences were numer ically much greater and generally more evident, due 
to the much lower conversion efficiency during the Low phase, which contains the 
cold start event (meaning the TWCõs temperature is equal to ambient temperature 
at the very beginning of the test).  
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Figure 40 TWC conversion efficiency calculated from THC emissions results 
   for  both test objects, tested over the Low phase of the WLTC.  

 

Figure 41 TWC conversion efficiency calculated from NMHC emissions results 
   for both test objects, tested over the Low phase of the WLTC.  
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Figure 42 TWC conversion efficiency calculated from CO emissions results 
   for both test objects, tested over the Low phase of the WLTC .  

 

 

Figure 43 TWC conversion efficiency calculated from NO x emissions  
   results for both test objects, tested over the Low phase of the 
   WLTC. 
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As regards conversion efficiency  over the NEDC, only two sets of results are 
available (0 and 250 cycle stages), as shown in Figures 44-47. At the 0 cycle stage 
the agreement between the two test objects was excellent, as expected. At th e 
250 cycle stage, conversion efficiency for THC, NMHC and CO was noticeably lower 
than at 0 cycles, with very limited differences between the two test objects. For 
NOx the situation was similar, with the exception that conversion efficiency was 
noticeably  higher for the High S TWC. 

 

 

Figure 44 TWC conversion efficiency calculated from THC emissions results 
   for both test objects, tested over the entire NEDC.  



 report no.  7/23  
 
 

   
 
 
 
 

  41 

 

Figure 45 TWC conversion efficiency calculated from NMHC emissions results 
  for both test objects , tested over the entire NEDC.  

 

Figure 46  TWC conversion efficiency calculated from CO emissions results for  
  both test objects, tested over the entire NEDC.  
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Figure 47 TWC conversion efficiency calculated from NO x emissions results for 
  both test objects, tested over the entire NEDC.  

Essentially the same trends were observed over the UDC phase of the NEDC, as 
shown in Figures 48-51. Conversion efficiency fell at 250 cycles, but with very good 
agreement for the two test objects in the case of THC, N MHC and CO, although 
the decrease for CO was small. In the case of NOx, conversion efficiency also fell, 
but at 250 cycles the High S TWC outperformed its counterpart by a margin which 
may have been significant.  
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Figure 48 TWC conversion efficiency calculated from THC emissions results 
  for both test objects, tested over the UDC phase of the NEDC.  

 

Figure 49 TWC conversion efficiency calculated from NMHC emissions results  
  for both test objects, tested over the UDC phase of the NEDC.  



 report no.  7/23  
 
 

   
 
 
 
 

  44 

 

Figure 50  TWC conversion efficiency calculated from CO emissions results for 
   both test objects, tested over the UDC phase of the NEDC.  

 

Figure 51 TWC conversion efficiency  calculated from NO x emissions results for 
  both test objects, tested over the UDC phase of the NEDC. 

As shown in Figures 52-55, TWC conversion efficiency  over the constant speed 
cycle was very high in all cases, since the cycle was performed with a fully warmed 
up powertrain and at constant speed ð i.e. under vehicle operating condition s 
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which facilitate very stable engine operation (as well as low distance -specific fuel 
consumption). When driving at a constant speed of 80 km/h, there is no inertia to 
overcome and the power absorbed by the chassis dyno for the test vehicle was 5 
kW, i.e.  5.7% of the rated power of the engine. Under such conditions, TWC 
performance was consistently very high, even after 250 ageing cycles. For both 
TWCs, at the 0 and 250 cycle stages, calculated TWC conversion efficiency  did not 
fall below 98.4% for any of the measured gaseous compounds. 

In the case of THC and NMHC, conversion efficiency was very close to 100% for 
both test objects at both stages. Slightly lower CO conversion efficiency of the 
High S TWC was observed, but this effect was also present at 0 cycles, i.e. before 
any ageing had been carried out. Nevertheless, the CO conversion efficiency for 
High S at 250 cycles was noticeably lower than at 0 cycles.  

 

Figure 52 TWC conversion efficiency  calculated from THC emissions  
   results for TWC Low S, tested over the constant speed cycle.  
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Figure 53 TWC conversion efficiency  calculated from NMHC emissions  
   results for TWC Low S, tested over the constant speed cycle.  

 

Figure 54 TWC conversion efficiency  calculated from CO emissions results 
   for TWC Low S, tested over the constant speed cycle.  
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As regards NOx, the conversion efficiency  was at a very  high level for both test 
objects at both ageing stages and there only negligible differences  following 
ageing. The very low magnitude of the differences and the fact that two repeat 
tests were performed (n=2) means no statistically significant differences were 
observed at regards NOx elimination over the constant speed cycle .  

 

Figure 55 TWC conversion efficie ncy calculated from NO x emissions  
   results for TWC Low S, tested over the constant speed cycle.  

4.2.3.  Results of ECU parameter recordings  
 

ECU parameters were logged for all emissions tests. Parameters such as engine 
speed, engine coolant temperature, etc showed high stability, with very limited 
test -to-test variations.  

The temperature of the exhaust gas reported by the vehicleõs ECU was recorded 
during emissions tests. As mentioned previously, the test vehicle did not feature 
a thermocoupl e and the reported temperature of the exhaust gas was a modelled 
parameter, designed to reflect the temperature of the exhaust gas upstream of 
the aftertreatment (TWC). This parameter is of critical importance for the 
functioning of the TWC for a cold star t driving cycle. While the temperature traces 
were subject to slight variations from test to test, generally the temperature 
traces showed very low variability. Figures 56 and 57 show the temperature traces 
over the WLTC for four selected WLTC tests (two o n each test object), while 
Figures 58 and 59 show the temperature traces over the NEDC for four selected 
NEDC tests (two on each test object). Lines of different thickness have been used  
in the plots to allow both curves to be seen, as differences are generally very 
limited.  

 



 report no.  7/23  
 
 

   
 
 
 
 

  48 

 

Figure 56 Two sample temperature traces (measured ECU parameter  
   ôExhaust gas temperatureõ) for TWC Low S during WLTC  
   emissions tests. 

 

 

Figure 57 Two sample temperature traces (measured ECU parameter  
   ôExhaust gas temperatureõ) for TWC High S during WLTC  
   emissions tests. 
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Fig.  58  Two sample temperature traces (measured ECU parameter ôExhaust  
  gas temperatureõ) for TWC Low S during NEDC emissions tests. 

 

Figure 59 Two sample temperature traces (measured ECU parameter ôExhaust 
  gas temperatureõ) for TWC High S during NEDC emissions tests.  

In all cases, the initial increase in temperature from ambient to a value of 
approximately 350°C showed very little variation from test to test, and was in fact 
similar for both test cycles employed (WLTC, NEDC). As shown in Figures 56 and 
57, for the majo rity of the WLTC the temperature oscillated between 
approximately 300°C and 550°C, rising to higher values during the final 300 
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seconds of the cycle (essentially corresponding to the Extra High phase of the 
WLTC). For the NEDC (Figures 58 and 59), for the majority of the cycle the 
temperature oscillated between approximately 300°C and 500°C, rising to higher 
values above 500°C only during the final portion of the cycle (where vehicle speed 
is Ó 100 km/h). For constant speed testing, the temperature of the exhaust gas 
quickly stabilised at a value of approximately 470°C to 475°C during the early 
phases of the warmup period before emissions sampling commenced. During the 
emissions measurement phases themselves, there were very limited fluctuations 
outside the range 470-475°C. 

As mentioned previously (shown in Figure 4 and discussed in [10]), under most 
engine operating conditions the temperature of the TWC monolith was likely to 
be noticeably higher than the reported temperature of the exhaust gas. Thus, the 
temperatures shown in Figures 56-59 can be treated as minimum likely TWC 
monolith  temperatures, with the exception of the first 30 seconds or so 
immediately following cold start, during which the temperature of the monolith 
is lower than that of the exhaust gas. 
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 CONCLUSIONS 

Ageing equivalent to 71 thousand km of vehicle usage was carried out on two 
TWCs, each being aged on its own LPG fuel type, with the only significant 
difference between the two fuel types being the sulphur level. The fuelsõ sulphur 
levels were 8.2 ppm (ôLow Sõ) and 29.0 ppm (ôHigh Sõ). 

The variability in the results of periodic emissions testing was deemed acceptable 
and typical for measurements of this type performed on such a test vehicle over 
cold start driving cycles. Var iability was, generally speaking, greater at higher 
ageing stages (though not in all cases), which would be consistent with the theory 
that the TWCõs conversion efficiency became increasingly sensitive to Ʀ control as 
ageing progressed and oxygen storage capacity became compromised (lost, 
temporarily reduced or inhibited in terms of chemical kinetics).  

With a single exception, the test vehicle met the applicable Euro 6 emissions limits 
when tested using its type approval procedure (NEDC), for both TWCs, at  all ageing 
stages. The exception to this came in the form of a single NMHC emissions result, 
which in one test was found to be above the applicable legislative limit following 
250 ageing cycles; the two other repetitions of this test under the same condit ions 
showed NMHC emissions below with the Euro 6 limits, and the mean of these 3 
tests was also below the Euro 6 limits. While emissions results obtained using the 
WLTP test procedure were not legally applicable to the test vehicle, results 
obtained using that procedure were also below the Euro 6 limits, in all cases, with 
no exceptions.  

Despite being type approved at the Euro 6b level (for which the NEDC test is legally 
applicable), the test vehicle showed low emissions over the WLTC, with none of 
the results for either of the test objects (TWCs) obtained from that test type 
exceeding the Euro 6 limits at any ageing stage. As is well known, the relatively 
long distance covered by the WLTC (over 23 km ð i.e. more than twice the 11 km 
distance covered by the NEDC) leads to a reduction in the impact of the cold start 
effect, which causes emissions associated with cold start to be subject to a low 
distance-specific weighting.   

The test vehicle proved itself to be stable. No vehicle malfunctions or ECU errors 
were present before, during or after any emissions test and the vehicle MIL lamp 
did not illuminate at any point. Carbon dioxide emissions and fuel consumption 
results were generally stable throughout the test programme.  

The relatively low emissions results occurring even after extended ageing indicate 
high TWC conversion efficiency and durability under the specific ageing conditions 
employed here. There was an overall tendency for emissions to slightly increase 
as the number of ageing cycles increased, but t rends were not monotonic in all 
cases. As regards the impact of fuel sulphur level on TWC conversion efficiency, 
overall there appeared to be no significant difference between the two test 
objects. In certain cases , differences in performance were apparent  but 
sometimes the High S TWC outperformed its Low S counterpart. This suggests that 
the thermal degradation induced by the ageing procedure was more relevant to 
the performance of the TWCs tested in this study than the fuel sulphur level . A 
possible explanation offered for this is that the temperatures achieved during the 
ageing procedure permitted periodic desulphation of the test objects [6 -9], 
meaning that the long -term impact of the sulphur present in the LPG fuel on TWC 
performance was low. When evalu ating the impact of the ageing performed on 
the test objects, it is important to underline that a real engine, running under 
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demanding real world operating conditions was used. The ageing cycle featured 
multiple periods of elevated temperature and generall y high mean temperatures 
(as presented in Section 3 and specifically Figure 3), but, as shown in Figure 4, 
such temperatures can also be reached during normal, real -world driving at speeds 
>100 km/h, even without additional load (i.e. uphill gradient and/o r high vehicle 
payload). As a single WLTC preconditioning cycle was carried out prior to every 
batch of emissions tests, there was some further exposure to elevated 
temperatures prior to the emissions tests, as well as during the emissions tests 
themselves (as shown in Figures 56 and 57).  Results in this study showed no overall 
trend of TWC conversion efficiency increasing from test to test within a given test 
batch (as might be expected if the TWC were being gradually purged of sulphur 
and thereby progressively recovering its conversion efficiency).  

Notwithstanding the small differences observed over the test cycles employed, 
there was a more visible tendency for ageing to increase emissions over the cold 
start phases of the two tests (WLTC Low, NEDC UDC). This period is characterised 
by generally high engine out emissions and low TWC conversion efficiency (mainly 
due to the thermal state of the monolith following cold start). Differences in 
emissions and TWC conversion efficiency were of somewhat greater ma gnitude for 
WLTC Low and NEDC UDC. Nevertheless, focusing on the results obtained from the 
aforementioned cold start phases, no consistent, significant difference between 
the two test objects could be observed. This supports the observation that the 
ageing procedure indeed reduced TWC performance, but that fuel sulphur level 
had no measurable overall impact. Under high load conditions, the TWCõs 
temperature is well in excess of its light -off point. The conversion efficiency of 
both test objects for the WLTC  High and Extra High phases decreased only very 
slightly (or not at all) as the two test objects were aged from 0 to 250 cycles. 
Comparing results at 0 and 250 cycles for the EUDC phase of the NEDC, reductions 
in conversion efficiency were of similar magni tude. Thus, when operating under 
conditions which were predominantly high load and which featured high exhaust 
gas temperatures, the ability of the test objects to perform their intended 
function showed very low sensitivity to ageing and exposure to sulphu r.  

As should be expected, there was excellent agreement between the results 
obtained from both TWCs at the 0 cycle stage. For both TWCs, the WLTC and NEDC 
results at the 250 cycle stage showed a deterioration compared to the 0 cycle 
stage ð i.e. TWC conversion efficiency  was lower and exhaust emissions were 
higher. For interim stages (50, 100, 175 cycles), trends were not always monotonic 
ð some results showed higher TWC conversion performance at 175 cycles than at 
100 cycles, although the magnitude of the  uncertainty  associated with the mean 
of the emissions results (n=3) should be kept in mind . A further point to mention 
is that the conversion of the High S TWC performed better than the Low S TWC at 
certain ageing stages and for certain compounds. Taking into account the spread 
of the results, quantified as the difference between the lowest and highest 
measured results, as well as the type A uncertainty, such differences are again 
unlikely to be statistically significant. Nevertheless, t he fact remains tha t in some 
cases ageing on higher sulphur content LPG was associated with lower measured 
tailpipe emissions of regulated compounds, as well as higher TWC conversion 
efficiency .  

Over the transient cold start driving cycles (NEDC, WLTC) , TWC conversion 
effic iency was observed to fall somewhat as the test objects were subjected to 
ageing. However, during the constant speed tests, the TWC conversion efficiency  
at the 250 cycle stage was very close to that at the 0 cycle stage. Thus, there was 
no significant det erioration for either test object under these conditions. At 
temperatures well above the test unitsõ light-off temperature and at stable Ʀ, the 
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performance (i.e. elimination of THC, NMHC, CO and NOx) remained very high, 
even following extensive ageing on h igh sulphur fuel. This finding would appear to 
support the hypothesis that ageing primarily affected the performance 
temperature of the test objects at low temperatures. As a result of this, the 
dynamic cold start test procedures (NEDC, WLTC) revealed some deterioration in 
TWC performance, while the steady -state, thermally stabilised testing did not 
reveal such effects.  

As it was assumed that the low sensitivity of the TWC conversion efficiency was 
related to a desulphatation process occurring at higher equ ivalence ratio and high 
temperature, a  complementary study was performed to challenge this assumption 
(details in the appendix). It consisted in chemical analyses of the aged TWCs, using 
advanced laboratory methods. Unfortunately, this study remained inconclusive, 
as it were unable to directly link the sulphur level measured in the TWCs to their 
conversion efficiency loss. Consequently, lacking a clear and systematic 
explanation about the effect of sulphur on the TWC conversion efficiency, this 
study cannot be 100% conclusive regarding the harmful/non -harmful effect of 
sulphur content in LPG on the TWC conversion efficiency, even if the 
engine/vehicle tests tend to show that a higher sulphur content is not harmful.  
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APPENDIX - DETAILED EXHAUST EMISSIONS RESULTS 

Table 7 Emissions and fuel consumption results from the Fiat Tipo 1.4 vehicle over the NEDC cycle for TWC Low S 

  

VIN: ZFA35600006K20252 Vehicle model: Fiat Tipo 1.4 LPG Emission standard: Euro 6

Inertia [kg]: 1360

THC NMHC CO NOx THC NMHC CO NOx PM PN THC NMHC CO NOx PN THC NMHC CO NOx PN

Ageing stage: 0 cycles BAG - MODAL DIL - PRE - POST

21.0 73 66 846 15 56 51 564 10 0.54 4.32E+11 151 137 1449 22 1.14E+12 0 0 46 2 1.57E+10 161.4 223.1 125.3 9.99 13.89 7.71 Bags

-1.13 57 52 559 9 - - 155 140 1433 22 - 0 0 48 2 - 161.9 223.0 126.1 10.02 13.88 7.76 Modal Dil

0.0401 702 667 7054 2376 - - 1149 1087 11534 1875 - 441 421 4434 2669 - 153.4 210.4 120.1 10.25 14.27 7.90 Modal PRE cat

70 63 601 11 - - 188 169 1528 26 - 0 0 59 2 - 165.1 227.4 128.7 10.22 14.17 7.92 Modal TP

92.1% 92.4% 92.0% 99.6% - - 86.9% 87.4% 87.4% 98.8% - 99.9% 99.9% 99.0% 99.9% - TWC eff

90.1% 90.6% 91.5% 99.5% - - 83.6% 84.4% 86.8% 98.6% - 99.9% 99.9% 98.7% 99.9% - TWC eff

21.0 63 57 634 14 48 44 423 9 0.67 4.34E+11 131 119 1059 18 1.13E+12 0 0 50 3 2.41E+10 161.9 221.9 126.8 10.01 13.77 7.80 Bags

-1.13 49 45 423 8 - - 134 122 1056 18 - 0 0 52 3 - 162.4 222.3 127.4 10.04 13.80 7.84 Modal Dil

0.0401 675 641 7330 2354 - - 1065 1009 12085 1865 - 446 426 4547 2640 - 153.2 208.4 120.9 10.25 14.18 7.96 Modal PRE cat

58 53 449 10 - - 156 142 1110 22 - 0 0 62 3 - 165.6 226.6 129.9 10.24 14.07 8.00 Modal TP

92.8% 93.1% 94.2% 99.6% - - 87.7% 88.2% 91.2% 99.0% - 100.0% 100.0% 98.9% 99.9% - TWC eff

91.4% 91.8% 93.9% 99.6% - - 85.3% 86.0% 90.8% 98.8% - 100.0% 99.9% 98.6% 99.9% - TWC eff

21.0 61 56 522 15 47 43 348 10 0.29 2.93E+11 128 117 858 20 7.67E+11 0 0 52 4 1.95E+10 160.5 223.0 124.3 9.91 13.82 7.65 Bags

-1.13 48 44 347 10 - - 129 118 854 20 - 0 0 54 4 - 161.0 223.3 125.0 9.95 13.84 7.70 Modal Dil

0.0401 648 617 7044 2309 - - 1058 1005 11622 1767 - 411 393 4396 2623 - 151.9 208.8 119.0 10.14 14.16 7.82 Modal PRE cat

52 48 353 11 - - 143 130 854 23 - 0 0 63 4 - 164.1 227.5 127.5 10.14 14.10 7.85 Modal TP

92.7% 93.0% 95.1% 99.6% - - 87.9% 88.4% 92.6% 98.9% - 99.9% 99.9% 98.8% 99.9% - TWC eff

91.9% 92.3% 95.0% 99.5% - - 86.5% 87.1% 92.7% 98.7% - 100.0% 99.9% 98.6% 99.9% - TWC eff

50 46 445 9 0.50 3.87E+11 136 124 1122 20 1.02E+12 0 0 50 3 1.97E+10 161.3 222.7 125.5 9.97 13.83 7.72 Bags

52 47 443 9 - - 139 127 1114 20 - 0 0 51 3 - 161.8 222.9 126.2 10.00 13.84 7.76 Modal Dil

675 642 7143 2346 - - 1091 1034 11747 1835 - 433 413 4459 2644 - 152.8 209.2 120.0 10.22 14.20 7.89 Modal PRE cat

60 54 468 11 - - 162 147 1164 23 - 0 0 61 3 - 164.9 227.2 128.7 10.20 14.11 7.92 Modal TP

3.9 3.4 89.7 0.5 0.16 6.59E+10 10.2 8.9 245.2 1.6 1.76E+11 0.1 0.1 2.5 0.5 3.43E+09 0.58 0.55 1.01 0.04 0.05 0.06 Bags

4.2 3.6 87.8 0.5 - - 11.2 9.7 240.0 1.6 - 0.1 0.1 2.4 0.5 - 0.57 0.39 0.95 0.04 0.03 0.06 Modal Dil

22.2 20.2 132.6 27.8 - - 41.3 37.5 241.7 48.7 - 15.5 14.5 64.1 19.0 - 0.66 0.86 0.76 0.05 0.05 0.06 Modal PRE cat

7.2 6.3 102.2 0.5 - - 19.2 16.7 277.9 1.5 - 0.0 0.0 1.9 0.6 - 0.62 0.37 0.99 0.04 0.04 0.06 Modal TP

2.2 2.0 51.8 0.3 0.09 3.80E+10 5.9 5.1 141.6 0.9 1.01E+11 0.1 0.1 1.5 0.3 1.98E+09 0.34 0.32 0.58 0.02 0.03 0.04 Bags

2.5 2.1 50.7 0.3 - - 6.5 5.6 138.5 0.9 - 0.1 0.1 1.4 0.3 - 0.33 0.23 0.55 0.02 0.02 0.03 Modal Dil

12.8 11.7 76.5 16.0 - - 23.9 21.7 139.5 28.1 - 8.9 8.4 37.0 11.0 - 0.38 0.49 0.44 0.03 0.03 0.03 Modal PRE cat

4.2 3.6 59.0 0.3 - - 11.1 9.6 160.5 0.9 - 0.0 0.0 1.1 0.3 - 0.36 0.22 0.57 0.03 0.02 0.03 Modal TP

92.6% 92.9% 93.8% 99.6% - - 87.5% 88.0% 90.4% 98.9% - 99.9% 99.9% 98.9% 99.9% -

92.8% 93.1% 95.1% 99.6% - - 87.9% 88.4% 92.6% 99.0% - 100.0% 100.0% 99.0% 99.9% -

92.1% 92.4% 92.0% 99.6% - - 86.9% 87.4% 87.4% 98.8% - 99.9% 99.9% 98.8% 99.9% -

91.1% 91.6% 93.4% 99.6% - - 85.1% 85.8% 90.1% 98.7% - 100.0% 99.9% 98.6% 99.9% -

91.9% 92.3% 95.0% 99.6% - - 86.5% 87.1% 92.7% 98.8% - 100.0% 99.9% 98.7% 99.9% -

90.1% 90.6% 91.5% 99.5% - - 83.6% 84.4% 86.8% 98.6% - 99.9% 99.9% 98.6% 99.9% -

Ageing stage: 250 cycles BAG - MODAL DIL - PRE - POST

21.0 65 58 670 23 0.21 2.87E+11 175 157 1783 46 7.77E+11 2 1 25 10 3.03E+09 156.1 215.4 121.8 9.68 13.45 7.49 Bags

-1.13 67 60 670 22 - - 180 161 1783 43 - 2 1 26 10 - 156.7 211.6 124.9 10.44 14.34 8.19 Modal Dil

0.0401 571 540 7235 2389 - - 915 862 11901 1900 - 372 354 4533 2672 - 168.1 227.8 133.5 10.41 14.21 8.21 Modal PRE cat

70 61 636 23 - - 188 165 1678 45 - 2 1 32 10 - 156.5 215.9 122.0 9.70 13.49 7.51 Modal TP

88.6% 89.2% 90.7% 99.0% - - 80.9% 81.8% 85.0% 97.6% - 99.6% 99.7% 99.5% 99.6% - TWC eff

87.8% 88.7% 91.2% 99.0% - - 79.5% 80.8% 85.9% 97.6% - 99.6% 99.8% 99.3% 99.6% - TWC eff

21.0 57 50 519 23 0.30 4.70E+11 153 136 1379 50 1.27E+12 2 1 20 7 3.24E+09 156.9 216.5 122.3 9.71 13.48 7.52 Bags

-1.13 59 52 521 23 - - 158 140 1381 50 - 2 1 21 7 - 157.2 216.9 122.5 9.73 13.50 7.54 Modal Dil

0.0401 607 577 7403 2140 - - 1002 950 12749 1654 - 378 361 4297 2422 - 145.8 202.0 113.1 9.79 13.84 7.44 Modal PRE cat

66 58 525 23 - - 177 157 1387 48 - 1 1 24 8 - 160.2 221.1 124.9 9.92 13.77 7.68 Modal TP

90.6% 91.3% 93.0% 98.9% - - 84.8% 85.7% 89.2% 97.0% - 99.6% 99.8% 99.5% 99.7% - TWC eff

89.1% 89.9% 92.9% 98.9% - - 82.3% 83.4% 89.1% 97.1% - 99.6% 99.8% 99.4% 99.7% - TWC eff

21.0 49 43 494 24 0.25 3.04E+11 132 117 1321 52 8.06E+11 1 1 15 8 1.24E+10 155.3 214.8 120.7 9.61 13.36 7.43 Bags

-1.13 51 45 491 24 - - 137 121 1312 51 - 2 1 16 8 - 155.9 215.8 121.2 9.65 13.43 7.45 Modal Dil

0.0401 584 557 7078 2107 - - 953 905 11971 1633 - 371 355 4242 2382 - 144.2 199.3 112.3 9.66 13.59 7.38 Modal PRE cat

55 48 490 24 - - 147 130 1301 51 - 1 1 20 8 - 158.9 220.0 123.5 9.83 13.68 7.60 Modal TP

91.6% 92.2% 93.0% 98.9% - - 86.2% 87.1% 89.0% 96.8% - 99.6% 99.8% 99.6% 99.7% - TWC eff

90.6% 91.4% 93.1% 98.9% - - 84.6% 85.7% 89.1% 96.9% - 99.6% 99.8% 99.5% 99.7% - TWC eff

57 51 561 23 0.25 3.53E+11 153 137 1494 49 9.52E+11 2 1 20 8 6.23E+09 156.1 215.6 121.6 9.66 13.43 7.48 Bags

59 52 561 23 - - 158 141 1492 48 - 2 1 21 8 - 156.6 214.8 122.9 9.94 13.76 7.73 Modal Dil

588 558 7239 2212 - - 957 906 12207 1729 - 373 357 4357 2492 - 152.7 209.7 119.6 9.95 13.88 7.68 Modal PRE cat

63 56 550 23 - - 171 151 1455 48 - 1 1 25 9 - 158.5 219.0 123.5 9.82 13.64 7.60 Modal TP

6.6 6.0 77.4 0.5 0.03 8.25E+10 17.8 16.3 205.2 2.5 2.27E+11 0.1 0.1 4.1 1.2 4.37E+09 0.67 0.72 0.63 0.04 0.05 0.04 Bags

6.5 5.9 78.5 0.8 - - 17.6 16.2 207.7 3.8 - 0.1 0.1 4.4 1.1 - 0.52 2.27 1.53 0.36 0.41 0.33 Modal Dil

15.0 15.3 132.6 125.6 - - 35.9 35.9 384.3 121.0 - 3.0 3.3 126.0 128.1 - 10.90 12.85 9.80 0.33 0.25 0.38 Modal PRE cat

6.4 5.6 62.3 0.6 - - 17.3 15.2 161.3 2.3 - 0.1 0.1 5.3 1.0 - 1.56 2.22 1.16 0.09 0.12 0.07 Modal TP

3.8 3.5 44.7 0.3 0.02 4.77E+10 10.3 9.4 118.5 1.5 1.31E+11 0.0 0.0 2.3 0.7 2.52E+09 0.39 0.42 0.36 0.03 0.03 0.02 Bags

3.7 3.4 45.3 0.5 - - 10.2 9.3 119.9 2.2 - 0.0 0.0 2.5 0.6 - 0.30 1.31 0.88 0.21 0.24 0.19 Modal Dil

8.7 8.8 76.5 72.5 - - 20.7 20.7 221.9 69.9 - 1.7 1.9 72.8 74.0 - 6.29 7.42 5.66 0.19 0.15 0.22 Modal PRE cat

3.7 3.2 36.0 0.3 - - 10.0 8.8 93.1 1.4 - 0.0 0.0 3.1 0.6 - 0.90 1.28 0.67 0.05 0.07 0.04 Modal TP

90.2% 90.9% 92.2% 98.9% - - 83.9% 84.9% 87.7% 97.1% - 99.6% 99.8% 99.5% 99.7% -

91.6% 92.2% 93.0% 99.0% - - 86.2% 87.1% 89.2% 97.6% - 99.6% 99.8% 99.6% 99.7% -

88.6% 89.2% 90.7% 98.9% - - 80.9% 81.8% 85.0% 96.8% - 99.6% 99.7% 99.5% 99.6% -

89.2% 90.0% 92.4% 99.0% - - 82.1% 83.3% 88.1% 97.2% - 99.6% 99.8% 99.4% 99.7% -

90.6% 91.4% 93.1% 99.0% - - 84.6% 85.7% 89.1% 97.6% - 99.6% 99.8% 99.5% 99.7% -

87.8% 88.7% 91.2% 98.9% - - 79.5% 80.8% 85.9% 96.9% - 99.6% 99.8% 99.3% 99.6% -

THC NMHC CO NOx

100 68 1000 60

 (*) - as defined in Regulation (EC) 2007/595, applied only at the 0 cycle ageing stage (for informational purposes)

Euro 6 SI limits [mg/km]

Mean TWC effectiveness (pre-post)

Max. TWC effectiveness (pre-post)

Min. TWC effectiveness (pre-post)

TWC effectiveness (pre-post)

NEDC test (UNECE R83) - NEDC driving cycleBOSMAL Automotive R&D Institute Ltd

EXHAUST EMISSIONS LABORAOTRY

Model: Tyres:

Note 1
Emissions measured Emissions measured [g/km] [l/100 km] (**)

EUDCEUDC NEDC UDC

Emissions in the NEDC test Emissions in the UDC phase Emissions in the EUDC phase CO2 emissions Fuel consumption

Emissions measured

[mg/km] [mg/km]
NEDC UDC

Emissions values with DFs (*)

[mg/km] [mg/km]

Mileage 

[km]
Date

Chassis 

dyno 

F0/F1/F2

Test No.

L1-0450

L1-0435

4 209 16.10.2018

4 083 03.10.2018 L1-0437

4 061 27.09.2018

Type A uncertainty

TWC effectiveness (pre-bag)

5 293 26.03.2019 L1-0169

Min. TWC effectiveness (pre-post)

Mean values

Mean TWC effectiveness (pre-bag)

Max. TWC effectiveness (pre-bag)

Min. TWC effectiveness (pre-bag)

Standard deviation

Mean TWC effectiveness (pre-post)

Max. TWC effectiveness (pre-post)

TWC effectiveness (pre-bag)

5 304 27.03.2019 L1-0172

Standard deviation

Type A uncertainty

TWC effectiveness (pre-bag)

TWC effectiveness (pre-post)

Mean TWC effectiveness (pre-bag)

Max. TWC effectiveness (pre-bag)

Min. TWC effectiveness (pre-bag)

Mean values

5 315 28.03.2019 L1-0175

Continental ContiEcoContact 5 225/45 R17 V XL

TWC effectiveness (pre-bag)

TWC effectiveness (pre-bag)

TWC effectiveness (pre-post)

TWC effectiveness (pre-post)

TWC effectiveness (pre-post)

TWC effectiveness (pre-bag)

TWC effectiveness (pre-post)
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Table 8   Emissions and fuel consumption results from the Fiat Tipo 1.4 vehicle over the WLTC  cycle for TWC Low S at 0 cycles 

 

 
 
 
  

  

VIN: ZFA35600006K20252 Vehicle model: Emission standard: Euro 6

Inertia [kg]:

THC NMHC CO NOx PM PN THC NMHC CO NOx PN THC NMHC CO NOx PN THC NMHC CO NOx PN THC NMHC CO NOx PN WLTC LOW MIDDLE HIGH Ex-HIGH WLTC LOW MIDDLE HIGH Ex-HIGH

BAG - MODAL DIL - PRE - POST

45.1 57 53 404 26 1.21 6.17E+11 426 394 2229 36 4.19E+12 0 0 181 4 1.37E+11 0 0 128 5 2.82E+10 1 1 90 54 6.54E+10 148.6 215.7 145.1 128.7 142.7 9.19 13.56 8.94 7.93 8.78 Bags

-0.87 59 55 400 26 - - 442 409 2198 35 - 1 0 181 4 - 0 0 128 5 - 1 1 89 53 - 149.1 216.3 144.9 128.6 144.1 9.22 13.60 8.93 7.92 8.87 Modal Dil

0.0390 717 687 6992 2473 - - 1665 1594 13826 1390 - 778 748 8354 1812 - 568 545 5706 2272 - 458 436 4769 3432 - 139.0 199.9 129.4 119.3 138.8 9.36 13.94 8.91 7.99 9.08 Modal PRE cat

65 60 424 27 - - 490 451 2234 42 - 0 0 190 5 - 0 0 151 4 - 0 1 120 54 - 152.1 220.7 147.8 131.2 147.0 9.41 13.88 9.11 8.08 9.05 Modal TP

92.1% 92.3% 94.2% 98.9% - - 74.4% 75.3% 83.9% 97.4% - 100.0% 100.0% 97.8% 99.8% - 100.0% 100.0% 97.8% 99.8% - 99.9% 99.9% 98.1% 98.4% - TWC eff

90.9% 91.2% 93.9% 98.9% - - 70.6% 71.7% 83.8% 97.0% - 100.0% 99.9% 97.7% 99.8% - 100.0% 100.0% 97.4% 99.8% - 99.9% 99.9% 97.5% 98.4% - TWC eff

45.1 47 43 515 10 1.02 6.01E+11 353 323 2315 40 4.11E+12 1 0 327 3 4.27E+10 0 0 428 6 8.40E+09 1 1 25 8 1.22E+11 150.1 218.8 146.9 129.1 144.4 9.29 13.75 9.07 7.98 8.88 Bags

-0.87 50 45 510 10 - - 367 336 2303 36 - 1 1 325 3 - 1 1 420 6 - 1 1 26 7 - 150.8 219.2 146.9 129.3 146.0 9.33 13.77 9.06 7.99 8.98 Modal Dil

0.0390 700 669 7609 2436 - - 1573 1499 15241 1314 - 759 726 9532 1836 - 584 560 6597 2152 - 442 421 4531 3444 - 139.7 201.4 130.6 118.2 140.4 9.46 14.15 9.10 8.02 9.16 Modal PRE cat

56 51 515 11 - - 417 379 2240 43 - 1 1 339 3 - 0 0 441 5 - 0 1 35 9 - 153.8 223.6 149.7 131.9 148.9 9.52 14.04 9.24 8.15 9.16 Modal TP

93.2% 93.5% 93.2% 99.6% - - 77.5% 78.5% 84.8% 97.0% - 99.9% 99.9% 96.6% 99.9% - 99.9% 99.9% 93.5% 99.7% - 99.9% 99.8% 99.4% 99.8% - TWC eff

92.0% 92.4% 93.2% 99.6% - - 73.5% 74.7% 85.3% 96.7% - 99.9% 99.9% 96.4% 99.9% - 100.0% 99.9% 93.3% 99.8% - 99.9% 99.8% 99.2% 99.7% - TWC eff

45.1 43 39 392 11 0.68 5.32E+11 317 289 2284 49 3.65E+12 1 0 189 10 5.47E+10 0 0 109 4 1.51E+10 1 1 46 3 8.98E+10 151.7 222.6 147.3 130.5 146.3 9.38 13.97 9.07 8.04 9.00 Bags

-0.87 44 40 393 10 - - 330 300 2287 46 - 1 1 191 10 - 1 0 111 4 - 1 0 46 3 - 152.5 224.1 147.2 130.9 147.6 9.43 14.07 9.07 8.06 9.08 Modal Dil

0.0390 592 563 6830 2534 - - 1318 1249 13600 1457 - 613 585 7620 1911 - 468 446 5676 2317 - 417 396 4848 3483 - 144.2 211.1 135.0 122.7 143.0 9.64 14.54 9.15 8.18 9.34 Modal PRE cat

49 45 400 11 - - 371 336 2285 52 - 0 0 206 10 - 0 0 112 4 - 0 0 57 4 - 155.5 228.5 150.0 133.4 150.6 9.61 14.34 9.24 8.22 9.27 Modal TP

92.8% 93.1% 94.3% 99.6% - - 75.9% 76.9% 83.2% 96.6% - 99.9% 99.9% 97.5% 99.5% - 99.9% 99.9% 98.1% 99.8% - 99.9% 99.9% 99.1% 99.9% - TWC eff

91.7% 92.0% 94.1% 99.5% - - 71.9% 73.1% 83.2% 96.4% - 99.9% 99.9% 97.3% 99.5% - 100.0% 99.9% 98.0% 99.8% - 100.0% 99.9% 98.8% 99.9% - TWC eff

49 45 437 16 0.97 5.83E+11 366 335 2276 42 3.99E+12 1 0 232 6 7.82E+10 0 0 222 5 1.72E+10 1 1 54 22 9.24E+10 150.1 219.0 146.4 129.4 144.4 9.28 13.76 9.03 7.98 8.89 Bags

51 47 434 15 - - 380 348 2263 39 - 1 1 232 6 - 1 0 220 5 - 1 1 54 21 - 150.8 219.9 146.3 129.6 145.9 9.32 13.81 9.02 7.99 8.98 Modal Dil

670 640 7144 2481 - - 1519 1447 14222 1387 - 717 686 8502 1853 - 540 517 5993 2247 - 439 418 4716 3453 - 140.9 204.1 131.7 120.1 140.7 9.48 14.21 9.05 8.06 9.19 Modal PRE cat

57 52 446 16 - - 426 389 2253 46 - 0 0 245 6 - 0 0 235 4 - 0 1 70 22 - 153.8 224.3 149.2 132.2 148.8 9.51 14.09 9.20 8.15 9.16 Modal TP

5.9 5.8 55.3 7.4 0.22 3.68E+10 44.9 43.7 35.4 5.4 2.40E+11 0.2 0.1 67.2 3.3 4.21E+10 0.1 0.1 145.9 0.7 8.21E+09 0.0 0.0 27.0 23.0 2.32E+10 1.30 2.80 0.94 0.78 1.48 0.08 0.17 0.06 0.04 0.09 Bags

6.1 6.1 53.8 7.4 - - 46.5 45.4 46.4 5.0 - 0.2 0.1 65.8 3.1 - 0.1 0.2 141.5 0.7 - 0.0 0.1 26.4 22.7 - 1.40 3.20 1.00 0.93 1.45 0.08 0.19 0.06 0.06 0.09 Modal Dil

55.5 54.6 335.6 40.5 - - 146.8 145.8 726.5 58.6 - 73.9 72.2 787.7 42.1 - 51.3 50.6 427.2 69.3 - 16.9 16.4 134.9 22.0 - 2.29 4.95 2.40 1.93 1.72 0.12 0.25 0.10 0.09 0.11 Modal PRE cat

6.5 6.3 49.4 7.4 - - 49.1 47.2 22.9 4.3 - 0.2 0.1 67.0 3.0 - 0.1 0.1 146.8 0.6 - 0.1 0.1 36.0 22.3 - 1.39 3.22 1.00 0.92 1.45 0.08 0.19 0.06 0.05 0.09 Modal TP

3.4 3.4 31.9 4.3 0.13 2.13E+10 25.9 25.3 20.5 3.1 1.38E+11 0.1 0.0 38.8 1.9 2.43E+10 0.1 0.1 84.3 0.4 4.74E+09 0.0 0.0 15.6 13.3 1.34E+10 0.75 1.62 0.55 0.45 0.85 0.05 0.10 0.04 0.03 0.05 Bags

3.5 3.5 31.1 4.3 - - 26.8 26.2 26.8 2.9 - 0.1 0.0 38.0 1.8 - 0.1 0.1 81.7 0.4 - 0.0 0.1 15.2 13.1 - 0.81 1.85 0.58 0.54 0.83 0.05 0.11 0.04 0.03 0.05 Modal Dil

32.0 31.5 193.8 23.4 - - 84.8 84.2 419.4 33.8 - 42.6 41.7 454.8 24.3 - 29.6 29.2 246.6 40.0 - 9.7 9.5 77.9 12.7 - 1.32 2.86 1.38 1.12 0.99 0.07 0.14 0.06 0.05 0.06 Modal PRE cat

3.8 3.6 28.5 4.3 - - 28.4 27.3 13.2 2.5 - 0.1 0.0 38.7 1.8 - 0.1 0.1 84.8 0.4 - 0.1 0.1 20.8 12.9 - 0.80 1.86 0.58 0.53 0.83 0.05 0.11 0.04 0.03 0.05 Modal TP

92.7% 93.0% 93.9% 99.4% - - 76.0% 76.9% 84.0% 97.0% - 99.9% 99.9% 97.3% 99.7% - 99.9% 99.9% 96.5% 99.8% - 99.9% 99.9% 98.9% 99.4% -

93.2% 93.5% 94.3% 99.6% - - 77.5% 78.5% 84.8% 97.4% - 100.0% 100.0% 97.8% 99.9% - 100.0% 100.0% 98.1% 99.8% - 99.9% 99.9% 99.4% 99.9% -

92.1% 92.3% 93.2% 98.9% - - 74.4% 75.3% 83.2% 96.6% - 99.9% 99.9% 96.6% 99.5% - 99.9% 99.9% 93.5% 99.7% - 99.9% 99.8% 98.1% 98.4% -

91.5% 91.9% 93.8% 99.3% - - 72.0% 73.2% 84.1% 96.7% - 99.9% 99.9% 97.2% 99.7% - 100.0% 99.9% 96.2% 99.8% - 99.9% 99.9% 98.5% 99.4% -

92.0% 92.4% 94.1% 99.6% - - 73.5% 74.7% 85.3% 97.0% - 100.0% 99.9% 97.7% 99.9% - 100.0% 100.0% 98.0% 99.8% - 100.0% 99.9% 99.2% 99.9% -

90.9% 91.2% 93.2% 98.9% - - 70.6% 71.7% 83.2% 96.4% - 99.9% 99.9% 96.4% 99.5% - 100.0% 99.9% 93.3% 99.8% - 99.9% 99.8% 97.5% 98.4% -

Max. TWC effectiveness (pre-post)

TWC effectiveness (pre-post)

TWC effectiveness (pre-bag)

TWC effectiveness (pre-post)

Mean TWC effectiveness (pre-bag)

Max. TWC effectiveness (pre-bag)

Min. TWC effectiveness (pre-bag)

Mean TWC effectiveness (pre-post)

Min. TWC effectiveness (pre-post)

Fiat Tipo 1.4 LPG
Tyres: Continental ContiEcoContact 5 225/45 R17 V XL

Emission HIGH Emission Ex-HIGH

Note 1

Emission LOW Emission MIDDLE

[mg/km] [mg/km]

BOSMAL Automotive Research and Development Institute Ltd

Exhaust Emissions Testing Laboratory

WLTP test (Reg 2017/1151) - WLTC driving cycle

[l/100 km] (2)

CO2 emission Fuel consumption

Mileage [km] Date
Chassis dyno 

F0/F1/F2
Test No.

[mg/km] [mg/km] [mg/km]

1509 Emission WLTC

L1-0441

4 131 2018-10-18 L1-0458

[g/km]

TWC effectiveness (pre-bag)

4 117 2018-10-09

4 094 2018-10-04 L1-0438

Ageing stage: 0 cycles

Mean values

TWC effectiveness (pre-bag)

TWC effectiveness (pre-post)

Standard deviation

Type A uncertainty
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Table 9  Emissions and fuel consumption results from the Fiat Tipo 1.4 vehicle over the WLTC  cycle for TWC Low S at 50 cycles 
 

 
  

  

VIN: ZFA35600006K20252 Vehicle model: Emission standard: Euro 6

Inertia [kg]:

THC NMHC CO NOx PM PN THC NMHC CO NOx PN THC NMHC CO NOx PN THC NMHC CO NOx PN THC NMHC CO NOx PN WLTC LOW MIDDLE HIGH Ex-HIGH WLTC LOW MIDDLE HIGH Ex-HIGH

Ageing stage: 50 cycles BAG - MODAL DIL - PRE - POST

45.1 51 47 545 32 0.57 4.80E+11 379 348 3242 89 3.26E+12 1 1 350 3 4.51E+10 0 0 128 19 2.28E+10 1 1 9 39 8.60E+10 150.6 222.4 148.3 129.2 143.5 9.32 14.06 9.15 7.96 8.83 Bags

-0.87 54 49 545 32 - - 395 362 3230 90 - 2 1 351 3 - 1 1 130 19 - 1 1 9 39 - 151.5 223.0 148.6 129.6 145.4 9.38 14.10 9.17 7.99 8.94 Modal Dil

0.0390 609 579 7907 2349 - - 1399 1323 17089 1320 - 644 613 10848 1599 - 474 453 6104 2107 - 410 391 4336 3378 - 138.6 205.2 132.8 115.9 136.6 9.40 14.53 9.34 7.81 8.90 Modal PRE cat

70 65 608 43 - - 526 485 3700 108 - 1 1 343 2 - 0 0 129 17 - 1 1 17 63 - 154.6 227.7 151.5 132.2 148.4 9.58 14.46 9.35 8.14 9.13 Modal TP

91.6% 91.9% 93.1% 98.6% - - 72.9% 73.7% 81.0% 93.2% - 99.9% 99.9% 96.8% 99.8% - 99.9% 99.9% 97.9% 99.1% - 99.8% 99.8% 99.8% 98.8% - TWC eff

88.4% 88.8% 92.3% 98.2% - - 62.4% 63.3% 78.3% 91.8% - 99.9% 99.9% 96.8% 99.9% - 99.9% 99.9% 97.9% 99.2% - 99.9% 99.8% 99.6% 98.1% - TWC eff

45.1 57 53 520 21 0.52 5.72E+11 429 395 3320 91 4.00E+12 1 1 178 7 4.18E+10 0 0 105 9 1.79E+10 0 0 30 13 7.38E+10 150.2 221.2 146.7 128.9 144.0 9.30 14.01 9.04 7.94 8.86 Bags

-0.87 59 53 520 20 - - 433 397 3314 90 - 2 1 180 7 - 1 0 107 9 - 1 1 30 13 - 151.0 221.8 147.0 129.1 145.9 9.35 14.04 9.06 7.95 8.97 Modal Dil

0.0390 597 568 7066 2686 - - 1533 1464 14519 1615 - 596 568 8309 2136 - 439 418 5910 2450 - 383 363 4564 3612 - 144.0 202.7 138.5 123.9 142.6 9.65 14.15 9.43 8.27 9.28 Modal PRE cat

62 57 507 22 - - 465 426 3133 98 - 1 1 194 7 - 0 0 120 9 - 0 1 39 12 - 155.5 220.1 153.4 134.4 150.8 9.62 13.92 9.45 8.28 9.28 Modal TP

90.4% 90.7% 92.6% 99.2% - - 72.0% 73.1% 77.1% 94.4% - 99.8% 99.9% 97.9% 99.7% - 100.0% 100.0% 98.2% 99.6% - 99.9% 99.9% 99.4% 99.6% - TWC eff

89.6% 90.0% 92.8% 99.2% - - 69.7% 70.9% 78.4% 93.9% - 99.8% 99.8% 97.7% 99.7% - 100.0% 99.9% 98.0% 99.6% - 99.9% 99.8% 99.1% 99.7% - TWC eff

45.1 60 55 583 21 0.59 6.30E+11 448 409 3669 81 4.52E+12 1 1 195 10 3.79E+10 1 1 157 7 1.56E+10 1 1 20 17 4.28E+10 149.6 219.6 146.5 128.6 143.2 9.26 13.95 9.03 7.93 8.81 Bags

-0.87 63 58 583 20 - - 465 425 3661 77 - 3 2 196 10 - 2 1 158 7 - 1 1 20 17 - 150.4 220.4 146.9 128.9 144.9 9.32 13.99 9.05 7.94 8.91 Modal Dil

0.0390 589 561 7101 2670 - - 1509 1433 15411 1676 - 578 551 8127 2137 - 456 436 5887 2468 - 366 347 4445 3526 - 144.4 206.1 139.1 124.2 141.8 9.68 14.44 9.45 8.29 9.22 Modal PRE cat

67 61 579 22 - - 501 456 3535 86 - 1 1 217 10 - 0 0 174 7 - 1 1 28 18 - 155.8 223.8 153.7 134.7 149.8 9.65 14.20 9.47 8.30 9.22 Modal TP

89.7% 90.2% 91.8% 99.2% - - 70.3% 71.4% 76.2% 95.2% - 99.7% 99.8% 97.6% 99.5% - 99.9% 99.9% 97.3% 99.7% - 99.7% 99.7% 99.6% 99.5% - TWC eff

88.6% 89.1% 91.9% 99.2% - - 66.8% 68.2% 77.1% 94.9% - 99.8% 99.8% 97.3% 99.5% - 99.9% 99.9% 97.0% 99.7% - 99.8% 99.8% 99.4% 99.5% - TWC eff

56 52 550 25 0.56 5.61E+11 419 384 3410 87 3.93E+12 1 1 241 6 4.16E+10 0 0 130 12 1.88E+10 1 1 19 23 6.75E+10 150.1 221.1 147.2 128.9 143.6 9.29 14.00 9.08 7.94 8.83 Bags

59 53 549 24 - - 431 395 3402 86 - 2 1 242 6 - 1 1 132 12 - 1 1 20 23 - 151.0 221.8 147.5 129.2 145.4 9.35 14.05 9.10 7.96 8.94 Modal Dil

598 569 7358 2569 - - 1480 1407 15673 1537 - 606 577 9095 1957 - 457 436 5967 2341 - 386 367 4448 3505 - 142.3 204.7 136.8 121.3 140.4 9.57 14.38 9.40 8.12 9.13 Modal PRE cat

67 61 564 29 - - 497 455 3456 97 - 1 1 251 7 - 0 0 141 11 - 1 1 28 31 - 155.3 223.9 152.9 133.8 149.7 9.62 14.19 9.43 8.24 9.21 Modal TP

3.9 3.6 26.0 5.4 0.03 6.14E+10 29.0 26.3 185.5 4.4 5.18E+11 0.3 0.2 77.3 3.0 2.96E+09 0.2 0.2 21.1 5.3 2.98E+09 0.3 0.2 8.5 11.6 1.82E+10 0.42 1.13 0.79 0.25 0.35 0.02 0.05 0.06 0.01 0.02 Bags

4.0 3.7 25.7 5.5 - - 28.7 26.1 186.4 6.0 - 0.4 0.3 77.2 3.0 - 0.2 0.2 20.9 5.3 - 0.3 0.3 8.6 11.5 - 0.45 1.09 0.79 0.30 0.40 0.03 0.04 0.06 0.02 0.03 Modal Dil

8.2 7.7 388.3 155.1 - - 58.5 60.8 1065.3 155.3 - 27.8 26.1 1242.0 253.4 - 14.3 14.4 97.7 166.0 - 18.1 18.3 93.0 96.2 - 2.64 1.44 2.84 3.81 2.66 0.12 0.16 0.05 0.22 0.17 Modal PRE cat

3.4 3.3 42.6 9.7 - - 25.3 24.4 238.0 9.2 - 0.2 0.1 65.4 3.4 - 0.1 0.0 23.7 4.3 - 0.1 0.1 8.9 22.8 - 0.52 3.13 0.97 1.13 1.02 0.03 0.22 0.05 0.07 0.06 Modal TP

2.3 2.1 15.0 3.1 0.02 3.55E+10 16.7 15.2 107.1 2.5 2.99E+11 0.2 0.1 44.7 1.7 1.71E+09 0.1 0.1 12.2 3.1 1.72E+09 0.1 0.1 4.9 6.7 1.05E+10 0.24 0.65 0.46 0.14 0.20 0.01 0.03 0.03 0.01 0.01 Bags

2.3 2.1 14.8 3.2 - - 16.6 15.0 107.6 3.5 - 0.2 0.2 44.6 1.7 - 0.1 0.1 12.1 3.1 - 0.2 0.2 5.0 6.6 - 0.26 0.63 0.46 0.17 0.23 0.01 0.03 0.03 0.01 0.01 Modal Dil

4.7 4.5 224.2 89.6 - - 33.8 35.1 615.0 89.7 - 16.1 15.1 717.0 146.3 - 8.3 8.3 56.4 95.9 - 10.5 10.6 53.7 55.6 - 1.52 0.83 1.64 2.20 1.53 0.07 0.09 0.03 0.13 0.10 Modal PRE cat

2.0 1.9 24.6 5.6 - - 14.6 14.1 137.4 5.3 - 0.1 0.1 37.8 2.0 - 0.0 0.0 13.7 2.5 - 0.1 0.0 5.2 13.2 - 0.30 1.81 0.56 0.65 0.59 0.02 0.13 0.03 0.04 0.04 Modal TP

90.6% 90.9% 92.5% 99.0% - - 71.7% 72.7% 78.1% 94.3% - 99.8% 99.9% 97.4% 99.7% - 99.9% 99.9% 97.8% 99.5% - 99.8% 99.8% 99.6% 99.3% -

91.6% 91.9% 93.1% 99.2% - - 72.9% 73.7% 81.0% 95.2% - 99.9% 99.9% 97.9% 99.8% - 100.0% 100.0% 98.2% 99.7% - 99.9% 99.9% 99.8% 99.6% -

89.7% 90.2% 91.8% 98.6% - - 70.3% 71.4% 76.2% 93.2% - 99.7% 99.8% 96.8% 99.5% - 99.9% 99.9% 97.3% 99.1% - 99.7% 99.7% 99.4% 98.8% -

88.9% 89.3% 92.3% 98.9% - - 66.3% 67.5% 77.9% 93.6% - 99.8% 99.8% 97.3% 99.7% - 99.9% 99.9% 97.6% 99.5% - 99.8% 99.8% 99.4% 99.1% -

89.6% 90.0% 92.8% 99.2% - - 69.7% 70.9% 78.4% 94.9% - 99.9% 99.9% 97.7% 99.9% - 100.0% 99.9% 98.0% 99.7% - 99.9% 99.8% 99.6% 99.7% -

88.4% 88.8% 91.9% 98.2% - - 62.4% 63.3% 77.1% 91.8% - 99.8% 99.8% 96.8% 99.5% - 99.9% 99.9% 97.0% 99.2% - 99.8% 99.8% 99.1% 98.1% -

TWC effectiveness (pre-post)

Min. TWC effectiveness (pre-bag)

Mean TWC effectiveness (pre-post)

Min. TWC effectiveness (pre-post)

Mean values

TWC effectiveness (pre-post)

TWC effectiveness (pre-bag)

TWC effectiveness (pre-post)

L1-0556

4 627 2018-12-06 L1-0558

Mean TWC effectiveness (pre-bag)

Max. TWC effectiveness (pre-bag)

Max. TWC effectiveness (pre-post)

Fiat Tipo 1.4 LPG
Tyres: Continental ContiEcoContact 5 225/45 R17 V XL

Emission HIGH Emission Ex-HIGH

Note 1

Emission LOW Emission MIDDLE

[mg/km] [mg/km]

BOSMAL Automotive Research and Development Institute Ltd

Exhaust Emissions Testing Laboratory

TWC effectiveness (pre-bag)

WLTP test (Reg 2017/1151) - WLTC driving cycle

[l/100 km] (2)

CO2 emission Fuel consumption

Mileage [km] Date
Chassis dyno 

F0/F1/F2
Test No.

[mg/km] [mg/km] [mg/km]

1509 Emission WLTC

[g/km]

4 650 2018-12-07 L1-0563

4 603 2018-12-05

Standard deviation

Type A uncertainty

TWC effectiveness (pre-bag)
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Table 10  Emissions and fuel consumption results from the Fiat Tipo 1.4 vehicle over the  WLTC cycle for TWC Low S at 100 cycles 
 

 
 
 
  

  

VIN: ZFA35600006K20252 Vehicle model: Emission standard: Euro 6

Inertia [kg]:

THC NMHC CO NOx PM PN THC NMHC CO NOx PN THC NMHC CO NOx PN THC NMHC CO NOx PN THC NMHC CO NOx PN WLTC LOW MIDDLE HIGH Ex-HIGH WLTC LOW MIDDLE HIGH Ex-HIGH

Ageing stage: 100 cycles BAG - MODAL DIL - PRE - POST

45.1 66 61 682 18 0.58 6.26E+11 487 451 3598 108 4.44E+12 1 1 209 6 5.84E+10 1 1 440 5 1.66E+10 1 1 68 3 4.87E+10 152.4 223.0 148.8 130.2 147.1 9.45 14.16 9.17 8.05 9.05 Bags

-0.87 70 64 679 18 - - 511 474 3563 107 - 3 2 210 6 - 2 1 441 5 - 1 1 69 3 - 153.2 223.6 149.2 130.5 148.7 9.50 14.19 9.20 8.07 9.15 Modal Dil

0.0390 669 640 8232 2351 - - 1541 1467 16475 1409 - 743 714 10027 1668 - 539 517 7404 2022 - 411 392 4804 3387 - 140.3 207.3 131.9 117.0 140.3 9.55 14.63 9.22 8.01 9.17 Modal PRE cat

87 81 772 20 - - 650 603 4150 123 - 2 1 241 5 - 1 1 458 4 - 1 1 79 2 - 156.3 228.4 152.1 133.1 151.7 9.70 14.57 9.38 8.23 9.34 Modal TP

90.2% 90.5% 91.7% 99.2% - - 68.4% 69.3% 78.2% 92.3% - 99.8% 99.9% 97.9% 99.6% - 99.8% 99.8% 94.1% 99.8% - 99.8% 99.7% 98.6% 99.9% - TWC eff

86.9% 87.3% 90.6% 99.2% - - 57.9% 58.9% 74.8% 91.3% - 99.8% 99.8% 97.6% 99.7% - 99.9% 99.9% 93.8% 99.8% - 99.8% 99.8% 98.4% 99.9% - TWC eff

45.1 70 64 746 21 0.63 6.47E+11 514 469 4454 97 4.44E+12 2 1 372 25 4.91E+10 1 1 157 5 1.62E+10 1 1 66 4 1.00E+11 150.8 219.2 148.8 129.8 144.2 9.36 14.01 9.19 8.00 8.87 Bags

-0.87 73 67 745 20 - - 536 490 4434 92 - 3 2 373 23 - 1 1 159 5 - 1 1 68 4 - 151.5 219.5 149.0 130.2 145.6 9.40 14.02 9.20 8.03 8.96 Modal Dil

0.0390 663 631 8707 2336 - - 1558 1466 19540 1224 - 716 684 10879 1657 - 519 497 6908 2134 - 418 399 4897 3326 - 138.4 200.8 132.1 117.9 136.2 9.48 14.52 9.31 8.02 8.93 Modal PRE cat

96 88 827 22 - - 711 654 5060 105 - 1 1 340 26 - 0 1 165 6 - 1 1 76 4 - 154.6 224.3 151.9 132.8 148.6 9.61 14.41 9.38 8.19 9.14 Modal TP

89.5% 89.9% 91.4% 99.1% - - 67.0% 68.0% 77.2% 92.1% - 99.8% 99.8% 96.6% 98.5% - 99.9% 99.9% 97.7% 99.8% - 99.8% 99.8% 98.6% 99.9% - TWC eff

85.5% 86.0% 90.5% 99.0% - - 54.3% 55.4% 74.1% 91.4% - 99.8% 99.8% 96.9% 98.4% - 99.9% 99.9% 97.6% 99.7% - 99.9% 99.8% 98.5% 99.9% - TWC eff

45.1 57 53 550 21 0.78 5.31E+11 424 390 3480 114 3.82E+12 1 1 91 14 4.66E+10 1 1 86 5 8.07E+09 1 1 118 3 3.38E+10 148.6 214.1 144.7 127.5 144.7 9.20 13.58 8.91 7.85 8.91 Bags

-0.87 61 55 548 20 - - 444 408 3458 110 - 3 2 92 14 - 2 1 87 5 - 2 1 119 3 - 149.4 214.6 145.0 127.9 146.3 9.25 13.62 8.93 7.87 9.01 Modal Dil

0.0390 658 629 7679 2343 - - 1521 1445 16764 1317 - 730 703 8900 1657 - 533 513 6111 2125 - 401 382 4926 3313 - 137.4 197.8 129.1 116.3 137.9 9.32 14.07 8.93 7.84 9.03 Modal PRE cat

76 71 601 22 - - 570 526 3847 128 - 1 1 95 14 - 0 0 84 4 - 1 1 123 2 - 152.4 219.1 147.8 130.4 149.2 9.45 13.95 9.10 8.03 9.19 Modal TP

91.3% 91.6% 92.8% 99.1% - - 72.1% 73.0% 79.2% 91.4% - 99.8% 99.9% 99.0% 99.1% - 99.9% 99.9% 98.6% 99.8% - 99.8% 99.8% 97.6% 99.9% - TWC eff

88.4% 88.8% 92.2% 99.1% - - 62.5% 63.6% 77.0% 90.3% - 99.8% 99.9% 98.9% 99.1% - 99.9% 99.9% 98.6% 99.8% - 99.8% 99.8% 97.5% 99.9% - TWC eff

64 59 659 20 0.66 6.02E+11 475 437 3844 106 4.23E+12 2 1 224 15 5.14E+10 1 1 228 5 1.36E+10 1 1 84 4 6.10E+10 150.6 218.8 147.4 129.2 145.3 9.34 13.91 9.09 7.97 8.94 Bags

68 62 657 19 - - 497 457 3819 103 - 3 2 225 15 - 2 1 229 5 - 1 1 85 4 - 151.4 219.2 147.8 129.5 146.9 9.39 13.94 9.11 7.99 9.04 Modal Dil

663 633 8206 2343 - - 1540 1459 17593 1316 - 730 700 9935 1661 - 530 509 6808 2094 - 410 391 4876 3342 - 138.7 202.0 131.0 117.1 138.1 9.45 14.41 9.15 7.96 9.04 Modal PRE cat

87 80 733 21 - - 644 594 4352 119 - 1 1 225 15 - 0 1 235 5 - 1 1 92 3 - 154.4 223.9 150.6 132.1 149.8 9.59 14.31 9.29 8.15 9.22 Modal TP

5.3 4.7 81.8 1.3 0.09 5.04E+10 37.6 33.7 434.2 7.1 2.94E+11 0.1 0.2 115.1 7.5 5.08E+09 0.1 0.1 152.6 0.2 3.94E+09 0.1 0.1 23.7 0.7 2.86E+10 1.54 3.68 1.94 1.19 1.26 0.10 0.24 0.13 0.09 0.08 Bags

5.3 4.9 81.8 0.9 - - 38.9 35.5 437.5 7.9 - 0.1 0.1 115.1 6.9 - 0.2 0.1 153.0 0.2 - 0.1 0.0 23.8 0.6 - 1.54 3.69 1.94 1.20 1.33 0.10 0.24 0.13 0.08 0.08 Modal Dil

4.7 4.7 420.4 6.0 - - 14.9 10.4 1381.5 75.5 - 11.3 12.4 810.7 4.9 - 8.3 8.6 532.6 51.0 - 7.0 7.0 52.2 32.3 - 1.21 3.94 1.38 0.68 1.67 0.10 0.24 0.16 0.08 0.10 Modal PRE cat

8.0 7.3 96.2 1.3 - - 57.7 52.3 515.3 9.7 - 0.1 0.1 100.7 8.5 - 0.1 0.1 160.4 0.5 - 0.1 0.1 21.7 0.7 - 1.58 3.78 1.99 1.22 1.35 0.11 0.26 0.13 0.09 0.08 Modal TP

3.0 2.7 47.2 0.7 0.05 2.91E+10 21.7 19.5 250.7 4.1 1.70E+11 0.1 0.1 66.5 4.3 2.93E+09 0.1 0.1 88.1 0.1 2.27E+09 0.0 0.0 13.7 0.4 1.65E+10 0.89 2.13 1.12 0.69 0.73 0.06 0.14 0.07 0.05 0.04 Bags

3.1 2.9 47.3 0.5 - - 22.5 20.5 252.6 4.6 - 0.1 0.1 66.5 4.0 - 0.1 0.0 88.3 0.1 - 0.1 0.0 13.7 0.4 - 0.89 2.13 1.12 0.69 0.77 0.06 0.14 0.07 0.05 0.05 Modal Dil

2.7 2.7 242.7 3.5 - - 8.6 6.0 797.6 43.6 - 6.6 7.2 468.0 2.8 - 4.8 5.0 307.5 29.4 - 4.1 4.0 30.1 18.6 - 0.70 2.27 0.80 0.39 0.96 0.06 0.14 0.09 0.05 0.06 Modal PRE cat

4.6 4.2 55.5 0.7 - - 33.3 30.2 297.5 5.6 - 0.0 0.1 58.1 4.9 - 0.0 0.0 92.6 0.3 - 0.1 0.0 12.5 0.4 - 0.91 2.18 1.15 0.70 0.78 0.06 0.15 0.08 0.05 0.05 Modal TP

90.3% 90.7% 92.0% 99.1% - - 69.2% 70.1% 78.2% 91.9% - 99.8% 99.8% 97.8% 99.1% - 99.9% 99.9% 96.8% 99.8% - 99.8% 99.8% 98.3% 99.9% -

91.3% 91.6% 92.8% 99.2% - - 72.1% 73.0% 79.2% 92.3% - 99.8% 99.9% 99.0% 99.6% - 99.9% 99.9% 98.6% 99.8% - 99.8% 99.8% 98.6% 99.9% -

89.5% 89.9% 91.4% 99.1% - - 67.0% 68.0% 77.2% 91.4% - 99.8% 99.8% 96.6% 98.5% - 99.8% 99.8% 94.1% 99.8% - 99.8% 99.7% 97.6% 99.9% -

86.9% 87.4% 91.1% 99.1% - - 58.2% 59.3% 75.3% 91.0% - 99.8% 99.8% 97.8% 99.1% - 99.9% 99.9% 96.7% 99.8% - 99.8% 99.8% 98.1% 99.9% -

88.4% 88.8% 92.2% 99.2% - - 62.5% 63.6% 77.0% 91.4% - 99.8% 99.9% 98.9% 99.7% - 99.9% 99.9% 98.6% 99.8% - 99.9% 99.8% 98.5% 99.9% -

85.5% 86.0% 90.5% 99.0% - - 54.3% 55.4% 74.1% 90.3% - 99.8% 99.8% 96.9% 98.4% - 99.9% 99.9% 93.8% 99.7% - 99.8% 99.8% 97.5% 99.9% -

Max. TWC effectiveness (pre-bag)

Mean TWC effectiveness (pre-post)

TWC effectiveness (pre-post)

2019-01-04

4 697 2019-01-03 L1-0001

4 721 2019-01-03 L1-0002

Fiat Tipo 1.4 LPG
Tyres: Continental ContiEcoContact 5 225/45 R17 V XL

Emission HIGH Emission Ex-HIGH

Note 1

Emission LOW Emission MIDDLE

[mg/km] [mg/km]

BOSMAL Automotive Research and Development Institute Ltd

Exhaust Emissions Testing Laboratory

WLTP test (Reg 2017/1151) - WLTC driving cycle

[l/100 km] (2)

CO2 emission Fuel consumption

Mileage [km] Date
Chassis dyno 

F0/F1/F2
Test No.

[mg/km] [mg/km] [mg/km]

1509 Emission WLTC

[g/km]

TWC effectiveness (pre-bag)

Mean TWC effectiveness (pre-bag)

TWC effectiveness (pre-bag)

TWC effectiveness (pre-post)

Min. TWC effectiveness (pre-post)

Min. TWC effectiveness (pre-bag)

Max. TWC effectiveness (pre-post)

Standard deviation

Type A uncertainty

Mean values

4 744 L1-0004

TWC effectiveness (pre-post)

TWC effectiveness (pre-bag)
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Table 11  Emissions and fuel consumption results from the Fiat Tipo 1.4 vehicle over the WLTC  cycle for TWC Low S at 175 cycles 
 

 
 
 
  

  

VIN: ZFA35600006K20252 Vehicle model: Emission standard: Euro 6

Inertia [kg]:

THC NMHC CO NOx PM PN THC NMHC CO NOx PN THC NMHC CO NOx PN THC NMHC CO NOx PN THC NMHC CO NOx PN WLTC LOW MIDDLE HIGH Ex-HIGH WLTC LOW MIDDLE HIGH Ex-HIGH

Ageing stage: 175 cycles BAG - MODAL DIL - PRE - POST

45.1 64 59 527 23 0.64 5.04E+11 472 439 3365 116 3.57E+12 1 1 141 11 3.09E+10 1 0 105 11 1.16E+10 1 1 46 5 4.99E+10 147.8 212.7 143.4 127.9 143.2 9.15 13.50 8.84 7.88 8.81 Bags

-0.87 68 63 527 23 - - 497 462 3360 116 - 3 2 142 11 - 1 1 107 10 - 2 1 47 5 - 148.6 213.8 143.6 128.3 144.6 9.20 13.57 8.84 7.90 8.90 Modal Dil

0.0390 666 637 7831 2341 - - 1609 1534 17344 1308 - 738 710 9427 1614 - 513 493 6396 2108 - 401 383 4574 3353 - 136.5 196.4 126.3 117.0 136.8 9.27 14.05 8.81 7.91 8.93 Modal PRE cat

87 81 593 26 - - 644 600 3795 135 - 2 1 140 8 - 1 1 123 14 - 1 1 56 4 - 151.6 218.4 146.3 130.9 147.6 9.40 13.92 9.01 8.06 9.08 Modal TP

90.4% 90.7% 93.3% 99.0% - - 70.7% 71.4% 80.6% 91.1% - 99.8% 99.9% 98.5% 99.3% - 99.9% 99.9% 98.4% 99.5% - 99.7% 99.7% 99.0% 99.8% - TWC eff

87.0% 87.3% 92.4% 98.9% - - 60.0% 60.9% 78.1% 89.7% - 99.8% 99.8% 98.5% 99.5% - 99.8% 99.8% 98.1% 99.3% - 99.7% 99.7% 98.8% 99.9% - TWC eff

45.1 67 62 610 22 0.75 6.56E+11 498 459 3938 120 4.64E+12 2 1 166 13 6.43E+10 1 0 53 7 1.45E+10 1 1 102 4 5.87E+10 147.9 214.5 143.6 126.6 143.9 9.17 13.67 8.85 7.79 8.86 Bags

-0.87 71 65 608 22 - - 520 480 3916 120 - 3 2 169 13 - 1 1 54 7 - 1 1 101 4 - 148.6 215.1 144.0 127.1 145.1 9.21 13.70 8.87 7.82 8.93 Modal Dil

0.0390 609 581 7231 2601 - - 1431 1365 14399 1555 - 667 639 8431 2040 - 485 464 5991 2404 - 374 355 4928 3488 - 140.4 193.4 132.3 121.1 142.1 9.45 13.55 9.08 8.11 9.29 Modal PRE cat

73 68 589 24 - - 546 503 3703 131 - 2 1 178 14 - 1 1 65 8 - 1 1 113 4 - 152.1 209.2 148.0 132.0 150.6 9.43 13.33 9.12 8.12 9.27 Modal TP

89.0% 89.4% 91.6% 99.1% - - 65.2% 66.4% 72.7% 92.3% - 99.7% 99.8% 98.0% 99.3% - 99.9% 99.9% 99.1% 99.7% - 99.7% 99.8% 97.9% 99.9% - TWC eff

87.9% 88.4% 91.9% 99.1% - - 61.9% 63.2% 74.3% 91.6% - 99.7% 99.8% 97.9% 99.3% - 99.9% 99.9% 98.9% 99.7% - 99.7% 99.7% 97.7% 99.9% - TWC eff

45.1 67 61 807 23 0.83 5.97E+11 495 456 4808 121 4.23E+12 2 1 152 13 3.69E+10 1 1 334 7 1.43E+10 1 1 96 6 6.34E+10 146.5 212.5 142.1 125.4 142.6 9.10 13.62 8.76 7.74 8.78 Bags

-0.87 71 65 804 23 - - 519 478 4780 122 - 3 2 152 13 - 1 1 335 7 - 2 1 97 6 - 147.3 213.0 142.4 125.9 144.1 9.15 13.66 8.77 7.78 8.87 Modal Dil

0.0390 631 603 7720 2556 - - 1517 1447 15587 1498 - 697 668 8801 2009 - 500 479 7010 2240 - 375 357 4761 3545 - 139.1 195.5 130.6 117.4 141.9 9.42 13.81 9.01 7.99 9.25 Modal PRE cat

73 67 789 25 - - 541 496 4582 131 - 2 1 164 14 - 1 1 352 7 - 1 1 110 7 - 151.4 212.3 147.0 129.4 150.3 9.40 13.60 9.06 7.99 9.25 Modal TP

89.4% 89.8% 89.6% 99.1% - - 67.3% 68.5% 69.2% 91.9% - 99.7% 99.8% 98.3% 99.3% - 99.9% 99.9% 95.2% 99.7% - 99.7% 99.7% 98.0% 99.8% - TWC eff

88.4% 88.9% 89.8% 99.0% - - 64.3% 65.7% 70.6% 91.2% - 99.7% 99.8% 98.1% 99.3% - 99.9% 99.9% 95.0% 99.7% - 99.7% 99.7% 97.7% 99.8% - TWC eff

66 61 648 23 0.74 5.85E+11 489 451 4037 119 4.15E+12 2 1 153 12 4.41E+10 1 1 164 8 1.35E+10 1 1 81 5 5.74E+10 147.4 213.2 143.1 126.6 143.2 9.14 13.60 8.81 7.80 8.82 Bags

70 64 646 23 - - 512 473 4019 119 - 3 2 154 12 - 1 1 165 8 - 2 1 82 5 - 148.2 214.0 143.3 127.1 144.6 9.19 13.64 8.83 7.83 8.90 Modal Dil

635 607 7594 2499 - - 1519 1449 15776 1454 - 701 672 8886 1888 - 500 479 6466 2251 - 384 365 4754 3462 - 138.7 195.1 129.7 118.5 140.2 9.38 13.80 8.97 8.00 9.16 Modal PRE cat

78 72 657 25 - - 577 533 4027 132 - 2 1 161 12 - 1 1 180 10 - 1 1 93 5 - 151.7 213.3 147.1 130.7 149.5 9.41 13.61 9.06 8.06 9.20 Modal TP

1.5 1.1 117.4 0.3 0.08 6.26E+10 11.7 8.8 593.0 2.0 4.43E+11 0.4 0.2 10.6 1.1 1.45E+10 0.0 0.1 121.8 1.6 1.34E+09 0.1 0.1 25.0 0.8 5.60E+09 0.65 0.92 0.66 1.03 0.53 0.03 0.07 0.04 0.06 0.03 Bags

1.3 1.0 116.2 0.3 - - 10.9 8.1 584.5 2.5 - 0.2 0.1 11.0 1.2 - 0.0 0.1 121.9 1.6 - 0.1 0.1 24.6 0.8 - 0.62 0.83 0.68 0.98 0.42 0.03 0.06 0.04 0.05 0.03 Modal Dil

23.6 23.2 260.9 113.6 - - 72.8 68.9 1209.7 105.8 - 29.2 29.5 410.9 193.8 - 11.7 11.7 419.0 121.0 - 12.7 12.8 144.7 80.5 - 1.65 1.27 2.55 1.84 2.47 0.08 0.21 0.11 0.09 0.16 Modal PRE cat

6.5 6.5 93.7 0.6 - - 47.3 47.4 394.6 2.1 - 0.2 0.1 15.6 2.6 - 0.1 0.1 123.7 3.2 - 0.1 0.1 26.2 1.1 - 0.30 3.82 0.67 1.03 1.35 0.01 0.24 0.04 0.05 0.09 Modal TP

0.9 0.6 67.8 0.2 0.05 3.62E+10 6.8 5.1 342.4 1.2 2.56E+11 0.2 0.1 6.1 0.7 8.39E+09 0.0 0.0 70.3 0.9 7.72E+08 0.1 0.1 14.4 0.5 3.23E+09 0.37 0.53 0.38 0.60 0.31 0.02 0.04 0.02 0.03 0.02 Bags

0.8 0.6 67.1 0.2 - - 6.3 4.7 337.5 1.4 - 0.1 0.1 6.3 0.7 - 0.0 0.0 70.4 0.9 - 0.1 0.1 14.2 0.5 - 0.36 0.48 0.39 0.57 0.24 0.02 0.03 0.02 0.03 0.01 Modal Dil

13.6 13.4 150.6 65.6 - - 42.0 39.8 698.4 61.1 - 16.9 17.0 237.3 111.9 - 6.7 6.7 241.9 69.9 - 7.3 7.4 83.5 46.5 - 0.96 0.74 1.47 1.06 1.43 0.04 0.12 0.06 0.05 0.09 Modal PRE cat

3.7 3.7 54.1 0.3 - - 27.3 27.4 227.8 1.2 - 0.1 0.0 9.0 1.5 - 0.1 0.0 71.4 1.8 - 0.1 0.0 15.1 0.7 - 0.17 2.20 0.39 0.60 0.78 0.01 0.14 0.02 0.03 0.05 Modal TP

89.6% 90.0% 91.5% 99.1% - - 67.7% 68.8% 74.1% 91.8% - 99.7% 99.8% 98.3% 99.3% - 99.9% 99.9% 97.6% 99.6% - 99.7% 99.7% 98.3% 99.9% -

90.4% 90.7% 93.3% 99.1% - - 70.7% 71.4% 80.6% 92.3% - 99.8% 99.9% 98.5% 99.3% - 99.9% 99.9% 99.1% 99.7% - 99.7% 99.8% 99.0% 99.9% -

89.0% 89.4% 89.6% 99.0% - - 65.2% 66.4% 69.2% 91.1% - 99.7% 99.8% 98.0% 99.3% - 99.9% 99.9% 95.2% 99.5% - 99.7% 99.7% 97.9% 99.8% -

87.8% 88.2% 91.4% 99.0% - - 62.1% 63.3% 74.3% 90.8% - 99.7% 99.8% 98.2% 99.4% - 99.9% 99.9% 97.3% 99.6% - 99.7% 99.7% 98.1% 99.9% -

88.4% 88.9% 92.4% 99.1% - - 64.3% 65.7% 78.1% 91.6% - 99.8% 99.8% 98.5% 99.5% - 99.9% 99.9% 98.9% 99.7% - 99.7% 99.7% 98.8% 99.9% -

87.0% 87.3% 89.8% 98.9% - - 60.0% 60.9% 70.6% 89.7% - 99.7% 99.8% 97.9% 99.3% - 99.8% 99.8% 95.0% 99.3% - 99.7% 99.7% 97.7% 99.8% -

TWC effectiveness (pre-bag)

TWC effectiveness (pre-post)

Mean TWC effectiveness (pre-bag)

Max. TWC effectiveness (pre-bag)

Min. TWC effectiveness (pre-bag)

Mean TWC effectiveness (pre-post)

Max. TWC effectiveness (pre-post)

Min. TWC effectiveness (pre-post)

TWC effectiveness (pre-bag)

TWC effectiveness (pre-post)

TWC effectiveness (pre-post)

4 814 2019-01-22 L1-0019

4 837

Fiat Tipo 1.4 LPG
Tyres: Continental ContiEcoContact 5 225/45 R17 V XL

Emission HIGH Emission Ex-HIGH

Note 1

Emission LOW Emission MIDDLE

[mg/km] [mg/km]

BOSMAL Automotive Research and Development Institute Ltd

Exhaust Emissions Testing Laboratory

WLTP test (Reg 2017/1151) - WLTC driving cycle

[l/100 km] (2)

CO2 emission Fuel consumption

Mileage [km] Date
Chassis dyno 

F0/F1/F2
Test No.

[mg/km] [mg/km] [mg/km]

1509 Emission WLTC

[g/km]

TWC effectiveness (pre-bag)

Standard deviation

Type A uncertainty

2019-01-23 L1-0022

4 837 2019-01-24 L1-0027

Mean values
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Table 12  Emissions and fuel consumption results from the Fiat Tipo 1.4 vehicle over the WLTC  cycle for TWC Low S at 250 cycles 
 

 
  

  

VIN: ZFA35600006K20252 Vehicle model: Emission standard: Euro 6

Inertia [kg]:

THC NMHC CO NOx PM PN THC NMHC CO NOx PN THC NMHC CO NOx PN THC NMHC CO NOx PN THC NMHC CO NOx PN WLTC LOW MIDDLE HIGH Ex-HIGH WLTC LOW MIDDLE HIGH Ex-HIGH

Ageing stage: 250 cycles BAG - MODAL DIL - PRE - POST

45.1 55 50 618 23 0.75 5.05E+11 402 365 3861 131 3.57E+12 2 1 203 10 3.77E+10 1 1 175 6 2.24E+10 2 2 24 6 4.64E+10 149.4 218.1 146.0 128.0 144.3 9.26 13.86 9.00 7.89 8.88 Bags

-0.87 58 52 618 23 - - 421 383 3855 128 - 4 2 205 10 - 2 1 177 6 - 3 2 25 6 - 150.3 218.7 146.7 128.5 145.7 9.32 13.90 9.04 7.92 8.96 Modal Dil

0.0390 586 558 7499 2344 - - 1337 1264 15859 1313 - 651 624 9409 1671 - 469 449 6204 2063 - 367 350 4387 3363 - 139.0 202.9 131.8 116.9 138.3 9.38 14.26 9.14 7.88 9.00 Modal PRE cat

70 64 687 25 - - 519 471 4348 152 - 2 1 218 7 - 1 1 178 5 - 2 2 27 4 - 153.3 223.3 149.6 131.1 148.6 9.51 14.25 9.22 8.08 9.14 Modal TP

90.6% 91.1% 91.8% 99.0% - - 69.9% 71.1% 75.7% 90.0% - 99.7% 99.8% 97.8% 99.4% - 99.8% 99.8% 97.2% 99.7% - 99.4% 99.5% 99.5% 99.8% - TWC eff

88.0% 88.6% 90.8% 98.9% - - 61.2% 62.7% 72.6% 88.4% - 99.7% 99.8% 97.7% 99.6% - 99.9% 99.8% 97.1% 99.8% - 99.4% 99.5% 99.4% 99.9% - TWC eff

45.1 66 60 679 21 0.54 5.13E+11 479 438 4594 98 3.64E+12 3 2 199 9 2.50E+10 2 2 61 10 8.17E+09 3 2 24 9 6.08E+10 146.5 214.4 142.8 125.1 141.6 9.08 13.72 8.80 7.70 8.71 Bags

-0.87 68 61 680 20 - - 496 453 4593 93 - 3 1 201 9 - 1 1 63 9 - 2 2 24 8 - 147.3 215.3 143.0 125.7 142.9 9.13 13.77 8.82 7.74 8.79 Modal Dil

0.0390 604 575 7530 2286 - - 1483 1401 18221 1190 - 659 631 9143 1624 - 460 441 5643 2075 - 368 351 4229 3261 - 135.4 198.1 127.5 114.0 135.0 9.17 14.22 8.85 7.64 8.78 Modal PRE cat

86 78 782 20 - - 635 582 5345 106 - 2 1 201 7 - 1 1 65 7 - 2 1 28 7 - 150.2 220.0 145.8 128.2 145.7 9.33 14.17 8.99 7.89 8.96 Modal TP

89.1% 89.6% 91.0% 99.1% - - 67.7% 68.7% 74.8% 91.8% - 99.5% 99.7% 97.8% 99.4% - 99.6% 99.6% 98.9% 99.5% - 99.3% 99.3% 99.4% 99.7% - TWC eff

85.8% 86.4% 89.6% 99.1% - - 57.2% 58.5% 70.7% 91.1% - 99.7% 99.8% 97.8% 99.6% - 99.8% 99.9% 98.8% 99.7% - 99.5% 99.6% 99.3% 99.8% - TWC eff

45.1 58 53 720 25 0.48 5.54E+11 429 390 4662 141 3.90E+12 2 1 260 6 5.58E+10 1 1 113 6 2.14E+10 2 1 43 10 5.68E+10 148.0 217.7 145.1 126.0 142.8 9.18 13.92 8.95 7.76 8.79 Bags

-0.87 61 55 721 23 - - 447 406 4667 127 - 3 2 261 6 - 1 1 114 6 - 2 1 44 9 - 136.7 202.7 130.8 114.2 134.9 9.26 14.39 9.11 7.70 8.80 Modal Dil

0.0390 594 565 7755 2283 - - 1417 1341 17166 1261 - 615 587 9788 1625 - 463 443 6128 2034 - 387 370 4486 3262 - 151.7 223.4 148.4 128.8 146.9 9.43 14.38 9.15 7.93 9.04 Modal PRE cat

76 69 835 26 - - 564 513 5540 150 - 2 1 273 5 - 1 1 98 4 - 1 1 44 10 - 148.8 218.7 145.7 126.3 144.1 9.23 13.98 8.98 7.78 8.87 Modal TP

90.2% 90.7% 90.7% 98.9% - - 69.7% 70.9% 72.8% 88.9% - 99.6% 99.8% 97.3% 99.6% - 99.8% 99.9% 98.2% 99.7% - 99.6% 99.6% 99.1% 99.7% - TWC eff

87.2% 87.8% 89.2% 98.9% - - 60.2% 61.7% 67.7% 88.1% - 99.7% 99.8% 97.2% 99.7% - 99.9% 99.9% 98.4% 99.8% - 99.6% 99.6% 99.0% 99.7% - TWC eff

60 54 672 23 0.59 5.24E+11 437 398 4372 123 3.70E+12 3 2 220 8 3.95E+10 1 1 116 7 1.73E+10 2 2 30 8 5.46E+10 148.0 216.7 144.7 126.4 142.9 9.18 13.83 8.92 7.78 8.79 Bags

62 56 673 22 - - 455 414 4372 116 - 3 2 223 8 - 2 1 118 7 - 2 2 31 8 - 144.7 212.2 140.2 122.8 141.2 9.24 14.02 8.99 7.79 8.85 Modal Dil

594 566 7594 2305 - - 1412 1335 17082 1255 - 642 614 9447 1640 - 464 444 5991 2057 - 374 357 4367 3295 - 142.0 208.2 135.9 119.9 140.1 9.32 14.29 9.05 7.82 8.94 Modal PRE cat

77 70 768 23 - - 573 522 5078 136 - 2 1 230 6 - 1 1 113 5 - 2 2 33 7 - 150.8 220.7 147.0 128.5 146.1 9.36 14.13 9.06 7.92 8.99 Modal TP

4.6 4.4 42.0 1.7 0.11 2.11E+10 32.0 30.3 362.6 18.3 1.42E+11 0.5 0.4 27.8 1.6 1.26E+10 0.5 0.4 46.8 1.8 6.47E+09 0.4 0.4 8.8 1.6 6.07E+09 1.22 1.66 1.36 1.22 1.09 0.07 0.08 0.08 0.08 0.07 Bags

4.1 3.8 42.4 1.3 - - 30.9 29.1 366.3 16.2 - 0.1 0.2 27.4 1.5 - 0.1 0.2 46.8 1.7 - 0.3 0.2 8.9 1.4 - 5.86 6.90 6.79 6.21 4.55 0.08 0.26 0.12 0.10 0.08 Modal Dil

7.6 7.2 114.2 28.0 - - 59.5 56.2 965.9 50.2 - 19.1 19.2 264.5 21.9 - 3.8 3.5 248.5 17.3 - 9.3 9.3 105.9 47.8 - 7.02 10.97 9.02 6.40 5.04 0.11 0.07 0.14 0.13 0.11 Modal PRE cat

6.4 6.0 61.0 2.5 - - 48.0 45.6 521.9 21.2 - 0.1 0.1 30.6 1.1 - 0.1 0.1 47.3 1.1 - 0.3 0.2 7.8 2.2 - 1.90 1.95 1.81 1.95 1.88 0.12 0.11 0.11 0.12 0.11 Modal TP

2.7 2.5 24.3 1.0 0.07 1.22E+10 18.5 17.5 209.3 10.6 8.18E+10 0.3 0.2 16.0 0.9 7.28E+09 0.3 0.2 27.0 1.1 3.74E+09 0.2 0.2 5.1 0.9 3.51E+09 0.70 0.96 0.79 0.70 0.63 0.04 0.05 0.05 0.05 0.04 Bags

2.3 2.2 24.5 0.8 - - 17.8 16.8 211.5 9.3 - 0.1 0.1 15.8 0.9 - 0.1 0.1 27.0 1.0 - 0.2 0.1 5.1 0.8 - 3.38 3.99 3.92 3.58 2.63 0.04 0.15 0.07 0.06 0.05 Modal Dil

4.4 4.2 65.9 16.1 - - 34.3 32.4 557.7 29.0 - 11.0 11.1 152.7 12.6 - 2.2 2.0 143.5 10.0 - 5.4 5.4 61.2 27.6 - 4.06 6.33 5.21 3.70 2.91 0.07 0.04 0.08 0.07 0.07 Modal PRE cat

3.7 3.5 35.2 1.4 - - 27.7 26.3 301.3 12.2 - 0.1 0.1 17.7 0.7 - 0.1 0.0 27.3 0.6 - 0.1 0.1 4.5 1.3 - 1.10 1.13 1.04 1.13 1.08 0.07 0.06 0.06 0.07 0.07 Modal TP

90.0% 90.5% 91.2% 99.0% - - 69.1% 70.3% 74.4% 90.2% - 99.6% 99.7% 97.7% 99.5% - 99.7% 99.8% 98.1% 99.6% - 99.4% 99.5% 99.3% 99.8% -

90.6% 91.1% 91.8% 99.1% - - 69.9% 71.1% 75.7% 91.8% - 99.7% 99.8% 97.8% 99.6% - 99.8% 99.9% 98.9% 99.7% - 99.6% 99.6% 99.5% 99.8% -

89.1% 89.6% 90.7% 98.9% - - 67.7% 68.7% 72.8% 88.9% - 99.5% 99.7% 97.3% 99.4% - 99.6% 99.6% 97.2% 99.5% - 99.3% 99.3% 99.1% 99.7% -

87.0% 87.6% 89.9% 99.0% - - 59.5% 61.0% 70.3% 89.2% - 99.7% 99.8% 97.6% 99.6% - 99.9% 99.8% 98.1% 99.7% - 99.5% 99.6% 99.2% 99.8% -

88.0% 88.6% 90.8% 99.1% - - 61.2% 62.7% 72.6% 91.1% - 99.7% 99.8% 97.8% 99.7% - 99.9% 99.9% 98.8% 99.8% - 99.6% 99.6% 99.4% 99.9% -

85.8% 86.4% 89.2% 98.9% - - 57.2% 58.5% 67.7% 88.1% - 99.7% 99.8% 97.2% 99.6% - 99.8% 99.8% 97.1% 99.7% - 99.4% 99.5% 99.0% 99.7% -

TWC effectiveness (pre-bag)

TWC effectiveness (pre-post)

Max. TWC effectiveness (pre-bag)

Min. TWC effectiveness (pre-bag)

Mean TWC effectiveness (pre-post)

Max. TWC effectiveness (pre-post)

Min. TWC effectiveness (pre-post)

TWC effectiveness (pre-post)

TWC effectiveness (pre-bag)

TWC effectiveness (pre-post)

Mean TWC effectiveness (pre-bag)

Mean values

Type A uncertainty

Fiat Tipo 1.4 LPG
Tyres: Continental ContiEcoContact 5 225/45 R17 V XL

Emission HIGH Emission Ex-HIGH

Note 1

Emission LOW Emission MIDDLE

[mg/km] [mg/km]

BOSMAL Automotive Research and Development Institute Ltd

Exhaust Emissions Testing Laboratory

WLTP test (Reg 2017/1151) - WLTC driving cycle

[l/100 km] (2)

CO2 emission Fuel consumption

Mileage [km] Date
Chassis dyno 

F0/F1/F2
Test No.

[mg/km] [mg/km] [mg/km]

1509 Emission WLTC

[g/km]

TWC effectiveness (pre-bag)

5 326 2019-03-29 L1-0178

5 259 23.03.2019 L1-0164

Standard deviation

5 188 21.03.2019 L1-0160
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Table 13  Emissions and fuel consumption results from the Fiat Tipo 1.4 vehicle over the  constant speed cycle for TWC Low S 
 

 
 

VIN: ZFA35600006K20252 Vehicle model:

Inertia [kg]:

THC NMHC CO NOx PM PN THC NMHC CO NOx PM PN P1 P2 P1 P2

Ageing stage: 0 cycles BAG - MODAL DIL - PRE - POST

45.1 0 0 21 0 0.06 3.88E+08 0 0 27 0 0.14 3.63E+08 103.7 100.5 6.38 6.18 Bags

-0.87 0 0 21 0 - - 0 0 27 0 - - 103.9 100.6 6.39 6.19 Modal Dil

0.0390 304 289 3002 2240 - - 293 278 2963 2142 - - 100.3 97.1 6.52 6.31 Modal PRE cat

0 0 21 0 - - 0 0 27 0 - - 105.9 102.6 6.52 6.31 Modal TP

99.84% 99.88% 99.31% 99.99% - - 99.86% 99.91% 99.08% 100.00% - -

99.85% 99.89% 99.19% 99.99% - - - - - - - -

99.86% 99.91% 99.31% 100.00% - - - - - - - -

99.84% 99.88% 99.08% 99.99% - - - - - - - -

Ageing stage: 250 cycles BAG - MODAL DIL - PRE - POST

45.1 0 0 23 0 0.00 1.68E+08 0 0 21 0 0.02 2.51E+08 102.4 101.7 6.30 6.26 Bags

-0.87 1 0 23 0 - - 1 0 21 0 - - 98.7 98.2 6.31 6.27 Modal Dil

0.0390 272 259 3006 2167 - - 275 261 3001 2150 - - 104.6 103.9 6.41 6.38 Modal PRE cat

0 0 26 0 - - 0 0 24 0 - - 102.6 101.9 6.44 6.39 Modal TP

100.00% 99.96% 99.13% 100.00% - - 100.00% 99.98% 99.19% 100.00% - -

100.00% 99.97% 99.16% 100.00% - - - - - - - -

100.00% 99.98% 99.19% 100.00% - - - - - - - -

100.00% 99.96% 99.13% 100.00% - - - - - - - -

Tyres: Continental ContiEcoContact 5 225/45 R17 V XL

Max. TWC effectiveness (max. of both phases )

Min. TWC effectiveness (min. of both phases )

Mean TWC effectiveness (mean of both phases )

Date

Chassis 

dyno 

F0/F1/F2

Test No.

TWC effectiveness per phase

Mean TWC effectiveness (mean of both phases )

4 264 23.10.2018 L1-0471

Max. TWC effectiveness (max. of both phases )

Min. TWC effectiveness (min. of both phases )

5 131 19.03.2019 L1-0156

TWC effectiveness per phase

BOSMAL Automotive Research and Development Institute Ltd

Exhaust Emissions Testing Laboratory

Fiat Tipo 1.4 LPG

Phase 2 - 80 km/h in 5th gear (hot stabilised) CO2 emission Fuel consumption

Project custom test cycle - Constant speed (VConst)

thermally stabilised driving - 80 km/h in 5th gear

1509 Phase 1 - 80 km/h in 5th gear (hot stabilised)

Note 1Mileage

[km]

[g/km] [l/100 km] (2)[mg/km][mg/km]
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Table 14  Emissions and fuel consumption results from the Fiat Tipo 1.4 vehicle over the NEDC cycle for TWC High S

  

VIN: ZFA35600006K20252 Vehicle model: Fiat Tipo 1.4 LPG Emission standard: Euro 6

Inertia [kg]: 1360

THC NMHC CO NOx THC NMHC CO NOx PM PN THC NMHC CO NOx PN THC NMHC CO NOx PN

Ageing stage: 0 cycles BAG - MODAL DIL - PRE - POST

21.0 73 66 846 15 56 51 564 10 0.54 4.32E+11 151 137 1449 22 1.14E+12 0 0 46 2 1.57E+10 161.4 223.1 125.3 9.99 13.89 7.71 Bags

-1.13 57 52 559 9 - - 155 140 1433 22 - 0 0 48 2 - 161.9 223.0 126.1 10.02 13.88 7.76 Modal Dil

0.0401 702 667 7054 2376 - - 1149 1087 11534 1875 - 441 421 4434 2669 - 153.4 210.4 120.1 10.25 14.27 7.90 Modal PRE cat

70 63 601 11 - - 188 169 1528 26 - 0 0 59 2 - 165.1 227.4 128.7 10.22 14.17 7.92 Modal TP

92.1% 92.4% 92.0% 99.6% - - 86.9% 87.4% 87.4% 98.8% - 99.9% 99.9% 99.0% 99.9% - TWC eff

90.1% 90.6% 91.5% 99.5% - - 83.6% 84.4% 86.8% 98.6% - 99.9% 99.9% 98.7% 99.9% - TWC eff

21.0 63 57 634 14 48 44 423 9 0.67 4.34E+11 131 119 1059 18 1.13E+12 0 0 50 3 2.41E+10 161.9 221.9 126.8 10.01 13.77 7.80 Bags

-1.13 49 45 423 8 - - 134 122 1056 18 - 0 0 52 3 - 162.4 222.3 127.4 10.04 13.80 7.84 Modal Dil

0.0401 675 641 7330 2354 - - 1065 1009 12085 1865 - 446 426 4547 2640 - 153.2 208.4 120.9 10.25 14.18 7.96 Modal PRE cat

58 53 449 10 - - 156 142 1110 22 - 0 0 62 3 - 165.6 226.6 129.9 10.24 14.07 8.00 Modal TP

92.8% 93.1% 94.2% 99.6% - - 87.7% 88.2% 91.2% 99.0% - 100.0% 100.0% 98.9% 99.9% - TWC eff

91.4% 91.8% 93.9% 99.6% - - 85.3% 86.0% 90.8% 98.8% - 100.0% 99.9% 98.6% 99.9% - TWC eff

21.0 61 56 522 15 47 43 348 10 0.29 2.93E+11 128 117 858 20 7.67E+11 0 0 52 4 1.95E+10 160.5 223.0 124.3 9.91 13.82 7.65 Bags

-1.13 48 44 347 10 - - 129 118 854 20 - 0 0 54 4 - 161.0 223.3 125.0 9.95 13.84 7.70 Modal Dil

0.0401 648 617 7044 2309 - - 1058 1005 11622 1767 - 411 393 4396 2623 - 151.9 208.8 119.0 10.14 14.16 7.82 Modal PRE cat

52 48 353 11 - - 143 130 854 23 - 0 0 63 4 - 164.1 227.5 127.5 10.14 14.10 7.85 Modal TP

92.7% 93.0% 95.1% 99.6% - - 87.9% 88.4% 92.6% 98.9% - 99.9% 99.9% 98.8% 99.9% - TWC eff

91.9% 92.3% 95.0% 99.5% - - 86.5% 87.1% 92.7% 98.7% - 100.0% 99.9% 98.6% 99.9% - TWC eff

50 46 445 9 0.50 3.87E+11 136 124 1122 20 1.02E+12 0 0 50 3 1.97E+10 161.3 222.7 125.5 9.97 13.83 7.72 Bags

52 47 443 9 - - 139 127 1114 20 - 0 0 51 3 - 161.8 222.9 126.2 10.00 13.84 7.76 Modal Dil

675 642 7143 2346 - - 1091 1034 11747 1835 - 433 413 4459 2644 - 152.8 209.2 120.0 10.22 14.20 7.89 Modal PRE cat

60 54 468 11 - - 162 147 1164 23 - 0 0 61 3 - 164.9 227.2 128.7 10.20 14.11 7.92 Modal TP

3.9 3.4 89.7 0.5 0.16 6.59E+10 10.2 8.9 245.2 1.6 1.76E+11 0.1 0.1 2.5 0.5 3.43E+09 0.58 0.55 1.01 0.04 0.05 0.06 Bags

4.2 3.6 87.8 0.5 - - 11.2 9.7 240.0 1.6 - 0.1 0.1 2.4 0.5 - 0.57 0.39 0.95 0.04 0.03 0.06 Modal Dil

22.2 20.2 132.6 27.8 - - 41.3 37.5 241.7 48.7 - 15.5 14.5 64.1 19.0 - 0.66 0.86 0.76 0.05 0.05 0.06 Modal PRE cat

7.2 6.3 102.2 0.5 - - 19.2 16.7 277.9 1.5 - 0.0 0.0 1.9 0.6 - 0.62 0.37 0.99 0.04 0.04 0.06 Modal TP

2.2 2.0 51.8 0.3 0.09 3.80E+10 5.9 5.1 141.6 0.9 1.01E+11 0.1 0.1 1.5 0.3 1.98E+09 0.34 0.32 0.58 0.02 0.03 0.04 Bags

2.5 2.1 50.7 0.3 - - 6.5 5.6 138.5 0.9 - 0.1 0.1 1.4 0.3 - 0.33 0.23 0.55 0.02 0.02 0.03 Modal Dil

12.8 11.7 76.5 16.0 - - 23.9 21.7 139.5 28.1 - 8.9 8.4 37.0 11.0 - 0.38 0.49 0.44 0.03 0.03 0.03 Modal PRE cat

4.2 3.6 59.0 0.3 - - 11.1 9.6 160.5 0.9 - 0.0 0.0 1.1 0.3 - 0.36 0.22 0.57 0.03 0.02 0.03 Modal TP

92.6% 92.9% 93.8% 99.6% - - 87.5% 88.0% 90.4% 98.9% - 99.9% 99.9% 98.9% 99.9% -

92.8% 93.1% 95.1% 99.6% - - 87.9% 88.4% 92.6% 99.0% - 100.0% 100.0% 99.0% 99.9% -

92.1% 92.4% 92.0% 99.6% - - 86.9% 87.4% 87.4% 98.8% - 99.9% 99.9% 98.8% 99.9% -

91.1% 91.6% 93.4% 99.6% - - 85.1% 85.8% 90.1% 98.7% - 100.0% 99.9% 98.6% 99.9% -

91.9% 92.3% 95.0% 99.6% - - 86.5% 87.1% 92.7% 98.8% - 100.0% 99.9% 98.7% 99.9% -

90.1% 90.6% 91.5% 99.5% - - 83.6% 84.4% 86.8% 98.6% - 99.9% 99.9% 98.6% 99.9% -

Ageing stage: 250 cycles BAG - MODAL DIL - PRE - POST

21.0 47 43 400 18 0.27 2.13E+11 127 115 1029 44 5.76E+11 1 1 34 2 2.00E+09 159.6 220.3 124.2 9.86 13.67 7.64 Bags

-1.13 49 44 398 18 - - 130 117 1022 43 - 1 1 35 2 - 160.3 221.6 124.7 9.91 13.75 7.67 Modal Dil

0.0401 529 501 6813 2360 - - 819 773 10789 1902 - 359 342 4498 2627 - 153.1 206.7 121.9 10.17 13.91 8.00 Modal PRE cat

49 44 334 19 - - 133 119 841 46 - 0 0 38 3 - 163.6 221.2 130.1 10.10 13.71 8.00 Modal TP

91.1% 91.5% 94.1% 99.3% - - 84.5% 85.2% 90.5% 97.7% - 99.8% 99.8% 99.3% 99.9% - TWC eff

90.7% 91.2% 95.1% 99.2% - - 83.7% 84.6% 92.2% 97.6% - 99.9% 99.9% 99.1% 99.9% - TWC eff

21.0 62 55 642 16 0.13 3.32E+11 165 148 1672 39 8.94E+11 1 1 38 2 2.83E+09 155.5 213.6 121.4 9.64 13.33 7.47 Bags

-1.13 63 56 649 16 - - 169 152 1688 40 - 1 1 40 2 - 156.2 214.5 121.9 9.68 13.39 7.50 Modal Dil

0.0401 566 570 7270 2232 - - 906 911 11927 1775 - 367 370 4541 2500 - 148.0 197.6 119.0 9.91 13.47 7.82 Modal PRE cat

66 59 609 17 - - 177 159 1573 42 - 0 0 43 2 - 158.7 212.5 127.2 9.83 13.25 7.83 Modal TP

89.1% 90.3% 91.2% 99.3% - - 81.8% 83.7% 86.0% 97.8% - 99.8% 99.8% 99.2% 99.9% - TWC eff

88.4% 89.7% 91.6% 99.2% - - 80.5% 82.6% 86.8% 97.6% - 99.9% 99.9% 99.0% 99.9% - TWC eff

21.0 87 80 629 16 0.55 3.92E+11 233 215 1629 39 1.05E+12 1 1 41 2 4.20E+09 157.6 218.1 122.1 9.77 13.61 7.51 Bags

-1.13 89 83 637 15 - - 240 222 1650 38 - 1 1 42 2 - 158.5 219.4 122.8 9.83 13.70 7.55 Modal Dil

0.0401 620 590 7520 2144 - - 1038 985 12821 1658 - 374 358 4410 2430 - 147.2 202.7 114.6 9.90 13.90 7.55 Modal PRE cat

73 66 586 12 - - 198 178 1503 29 - 0 0 48 2 - 161.7 223.8 125.3 10.01 13.95 7.71 Modal TP

86.0% 86.4% 91.6% 99.3% - - 77.6% 78.1% 87.3% 97.6% - 99.8% 99.8% 99.1% 99.9% - TWC eff

88.2% 88.8% 92.2% 99.4% - - 81.0% 82.0% 88.3% 98.3% - 99.9% 99.9% 98.9% 99.9% - TWC eff

65 59 557 16 0.32 3.13E+11 175 160 1444 41 8.41E+11 1 1 38 2 3.01E+09 157.5 217.3 122.6 9.76 13.54 7.54 Bags

67 61 561 16 - - 179 163 1453 41 - 1 1 39 2 - 158.3 218.5 123.1 9.80 13.61 7.58 Modal Dil

572 553 7201 2245 - - 921 890 11845 1778 - 367 356 4483 2519 - 149.5 202.3 118.5 9.99 13.76 7.79 Modal PRE cat

63 56 509 16 - - 169 152 1306 39 - 0 0 43 2 - 161.4 219.2 127.5 9.98 13.64 7.85 Modal TP

16.2 15.6 111.1 0.9 0.17 7.43E+10 43.7 41.8 293.5 2.2 1.98E+11 0.0 0.1 3.2 0.1 9.09E+08 1.66 2.79 1.18 0.09 0.15 0.07 Bags

16.9 16.2 115.4 0.9 - - 45.5 43.6 305.3 2.1 - 0.0 0.1 3.0 0.2 - 1.71 2.95 1.15 0.10 0.16 0.07 Modal Dil

37.4 38.1 292.8 88.4 - - 90.0 87.7 831.5 99.7 - 6.1 11.4 54.7 81.3 - 2.61 3.73 2.99 0.13 0.20 0.19 Modal PRE cat

10.0 9.1 124.7 2.7 - - 26.8 24.4 330.1 7.4 - 0.0 0.1 3.8 0.1 - 2.01 4.85 1.98 0.11 0.29 0.12 Modal TP

9.4 9.0 64.1 0.5 0.10 4.29E+10 25.2 24.2 169.5 1.3 1.15E+11 0.0 0.0 1.8 0.1 5.25E+08 0.96 1.61 0.68 0.05 0.09 0.04 Bags

9.8 9.4 66.6 0.5 - - 26.3 25.2 176.3 1.2 - 0.0 0.0 1.7 0.1 - 0.99 1.70 0.66 0.06 0.09 0.04 Modal Dil

21.6 22.0 169.0 51.1 - - 52.0 50.6 480.0 57.6 - 3.5 6.6 31.6 46.9 - 1.51 2.15 1.73 0.07 0.12 0.11 Modal PRE cat

5.8 5.3 72.0 1.6 - - 15.5 14.1 190.6 4.3 - 0.0 0.0 2.2 0.0 - 1.16 2.80 1.14 0.07 0.17 0.07 Modal TP

88.7% 89.4% 92.3% 99.3% - - 81.3% 82.3% 87.9% 97.7% - 99.8% 99.8% 99.2% 99.9% -

91.1% 91.5% 94.1% 99.3% - - 84.5% 85.2% 90.5% 97.8% - 99.8% 99.8% 99.3% 99.9% -

86.0% 86.4% 91.2% 99.3% - - 77.6% 78.1% 86.0% 97.6% - 99.8% 99.8% 99.1% 99.9% -

89.1% 89.9% 93.0% 99.3% - - 81.7% 83.1% 89.1% 97.8% - 99.9% 99.9% 99.0% 99.9% -

90.7% 91.2% 95.1% 99.4% - - 83.7% 84.6% 92.2% 98.3% - 99.9% 99.9% 99.1% 99.9% -

88.2% 88.8% 91.6% 99.2% - - 80.5% 82.0% 86.8% 97.6% - 99.9% 99.9% 98.9% 99.9% -

THC NMHC CO NOx

100 68 1000 60

 (*) - as defined in Regulation (EC) 2007/595, applied only at the 0 cycle ageing stage (for informational purposes)

TWC effectiveness (pre-post)

5 877 05.01.2020 L1-0003

TWC effectiveness (pre-bag)

TWC effectiveness (pre-post)

5 888 07.01.2020 L1-0004

TWC effectiveness (pre-bag)

TWC effectiveness (pre-post)

Euro 6 SI limits [mg/km]

Mean values

Mean TWC effectiveness (pre-bag)

Max. TWC effectiveness (pre-bag)

Min. TWC effectiveness (pre-bag)

Mean TWC effectiveness (pre-post)

Max. TWC effectiveness (pre-post)

Min. TWC effectiveness (pre-post)

Standard deviation

Type A uncertainty

TWC effectiveness (pre-post)

Mean values

Mean TWC effectiveness (pre-bag)

Max. TWC effectiveness (pre-bag)

Min. TWC effectiveness (pre-bag)

Mean TWC effectiveness (pre-post)

Max. TWC effectiveness (pre-post)

Min. TWC effectiveness (pre-post)

5 865 03.01.2020 L1-0002

TWC effectiveness (pre-bag)

TWC effectiveness (pre-bag)

Standard deviation

Type A uncertainty

TWC effectiveness (pre-post)

4 083 03.10.2018 L1-0437

TWC effectiveness (pre-bag)

TWC effectiveness (pre-post)

4 209 16.10.2018 L1-0450

Emissions measured

[mg/km] [mg/km]

TWC effectiveness (pre-bag)

4 061 27.09.2018 L1-0435

Mileage 

[km]
Date

Chassis 

dyno 

F0/F1/F2

Test No.

Emissions values with DFs (*)

Emissions in the NEDC test Emissions in the UDC phase Emissions in the EUDC phase CO2 emissions Fuel consumption

Note 1
Emissions measured Emissions measured [g/km] [l/100 km] (**)

NEDC UDC EUDCNEDC UDC EUDC
[mg/km] [mg/km]

NEDC test (UNECE R83) - NEDC driving cycleBOSMAL Automotive R&D Institute Ltd

EXHAUST EMISSIONS LABORAOTRY

Model: Tyres: Continental ContiEcoContact 5 225/45 R17 V XL
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Table 15  Emissions and fuel consumption results from the Fiat Tipo 1.4 vehicle over the  WLTC cycle for TWC High S at 0 cycles 

 

 
 
 
  

  

VIN: ZFA35600006K20252 Vehicle model: Emission standard: Euro 6

Inertia [kg]:

THC NMHC CO NOx PM PN THC NMHC CO NOx PN THC NMHC CO NOx PN THC NMHC CO NOx PN THC NMHC CO NOx PN WLTC LOW MIDDLE HIGH Ex-HIGH WLTC LOW MIDDLE HIGH Ex-HIGH

Ageing stage: 0 cycles BAG - MODAL DIL - PRE - POST

45.1 57 53 404 26 1.21 6.17E+11 426 394 2229 36 4.19E+12 0 0 181 4 1.37E+11 0 0 128 5 2.82E+10 1 1 90 54 6.54E+10 148.6 215.7 145.1 128.7 142.7 9.19 13.56 8.94 7.93 8.78 Bags

-0.87 59 55 400 26 - - 442 409 2198 35 - 1 0 181 4 - 0 0 128 5 - 1 1 89 53 - 149.1 216.3 144.9 128.6 144.1 9.22 13.60 8.93 7.92 8.87 Modal Dil

0.0390 717 687 6992 2473 - - 1665 1594 13826 1390 - 778 748 8354 1812 - 568 545 5706 2272 - 458 436 4769 3432 - 139.0 199.9 129.4 119.3 138.8 9.36 13.94 8.91 7.99 9.08 Modal PRE cat

65 60 424 27 - - 490 451 2234 42 - 0 0 190 5 - 0 0 151 4 - 0 1 120 54 - 152.1 220.7 147.8 131.2 147.0 9.41 13.88 9.11 8.08 9.05 Modal TP

92.1% 92.3% 94.2% 98.9% - - 74.4% 75.3% 83.9% 97.4% - 100.0% 100.0% 97.8% 99.8% - 100.0% 100.0% 97.8% 99.8% - 99.9% 99.9% 98.1% 98.4% - TWC eff

90.9% 91.2% 93.9% 98.9% - - 70.6% 71.7% 83.8% 97.0% - 100.0% 99.9% 97.7% 99.8% - 100.0% 100.0% 97.4% 99.8% - 99.9% 99.9% 97.5% 98.4% - TWC eff

45.1 47 43 515 10 1.02 6.01E+11 353 323 2315 40 4.11E+12 1 0 327 3 4.27E+10 0 0 428 6 8.40E+09 1 1 25 8 1.22E+11 150.1 218.8 146.9 129.1 144.4 9.29 13.75 9.07 7.98 8.88 Bags

-0.87 50 45 510 10 - - 367 336 2303 36 - 1 1 325 3 - 1 1 420 6 - 1 1 26 7 - 150.8 219.2 146.9 129.3 146.0 9.33 13.77 9.06 7.99 8.98 Modal Dil

0.0390 700 669 7609 2436 - - 1573 1499 15241 1314 - 759 726 9532 1836 - 584 560 6597 2152 - 442 421 4531 3444 - 139.7 201.4 130.6 118.2 140.4 9.46 14.15 9.10 8.02 9.16 Modal PRE cat

56 51 515 11 - - 417 379 2240 43 - 1 1 339 3 - 0 0 441 5 - 0 1 35 9 - 153.8 223.6 149.7 131.9 148.9 9.52 14.04 9.24 8.15 9.16 Modal TP

93.2% 93.5% 93.2% 99.6% - - 77.5% 78.5% 84.8% 97.0% - 99.9% 99.9% 96.6% 99.9% - 99.9% 99.9% 93.5% 99.7% - 99.9% 99.8% 99.4% 99.8% - TWC eff

92.0% 92.4% 93.2% 99.6% - - 73.5% 74.7% 85.3% 96.7% - 99.9% 99.9% 96.4% 99.9% - 100.0% 99.9% 93.3% 99.8% - 99.9% 99.8% 99.2% 99.7% - TWC eff

45.1 43 39 392 11 0.68 5.32E+11 317 289 2284 49 3.65E+12 1 0 189 10 5.47E+10 0 0 109 4 1.51E+10 1 1 46 3 8.98E+10 151.7 222.6 147.3 130.5 146.3 9.38 13.97 9.07 8.04 9.00 Bags

-0.87 44 40 393 10 - - 330 300 2287 46 - 1 1 191 10 - 1 0 111 4 - 1 0 46 3 - 152.5 224.1 147.2 130.9 147.6 9.43 14.07 9.07 8.06 9.08 Modal Dil

0.0390 592 563 6830 2534 - - 1318 1249 13600 1457 - 613 585 7620 1911 - 468 446 5676 2317 - 417 396 4848 3483 - 144.2 211.1 135.0 122.7 143.0 9.64 14.54 9.15 8.18 9.34 Modal PRE cat

49 45 400 11 - - 371 336 2285 52 - 0 0 206 10 - 0 0 112 4 - 0 0 57 4 - 155.5 228.5 150.0 133.4 150.6 9.61 14.34 9.24 8.22 9.27 Modal TP

92.8% 93.1% 94.3% 99.6% - - 75.9% 76.9% 83.2% 96.6% - 99.9% 99.9% 97.5% 99.5% - 99.9% 99.9% 98.1% 99.8% - 99.9% 99.9% 99.1% 99.9% - TWC eff

91.7% 92.0% 94.1% 99.5% - - 71.9% 73.1% 83.2% 96.4% - 99.9% 99.9% 97.3% 99.5% - 100.0% 99.9% 98.0% 99.8% - 100.0% 99.9% 98.8% 99.9% - TWC eff

49 45 437 16 0.97 5.83E+11 366 335 2276 42 3.99E+12 1 0 232 6 7.82E+10 0 0 222 5 1.72E+10 1 1 54 22 9.24E+10 150.1 219.0 146.4 129.4 144.4 9.28 13.76 9.03 7.98 8.89 Bags

51 47 434 15 - - 380 348 2263 39 - 1 1 232 6 - 1 0 220 5 - 1 1 54 21 - 150.8 219.9 146.3 129.6 145.9 9.32 13.81 9.02 7.99 8.98 Modal Dil

670 640 7144 2481 - - 1519 1447 14222 1387 - 717 686 8502 1853 - 540 517 5993 2247 - 439 418 4716 3453 - 140.9 204.1 131.7 120.1 140.7 9.48 14.21 9.05 8.06 9.19 Modal PRE cat

57 52 446 16 - - 426 389 2253 46 - 0 0 245 6 - 0 0 235 4 - 0 1 70 22 - 153.8 224.3 149.2 132.2 148.8 9.51 14.09 9.20 8.15 9.16 Modal TP

5.9 5.8 55.3 7.4 0.22 3.68E+10 44.9 43.7 35.4 5.4 2.40E+11 0.2 0.1 67.2 3.3 4.21E+10 0.1 0.1 145.9 0.7 8.21E+09 0.0 0.0 27.0 23.0 2.32E+10 1.30 2.80 0.94 0.78 1.48 0.08 0.17 0.06 0.04 0.09 Bags

6.1 6.1 53.8 7.4 - - 46.5 45.4 46.4 5.0 - 0.2 0.1 65.8 3.1 - 0.1 0.2 141.5 0.7 - 0.0 0.1 26.4 22.7 - 1.40 3.20 1.00 0.93 1.45 0.08 0.19 0.06 0.06 0.09 Modal Dil

55.5 54.6 335.6 40.5 - - 146.8 145.8 726.5 58.6 - 73.9 72.2 787.7 42.1 - 51.3 50.6 427.2 69.3 - 16.9 16.4 134.9 22.0 - 2.29 4.95 2.40 1.93 1.72 0.12 0.25 0.10 0.09 0.11 Modal PRE cat

6.5 6.3 49.4 7.4 - - 49.1 47.2 22.9 4.3 - 0.2 0.1 67.0 3.0 - 0.1 0.1 146.8 0.6 - 0.1 0.1 36.0 22.3 - 1.39 3.22 1.00 0.92 1.45 0.08 0.19 0.06 0.05 0.09 Modal TP

3.4 3.4 31.9 4.3 0.13 2.13E+10 25.9 25.3 20.5 3.1 1.38E+11 0.1 0.0 38.8 1.9 2.43E+10 0.1 0.1 84.3 0.4 4.74E+09 0.0 0.0 15.6 13.3 1.34E+10 0.75 1.62 0.55 0.45 0.85 0.05 0.10 0.04 0.03 0.05 Bags

3.5 3.5 31.1 4.3 - - 26.8 26.2 26.8 2.9 - 0.1 0.0 38.0 1.8 - 0.1 0.1 81.7 0.4 - 0.0 0.1 15.2 13.1 - 0.81 1.85 0.58 0.54 0.83 0.05 0.11 0.04 0.03 0.05 Modal Dil

32.0 31.5 193.8 23.4 - - 84.8 84.2 419.4 33.8 - 42.6 41.7 454.8 24.3 - 29.6 29.2 246.6 40.0 - 9.7 9.5 77.9 12.7 - 1.32 2.86 1.38 1.12 0.99 0.07 0.14 0.06 0.05 0.06 Modal PRE cat

3.8 3.6 28.5 4.3 - - 28.4 27.3 13.2 2.5 - 0.1 0.0 38.7 1.8 - 0.1 0.1 84.8 0.4 - 0.1 0.1 20.8 12.9 - 0.80 1.86 0.58 0.53 0.83 0.05 0.11 0.04 0.03 0.05 Modal TP

92.7% 93.0% 93.9% 99.4% - - 76.0% 76.9% 84.0% 97.0% - 99.9% 99.9% 97.3% 99.7% - 99.9% 99.9% 96.5% 99.8% - 99.9% 99.9% 98.9% 99.4% -

93.2% 93.5% 94.3% 99.6% - - 77.5% 78.5% 84.8% 97.4% - 100.0% 100.0% 97.8% 99.9% - 100.0% 100.0% 98.1% 99.8% - 99.9% 99.9% 99.4% 99.9% -

92.1% 92.3% 93.2% 98.9% - - 74.4% 75.3% 83.2% 96.6% - 99.9% 99.9% 96.6% 99.5% - 99.9% 99.9% 93.5% 99.7% - 99.9% 99.8% 98.1% 98.4% -

91.5% 91.9% 93.8% 99.3% - - 72.0% 73.2% 84.1% 96.7% - 99.9% 99.9% 97.2% 99.7% - 100.0% 99.9% 96.2% 99.8% - 99.9% 99.9% 98.5% 99.4% -

92.0% 92.4% 94.1% 99.6% - - 73.5% 74.7% 85.3% 97.0% - 100.0% 99.9% 97.7% 99.9% - 100.0% 100.0% 98.0% 99.8% - 100.0% 99.9% 99.2% 99.9% -

90.9% 91.2% 93.2% 98.9% - - 70.6% 71.7% 83.2% 96.4% - 99.9% 99.9% 96.4% 99.5% - 100.0% 99.9% 93.3% 99.8% - 99.9% 99.8% 97.5% 98.4% -

WLTP test (Reg 2017/1151) - WLTC driving cycle
BOSMAL Automotive Research and Development Institute Ltd

Exhaust Emissions Testing Laboratory

Fiat Tipo 1.4 LPG
Tyres: Continental ContiEcoContact 5 225/45 R17 V XL

Note 1
Mileage [km] Date

Chassis dyno 

F0/F1/F2
Test No.

[mg/km] [mg/km] [mg/km]

1509 Emission WLTC Emission LOW Emission MIDDLE Emission HIGH Emission Ex-HIGH

[mg/km] [mg/km] [g/km] [l/100 km] (2)

4 094 2018-10-04 L1-0438

CO2 emission Fuel consumption

TWC effectiveness (pre-bag)

TWC effectiveness (pre-post)

4 131 2018-10-18 L1-0458

TWC effectiveness (pre-bag)

TWC effectiveness (pre-post)

4 117 2018-10-09 L1-0441

Max. TWC effectiveness (pre-bag)

Min. TWC effectiveness (pre-bag)

Mean TWC effectiveness (pre-post)

Max. TWC effectiveness (pre-post)

Min. TWC effectiveness (pre-post)

TWC effectiveness (pre-bag)

TWC effectiveness (pre-post)

Mean values

Mean TWC effectiveness (pre-bag)

Standard deviation

Type A uncertainty
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Table 16  Emissions and fuel consumption results from the Fiat Tipo 1.4 vehicle over the WLTC  cycle for TWC High S at 50 cycles 
 

 
 

  

  

VIN: ZFA35600006K20252 Vehicle model: Emission standard: Euro 6

Inertia [kg]:

THC NMHC CO NOx PM PN THC NMHC CO NOx PN THC NMHC CO NOx PN THC NMHC CO NOx PN THC NMHC CO NOx PN WLTC LOW MIDDLE HIGH Ex-HIGH WLTC LOW MIDDLE HIGH Ex-HIGH

Ageing stage: 50 cycles BAG - MODAL DIL - PRE - POST

45.1 62 57 692 14 0.50 5.30E+11 463 425 3677 84 3.76E+12 1 1 223 6 3.49E+10 0 0 438 3 9.77E+09 1 1 67 3 6.17E+10 147.0 215.9 142.4 124.8 143.1 9.12 13.72 8.78 7.72 8.81 Bags

-0.87 65 60 695 13 - - 483 445 3680 78 - 2 1 226 6 - 1 1 441 3 - 1 1 69 3 - 147.5 216.4 142.5 125.0 144.0 9.15 13.76 8.79 7.73 8.87 Modal Dil

0.0390 648 619 8118 2252 - - 1548 1470 17843 1171 - 675 647 9512 1569 - 520 499 7026 1895 - 407 389 4627 3360 - 134.5 197.0 126.2 111.5 136.0 9.18 14.12 8.81 7.63 8.88 Modal PRE cat

77 71 769 14 - - 575 528 4090 89 - 1 1 257 5 - 0 1 477 2 - 1 1 76 2 - 150.5 221.0 145.3 127.5 147.0 9.34 14.09 8.96 7.89 9.05 Modal TP

90.4% 90.8% 91.5% 99.4% - - 70.1% 71.1% 79.4% 92.8% - 99.8% 99.9% 97.7% 99.6% - 99.9% 99.9% 93.8% 99.9% - 99.8% 99.8% 98.5% 99.9% - TWC eff

88.1% 88.6% 90.5% 99.4% - - 62.9% 64.1% 77.1% 92.4% - 99.8% 99.8% 97.3% 99.7% - 99.9% 99.9% 93.2% 99.9% - 99.8% 99.8% 98.4% 99.9% - TWC eff

45.1 57 52 506 14 0.56 5.20E+11 425 389 3267 82 3.51E+12 1 1 109 6 4.54E+10 0 0 109 2 2.04E+10 1 1 51 3 1.12E+11 147.3 214.8 144.4 126.6 141.8 9.12 13.61 8.89 7.80 8.72 Bags

-0.87 59 54 509 13 - - 443 406 3275 80 - 2 1 111 6 - 1 0 110 2 - 1 1 53 3 - 148.2 215.8 145.2 127.3 142.9 9.18 13.67 8.94 7.84 8.80 Modal Dil

0.0390 628 600 7573 2333 - - 1425 1350 16771 1315 - 678 651 8846 1664 - 511 491 6353 2046 - 403 385 4469 3346 - 135.8 198.0 129.6 114.8 134.5 9.20 14.07 8.95 7.77 8.78 Modal PRE cat

73 67 565 15 - - 550 505 3716 93 - 1 1 112 5 - 0 0 99 2 - 1 1 57 2 - 151.2 220.3 148.0 129.8 145.9 9.37 14.01 9.11 7.99 8.98 Modal TP

91.0% 91.3% 93.3% 99.4% - - 70.2% 71.2% 80.5% 93.7% - 99.9% 99.9% 98.8% 99.7% - 99.9% 99.9% 98.3% 99.9% - 99.8% 99.8% 98.8% 99.9% - TWC eff

88.3% 88.8% 92.5% 99.4% - - 61.4% 62.6% 77.8% 93.0% - 99.9% 99.9% 98.7% 99.7% - 99.9% 99.9% 98.4% 99.9% - 99.8% 99.8% 98.7% 99.9% - TWC eff

45.1 52 48 494 14 0.50 5.63E+11 392 358 2955 86 3.98E+12 1 1 249 3 4.27E+10 0 0 127 3 2.22E+10 1 1 32 3 5.47E+10 147.9 218.0 145.3 126.6 141.6 9.15 13.77 8.96 7.80 8.71 Bags

-0.87 55 50 493 14 - - 408 373 2942 83 - 2 1 250 3 - 1 1 130 3 - 1 1 33 3 - 148.6 218.8 145.9 126.8 142.8 9.20 13.82 9.00 7.81 8.78 Modal Dil

0.0390 600 572 7695 2315 - - 1384 1311 16529 1278 - 644 615 9650 1603 - 469 448 6388 2086 - 396 379 4397 3311 - 136.6 201.4 129.9 115.3 134.6 9.25 14.24 9.04 7.79 8.78 Modal PRE cat

71 65 561 14 - - 533 489 3382 91 - 1 1 274 3 - 0 0 138 2 - 0 1 37 3 - 151.6 223.3 148.7 129.4 145.7 9.39 14.16 9.17 7.97 8.96 Modal TP

91.3% 91.6% 93.6% 99.4% - - 71.7% 72.7% 82.1% 93.3% - 99.9% 99.9% 97.4% 99.8% - 99.9% 99.9% 98.0% 99.9% - 99.9% 99.8% 99.3% 99.9% - TWC eff

88.1% 88.6% 92.7% 99.4% - - 61.5% 62.7% 79.5% 92.9% - 99.9% 99.9% 97.2% 99.8% - 99.9% 99.9% 97.8% 99.9% - 99.9% 99.8% 99.2% 99.9% - TWC eff

57 52 564 14 0.52 5.38E+11 426 391 3300 84 3.75E+12 1 1 193 5 4.10E+10 0 0 225 3 1.75E+10 1 1 50 3 7.62E+10 147.4 216.3 144.0 126.0 142.1 9.13 13.70 8.88 7.77 8.75 Bags

60 55 566 13 - - 445 408 3299 81 - 2 1 195 5 - 1 1 227 3 - 1 1 52 3 - 148.1 217.0 144.5 126.4 143.2 9.17 13.75 8.91 7.79 8.82 Modal Dil

625 597 7795 2300 - - 1452 1377 17048 1255 - 666 638 9336 1612 - 500 479 6589 2009 - 402 384 4498 3339 - 135.6 198.8 128.6 113.9 135.0 9.21 14.14 8.93 7.73 8.81 Modal PRE cat

74 68 632 14 - - 553 507 3729 91 - 1 1 214 4 - 0 1 238 2 - 1 1 57 3 - 151.1 221.5 147.3 128.9 146.2 9.37 14.09 9.08 7.95 9.00 Modal TP

3.9 3.7 90.7 0.2 0.03 1.84E+10 29.1 27.5 295.9 1.4 1.92E+11 0.1 0.0 60.9 1.3 4.46E+09 0.1 0.1 151.0 0.2 5.48E+09 0.1 0.1 14.4 0.2 2.57E+10 0.39 1.34 1.23 0.86 0.65 0.02 0.07 0.08 0.04 0.04 Bags

4.1 3.9 91.5 0.2 - - 30.9 29.5 302.0 2.2 - 0.2 0.2 60.8 1.2 - 0.2 0.2 151.4 0.2 - 0.1 0.0 14.6 0.3 - 0.46 1.28 1.45 0.99 0.56 0.02 0.06 0.09 0.05 0.04 Modal Dil

19.5 19.2 233.7 34.6 - - 69.9 68.0 570.8 60.8 - 15.2 16.0 351.1 39.3 - 22.4 22.2 309.0 82.6 - 4.4 4.1 96.2 20.5 - 0.84 1.89 1.66 1.68 0.65 0.03 0.07 0.10 0.07 0.05 Modal PRE cat

2.4 2.2 97.2 0.2 - - 17.3 16.1 289.1 1.6 - 0.2 0.1 72.8 1.0 - 0.0 0.1 169.7 0.1 - 0.1 0.1 16.1 0.4 - 0.46 1.28 1.46 1.00 0.59 0.02 0.06 0.09 0.04 0.04 Modal TP

2.3 2.1 52.4 0.1 0.02 1.06E+10 16.8 15.9 170.8 0.8 1.11E+11 0.1 0.0 35.1 0.7 2.57E+09 0.0 0.0 87.2 0.1 3.16E+09 0.0 0.0 8.3 0.1 1.48E+10 0.22 0.77 0.71 0.50 0.38 0.01 0.04 0.04 0.02 0.02 Bags

2.3 2.2 52.8 0.1 - - 17.8 17.0 174.4 1.3 - 0.1 0.1 35.1 0.7 - 0.1 0.1 87.4 0.1 - 0.0 0.0 8.4 0.2 - 0.27 0.74 0.84 0.57 0.33 0.01 0.03 0.05 0.03 0.02 Modal Dil

11.3 11.1 134.9 20.0 - - 40.3 39.2 329.5 35.1 - 8.8 9.3 202.7 22.7 - 12.9 12.8 178.4 47.7 - 2.5 2.3 55.6 11.8 - 0.49 1.09 0.96 0.97 0.38 0.02 0.04 0.06 0.04 0.03 Modal PRE cat

1.4 1.3 56.1 0.1 - - 10.0 9.3 166.9 0.9 - 0.1 0.1 42.0 0.6 - 0.0 0.0 98.0 0.1 - 0.1 0.1 9.3 0.2 - 0.26 0.74 0.84 0.57 0.34 0.01 0.04 0.05 0.03 0.02 Modal TP

90.9% 91.2% 92.8% 99.4% - - 70.7% 71.6% 80.7% 93.3% - 99.9% 99.9% 97.9% 99.7% - 99.9% 99.9% 96.7% 99.9% - 99.8% 99.8% 98.9% 99.9% -

91.3% 91.6% 93.6% 99.4% - - 71.7% 72.7% 82.1% 93.7% - 99.9% 99.9% 98.8% 99.8% - 99.9% 99.9% 98.3% 99.9% - 99.9% 99.8% 99.3% 99.9% -

90.4% 90.8% 91.5% 99.4% - - 70.1% 71.1% 79.4% 92.8% - 99.8% 99.9% 97.4% 99.6% - 99.9% 99.9% 93.8% 99.9% - 99.8% 99.8% 98.5% 99.9% -

88.2% 88.6% 91.9% 99.4% - - 61.9% 63.1% 78.2% 92.8% - 99.8% 99.9% 97.7% 99.7% - 99.9% 99.9% 96.5% 99.9% - 99.8% 99.8% 98.7% 99.9% -

88.3% 88.8% 92.7% 99.4% - - 62.9% 64.1% 79.5% 93.0% - 99.9% 99.9% 98.7% 99.8% - 99.9% 99.9% 98.4% 99.9% - 99.9% 99.8% 99.2% 99.9% -

88.1% 88.6% 90.5% 99.4% - - 61.4% 62.6% 77.1% 92.4% - 99.8% 99.8% 97.2% 99.7% - 99.9% 99.9% 93.2% 99.9% - 99.8% 99.8% 98.4% 99.9% -

WLTP test (Reg 2017/1151) - WLTC driving cycle
BOSMAL Automotive Research and Development Institute Ltd

Exhaust Emissions Testing Laboratory

Fiat Tipo 1.4 LPG
Tyres: Continental ContiEcoContact 5 225/45 R17 V XL

Note 1
Mileage [km] Date

Chassis dyno 

F0/F1/F2
Test No.

[mg/km] [mg/km] [mg/km]

1509 Emission WLTC Emission LOW Emission MIDDLE Emission HIGH Emission Ex-HIGH

[mg/km] [mg/km] [g/km] [l/100 km] (2)

CO2 emission Fuel consumption

5 397 12.06.2019 L2-0294

TWC effectiveness (pre-bag)

TWC effectiveness (pre-post)

5 373 11.06.2019 L1-0291

TWC effectiveness (pre-bag)

TWC effectiveness (pre-post)

Max. TWC effectiveness (pre-bag)

Min. TWC effectiveness (pre-bag)

Mean TWC effectiveness (pre-post)

Max. TWC effectiveness (pre-post)

Min. TWC effectiveness (pre-post)

5 443 13.06.2019 L1-0299

TWC effectiveness (pre-bag)

TWC effectiveness (pre-post)

Mean values

Mean TWC effectiveness (pre-bag)

Standard deviation

Type A uncertainty
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Table 17  Emissions and fuel consumption results from the Fiat Tipo 1.4 vehicle over the WLTC  cycle for TWC High S at 100 cycles 
 

 
 
  

  

VIN: ZFA35600006K20252 Vehicle model: Emission standard: Euro 6

Inertia [kg]:

THC NMHC CO NOx PM PN THC NMHC CO NOx PN THC NMHC CO NOx PN THC NMHC CO NOx PN THC NMHC CO NOx PN WLTC LOW MIDDLE HIGH Ex-HIGH WLTC LOW MIDDLE HIGH Ex-HIGH

Ageing stage: 100 cycles BAG - MODAL DIL - PRE - POST

45.1 54 50 471 27 0.41 4.17E+11 401 371 3176 110 3.00E+12 1 1 112 41 1.62E+10 1 1 68 8 9.76E+09 1 1 19 4 3.71E+10 146.6 216.5 142.3 125.0 141.6 9.07 13.69 8.76 7.69 8.71 Bags

-0.87 56 52 471 26 - - 415 383 3167 107 - 2 1 113 40 - 1 1 69 8 - 1 1 19 4 - 147.1 217.0 142.5 125.3 142.6 9.10 13.73 8.78 7.71 8.77 Modal Dil

0.0390 581 555 7215 2283 - - 1366 1300 16547 1222 - 616 591 8520 1604 - 450 431 5633 2022 - 381 364 4353 3296 - 135.3 199.8 127.1 114.1 134.4 9.13 14.14 8.75 7.64 8.76 Modal PRE cat

68 63 503 28 - - 509 471 3385 123 - 1 1 113 40 - 0 1 74 6 - 1 1 23 3 - 150.1 221.6 145.3 127.7 145.5 9.29 14.05 8.95 7.86 8.95 Modal TP

90.7% 91.0% 93.5% 98.8% - - 70.6% 71.5% 80.8% 91.0% - 99.8% 99.8% 98.7% 97.5% - 99.9% 99.9% 98.8% 99.6% - 99.7% 99.7% 99.6% 99.9% - TWC eff

88.3% 88.6% 93.0% 98.8% - - 62.7% 63.8% 79.5% 89.9% - 99.8% 99.8% 98.7% 97.5% - 99.9% 99.9% 98.7% 99.7% - 99.8% 99.7% 99.5% 99.9% - TWC eff

45.1 66 61 524 19 0.62 5.63E+11 490 454 3441 101 4.02E+12 2 1 165 4 3.24E+10 1 1 81 3 8.53E+09 1 1 17 11 4.93E+10 146.6 216.0 142.2 124.4 142.2 9.08 13.71 8.76 7.66 8.75 Bags

-0.87 69 64 524 19 - - 511 475 3430 100 - 2 1 167 4 - 1 1 83 3 - 1 1 18 10 - 147.3 216.4 142.8 124.7 143.4 9.12 13.74 8.80 7.68 8.82 Modal Dil

0.0390 628 600 7399 2342 - - 1523 1449 16936 1275 - 690 664 8989 1616 - 479 459 5824 2068 - 384 366 4260 3400 - 135.2 197.9 126.7 113.2 135.5 9.15 14.09 8.79 7.61 8.82 Modal PRE cat

86 80 582 21 - - 637 591 3836 113 - 1 1 181 4 - 0 1 81 2 - 1 1 23 14 - 150.4 221.2 145.7 127.2 146.4 9.32 14.09 8.98 7.83 9.01 Modal TP

89.4% 89.8% 92.9% 99.2% - - 67.8% 68.6% 79.7% 92.1% - 99.7% 99.8% 98.2% 99.7% - 99.8% 99.9% 98.6% 99.9% - 99.7% 99.7% 99.6% 99.7% - TWC eff

86.3% 86.7% 92.1% 99.1% - - 58.2% 59.2% 77.3% 91.1% - 99.8% 99.8% 98.0% 99.8% - 99.9% 99.9% 98.6% 99.9% - 99.8% 99.7% 99.5% 99.6% - TWC eff

45.1 55 50 465 21 0.61 5.14E+11 407 374 3140 102 3.72E+12 1 1 107 23 2.52E+10 0 0 58 5 1.43E+10 1 1 17 4 1.97E+10 145.9 215.3 141.9 124.4 140.6 9.03 13.62 8.74 7.66 8.65 Bags

-0.87 58 53 464 19 - - 425 390 3120 92 - 2 1 109 21 - 1 1 61 4 - 1 1 17 4 - 146.5 216.0 142.0 124.8 141.8 9.07 13.67 8.74 7.68 8.72 Modal Dil

0.0390 587 560 7139 2278 - - 1406 1332 16382 1249 - 608 583 8325 1627 - 462 444 5604 2002 - 375 358 4303 3280 - 134.5 198.4 126.9 112.8 133.6 9.07 14.05 8.72 7.57 8.70 Modal PRE cat

69 63 516 21 - - 510 469 3508 107 - 1 1 105 22 - 0 1 59 4 - 1 1 22 3 - 149.5 220.6 144.8 127.3 144.7 9.26 14.00 8.91 7.84 8.90 Modal TP

90.6% 91.0% 93.5% 99.1% - - 71.1% 71.9% 80.8% 91.8% - 99.8% 99.9% 98.7% 98.6% - 99.9% 99.9% 99.0% 99.8% - 99.8% 99.8% 99.6% 99.9% - TWC eff

88.3% 88.7% 92.8% 99.1% - - 63.7% 64.8% 78.6% 91.4% - 99.8% 99.8% 98.7% 98.6% - 99.9% 99.9% 98.9% 99.8% - 99.8% 99.7% 99.5% 99.9% - TWC eff

58 54 487 22 0.55 4.98E+11 433 400 3252 104 3.58E+12 1 1 128 23 2.46E+10 1 1 69 5 1.09E+10 1 1 18 6 3.54E+10 146.3 215.9 142.1 124.6 141.4 9.06 13.67 8.75 7.67 8.70 Bags

61 56 486 21 - - 450 416 3239 100 - 2 1 130 22 - 1 1 71 5 - 1 1 18 6 - 147.0 216.5 142.4 124.9 142.6 9.10 13.71 8.77 7.69 8.77 Modal Dil

599 572 7251 2301 - - 1432 1360 16622 1249 - 638 613 8611 1616 - 464 445 5687 2030 - 380 363 4305 3325 - 135.0 198.7 126.9 113.4 134.5 9.11 14.09 8.76 7.61 8.76 Modal PRE cat

74 69 534 23 - - 552 510 3577 114 - 1 1 133 22 - 0 1 71 4 - 1 1 23 7 - 150.0 221.1 145.3 127.4 145.5 9.29 14.05 8.95 7.84 8.95 Modal TP

5.6 5.3 26.5 3.2 0.10 6.07E+10 40.8 38.7 134.3 3.9 4.28E+11 0.3 0.2 26.4 14.8 6.61E+09 0.2 0.1 9.4 2.1 2.50E+09 0.2 0.1 0.9 3.3 1.21E+10 0.33 0.47 0.17 0.30 0.67 0.02 0.04 0.01 0.02 0.04 Bags

5.9 5.7 26.8 3.4 - - 43.2 41.5 136.2 6.4 - 0.1 0.1 26.6 14.6 - 0.0 0.1 9.1 2.1 - 0.1 0.1 0.9 3.2 - 0.33 0.42 0.34 0.24 0.67 0.02 0.03 0.02 0.01 0.04 Modal Dil

20.7 20.1 109.3 29.0 - - 66.6 64.1 231.9 21.5 - 36.9 36.3 278.6 9.2 - 11.8 11.4 97.7 27.6 - 3.9 3.6 38.2 53.0 - 0.37 0.81 0.14 0.52 0.79 0.03 0.04 0.03 0.03 0.05 Modal PRE cat

8.1 7.7 34.7 3.0 - - 60.0 57.0 190.3 6.7 - 0.1 0.0 34.1 14.8 - 0.0 0.0 9.3 1.5 - 0.1 0.0 0.3 4.9 - 0.36 0.41 0.38 0.22 0.72 0.03 0.04 0.03 0.01 0.04 Modal TP

3.3 3.1 15.3 1.8 0.06 3.50E+10 23.6 22.4 77.5 2.3 2.47E+11 0.2 0.1 15.2 8.6 3.82E+09 0.1 0.1 5.4 1.2 1.44E+09 0.1 0.1 0.5 1.9 7.01E+09 0.19 0.27 0.10 0.17 0.38 0.01 0.02 0.01 0.01 0.02 Bags

3.4 3.3 15.5 1.9 - - 24.9 24.0 78.7 3.7 - 0.0 0.0 15.3 8.4 - 0.0 0.1 5.2 1.2 - 0.0 0.0 0.5 1.8 - 0.19 0.24 0.20 0.14 0.39 0.01 0.02 0.01 0.01 0.02 Modal Dil

11.9 11.6 63.1 16.8 - - 38.4 37.0 133.9 12.4 - 21.3 21.0 160.9 5.3 - 6.8 6.6 56.4 16.0 - 2.2 2.1 22.0 30.6 - 0.21 0.47 0.08 0.30 0.45 0.02 0.02 0.02 0.02 0.03 Modal PRE cat

4.7 4.5 20.0 1.7 - - 34.6 32.9 109.9 3.9 - 0.0 0.0 19.7 8.6 - 0.0 0.0 5.4 0.9 - 0.1 0.0 0.1 2.8 - 0.21 0.23 0.22 0.12 0.41 0.01 0.02 0.02 0.01 0.03 Modal TP

90.3% 90.6% 93.3% 99.0% - - 69.8% 70.7% 80.4% 91.6% - 99.8% 99.8% 98.5% 98.6% - 99.9% 99.9% 98.8% 99.7% - 99.8% 99.8% 99.6% 99.8% -

90.7% 91.0% 93.5% 99.2% - - 71.1% 71.9% 80.8% 92.1% - 99.8% 99.9% 98.7% 99.7% - 99.9% 99.9% 99.0% 99.9% - 99.8% 99.8% 99.6% 99.9% -

89.4% 89.8% 92.9% 98.8% - - 67.8% 68.6% 79.7% 91.0% - 99.7% 99.8% 98.2% 97.5% - 99.8% 99.9% 98.6% 99.6% - 99.7% 99.7% 99.6% 99.7% -

87.6% 88.0% 92.6% 99.0% - - 61.5% 62.6% 78.5% 90.8% - 99.8% 99.8% 98.5% 98.6% - 99.9% 99.9% 98.7% 99.8% - 99.8% 99.7% 99.5% 99.8% -

88.3% 88.7% 93.0% 99.1% - - 63.7% 64.8% 79.5% 91.4% - 99.8% 99.8% 98.7% 99.8% - 99.9% 99.9% 98.9% 99.9% - 99.8% 99.7% 99.5% 99.9% -

86.3% 86.7% 92.1% 98.8% - - 58.2% 59.2% 77.3% 89.9% - 99.8% 99.8% 98.0% 97.5% - 99.9% 99.9% 98.6% 99.7% - 99.8% 99.7% 99.5% 99.6% -

WLTP test (Reg 2017/1151) - WLTC driving cycle
BOSMAL Automotive Research and Development Institute Ltd

Exhaust Emissions Testing Laboratory

Fiat Tipo 1.4 LPG
Tyres: Continental ContiEcoContact 5 225/45 R17 V XL

Note 1
Mileage [km] Date

Chassis dyno 

F0/F1/F2
Test No.

[mg/km] [mg/km] [mg/km]

1509 Emission WLTC Emission LOW Emission MIDDLE Emission HIGH Emission Ex-HIGH

[mg/km] [mg/km] [g/km] [l/100 km] (2)

CO2 emission Fuel consumption

5 514 24.06.2019 L1-0338

TWC effectiveness (pre-bag)

TWC effectiveness (pre-post)

5 560 26.06.2019 L1-0345

TWC effectiveness (pre-bag)

TWC effectiveness (pre-post)

5 537 25.06.2019 L1-0344

TWC effectiveness (pre-bag)

TWC effectiveness (pre-post)

Mean values

Mean TWC effectiveness (pre-bag)

Max. TWC effectiveness (pre-bag)

Min. TWC effectiveness (pre-bag)

Mean TWC effectiveness (pre-post)

Max. TWC effectiveness (pre-post)

Min. TWC effectiveness (pre-post)

Standard deviation

Type A uncertainty
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Table 18  Emissions and fuel consumption results from the Fiat Tipo 1.4 vehicle over the WLTC cycle for TWC  High S at 175 cycles 

 

 
 
 
  

  

VIN: ZFA35600006K20252 Vehicle model: Emission standard: Euro 6

Inertia [kg]:

THC NMHC CO NOx PM PN THC NMHC CO NOx PN THC NMHC CO NOx PN THC NMHC CO NOx PN THC NMHC CO NOx PN WLTC LOW MIDDLE HIGH Ex-HIGH WLTC LOW MIDDLE HIGH Ex-HIGH

Ageing stage: 175 cycles BAG - MODAL DIL - PRE - POST

45.1 55 49 645 17 0.60 5.05E+11 412 369 4260 112 3.61E+12 1 1 206 4 3.43E+10 0 0 104 3 1.99E+10 0 0 25 3 4.23E+10 145.4 215.5 142.2 123.9 140.0 9.02 13.74 8.77 7.63 8.61 Bags

-0.87 57 51 649 17 - - 429 385 4285 105 - 2 1 209 4 - 1 0 106 3 - 1 0 26 3 - 146.4 216.4 142.9 124.6 141.4 9.08 13.81 8.81 7.67 8.70 Modal Dil

0.0390 578 550 7696 2253 - - 1336 1254 17946 1211 - 609 582 9149 1610 - 462 443 6054 2005 - 380 363 4484 3226 - 134.5 199.5 128.3 112.9 132.8 9.12 14.25 8.89 7.62 8.67 Modal PRE cat

74 67 734 19 - - 555 501 4927 124 - 1 1 216 3 - 0 1 100 3 - 1 1 28 3 - 149.4 221.2 145.7 127.1 144.3 9.27 14.18 8.98 7.83 8.88 Modal TP

90.5% 91.1% 91.6% 99.2% - - 69.2% 70.6% 76.3% 90.7% - 99.8% 99.9% 97.7% 99.8% - 100.0% 100.0% 98.3% 99.9% - 99.9% 99.9% 99.4% 99.9% - TWC eff

87.2% 87.9% 90.5% 99.2% - - 58.5% 60.1% 72.5% 89.7% - 99.8% 99.8% 97.6% 99.8% - 99.9% 99.9% 98.3% 99.9% - 99.8% 99.8% 99.4% 99.9% - TWC eff

45.1 56 51 531 14 0.31 4.42E+11 415 380 3308 91 3.17E+12 2 1 212 3 2.34E+10 0 0 124 2 1.35E+10 1 1 34 3 3.93E+10 146.5 219.6 143.4 124.4 140.3 9.07 13.90 8.84 7.66 8.63 Bags

-0.87 59 53 532 14 - - 434 398 3303 89 - 2 1 213 3 - 1 0 126 2 - 1 1 34 3 - 147.3 220.4 143.8 125.0 141.6 9.12 13.96 8.86 7.70 8.71 Modal Dil

0.0390 592 565 7565 2258 - - 1390 1319 16602 1289 - 617 590 9543 1581 - 475 455 6047 1997 - 382 365 4377 3236 - 134.7 203.4 127.4 112.9 132.3 9.13 14.37 8.87 7.62 8.63 Modal PRE cat

69 63 592 16 - - 516 474 3722 101 - 2 1 226 3 - 0 1 129 2 - 1 1 37 3 - 150.3 225.1 146.5 127.4 144.5 9.31 14.30 9.03 7.85 8.89 Modal TP

90.6% 91.0% 93.0% 99.4% - - 70.2% 71.2% 80.1% 92.9% - 99.8% 99.9% 97.8% 99.8% - 99.9% 99.9% 97.9% 99.9% - 99.8% 99.9% 99.2% 99.9% - TWC eff

88.3% 88.8% 92.2% 99.3% - - 62.9% 64.1% 77.6% 92.2% - 99.7% 99.8% 97.6% 99.8% - 99.9% 99.9% 97.9% 99.9% - 99.8% 99.8% 99.1% 99.9% - TWC eff

45.1 47 42 512 15 0.45 4.33E+11 351 316 3429 100 3.11E+12 1 1 142 2 2.78E+10 0 0 81 2 4.51E+09 1 0 13 2 4.07E+10 145.2 217.2 141.9 123.3 139.3 8.99 13.75 8.74 7.59 8.57 Bags

-0.87 49 44 513 15 - - 365 329 3430 97 - 2 1 144 2 - 1 0 83 2 - 1 1 13 3 - 146.0 218.0 142.3 123.8 140.6 9.04 13.80 8.77 7.62 8.65 Modal Dil

0.0390 564 536 7307 2238 - - 1311 1238 16414 1285 - 604 577 8782 1590 - 437 418 5827 2001 - 372 354 4353 3172 - 134.8 200.8 127.8 113.4 132.8 9.10 14.18 8.82 7.62 8.65 Modal PRE cat

61 55 564 17 - - 458 414 3793 113 - 1 1 153 2 - 0 1 82 2 - 1 1 17 3 - 148.9 222.5 145.0 126.2 143.4 9.22 14.13 8.93 7.77 8.82 Modal TP

91.7% 92.1% 93.0% 99.3% - - 73.2% 74.5% 79.1% 92.2% - 99.8% 99.9% 98.4% 99.9% - 99.9% 100.0% 98.6% 99.9% - 99.8% 99.9% 99.7% 99.9% - TWC eff

89.1% 89.7% 92.3% 99.2% - - 65.1% 66.6% 76.9% 91.2% - 99.8% 99.8% 98.3% 99.9% - 99.9% 99.9% 98.6% 99.9% - 99.7% 99.8% 99.6% 99.9% - TWC eff

52 47 563 16 0.45 4.60E+11 393 355 3666 101 3.30E+12 1 1 187 3 2.85E+10 0 0 103 2 1.26E+10 1 0 24 3 4.08E+10 145.7 217.4 142.5 123.9 139.9 9.03 13.80 8.78 7.63 8.61 Bags

55 49 565 15 - - 409 371 3673 97 - 2 1 189 3 - 1 0 105 3 - 1 0 24 3 - 146.6 218.3 143.0 124.5 141.2 9.08 13.86 8.81 7.67 8.69 Modal Dil

578 550 7523 2250 - - 1346 1270 16987 1261 - 610 583 9158 1594 - 458 438 5976 2001 - 378 361 4404 3211 - 134.7 201.2 127.8 113.1 132.6 9.12 14.27 8.86 7.62 8.65 Modal PRE cat

68 62 630 17 - - 510 463 4147 113 - 2 1 198 3 - 0 1 104 2 - 1 1 27 3 - 149.5 222.9 145.7 126.9 144.0 9.27 14.20 8.98 7.81 8.86 Modal TP

3.9 3.7 58.4 1.3 0.12 3.18E+10 29.5 28.1 423.3 8.5 2.25E+11 0.1 0.1 31.7 0.7 4.48E+09 0.1 0.1 17.5 0.3 6.30E+09 0.1 0.1 8.5 0.2 1.20E+09 0.58 1.68 0.65 0.44 0.41 0.04 0.07 0.04 0.03 0.03 Bags

4.2 4.0 60.2 1.0 - - 31.4 30.0 435.9 6.5 - 0.2 0.1 31.5 0.7 - 0.1 0.1 17.6 0.4 - 0.1 0.1 8.6 0.2 - 0.57 1.64 0.61 0.47 0.45 0.04 0.07 0.04 0.03 0.03 Modal Dil

11.6 11.6 161.4 8.6 - - 33.2 34.9 682.4 35.7 - 5.5 5.2 310.4 12.2 - 15.5 15.6 105.5 3.5 - 4.4 4.5 56.9 28.3 - 0.10 1.61 0.37 0.21 0.24 0.01 0.08 0.03 0.00 0.02 Modal PRE cat

5.2 4.7 74.4 1.3 - - 40.0 36.2 552.0 9.6 - 0.1 0.1 32.3 0.5 - 0.0 0.0 19.2 0.3 - 0.1 0.0 8.5 0.2 - 0.59 1.61 0.63 0.50 0.47 0.04 0.07 0.04 0.03 0.03 Modal TP

2.2 2.1 33.7 0.7 0.07 1.83E+10 17.0 16.2 244.4 4.9 1.30E+11 0.1 0.1 18.3 0.4 2.59E+09 0.1 0.0 10.1 0.2 3.64E+09 0.1 0.1 4.9 0.1 6.95E+08 0.34 0.97 0.38 0.26 0.23 0.02 0.04 0.02 0.02 0.01 Bags

2.4 2.3 34.7 0.6 - - 18.2 17.3 251.7 3.8 - 0.1 0.1 18.2 0.4 - 0.1 0.0 10.2 0.2 - 0.1 0.1 5.0 0.1 - 0.33 0.95 0.35 0.27 0.26 0.02 0.04 0.02 0.02 0.02 Modal Dil

6.7 6.7 93.2 5.0 - - 19.1 20.1 394.0 20.6 - 3.2 3.0 179.2 7.1 - 8.9 9.0 60.9 2.0 - 2.6 2.6 32.9 16.4 - 0.06 0.93 0.21 0.12 0.14 0.01 0.05 0.02 0.00 0.01 Modal PRE cat

3.0 2.7 43.0 0.8 - - 23.1 20.9 318.7 5.5 - 0.1 0.0 18.6 0.3 - 0.0 0.0 11.1 0.2 - 0.0 0.0 4.9 0.1 - 0.34 0.93 0.36 0.29 0.27 0.02 0.04 0.02 0.02 0.02 Modal TP

90.9% 91.4% 92.5% 99.3% - - 70.8% 72.1% 78.5% 92.0% - 99.8% 99.9% 98.0% 99.8% - 99.9% 100.0% 98.3% 99.9% - 99.8% 99.9% 99.5% 99.9% -

91.7% 92.1% 93.0% 99.4% - - 73.2% 74.5% 80.1% 92.9% - 99.8% 99.9% 98.4% 99.9% - 100.0% 100.0% 98.6% 99.9% - 99.9% 99.9% 99.7% 99.9% -

90.5% 91.0% 91.6% 99.2% - - 69.2% 70.6% 76.3% 90.7% - 99.8% 99.9% 97.7% 99.8% - 99.9% 99.9% 97.9% 99.9% - 99.8% 99.9% 99.2% 99.9% -

88.2% 88.8% 91.6% 99.2% - - 62.1% 63.6% 75.7% 91.0% - 99.8% 99.8% 97.8% 99.8% - 99.9% 99.9% 98.3% 99.9% - 99.8% 99.8% 99.4% 99.9% -

89.1% 89.7% 92.3% 99.3% - - 65.1% 66.6% 77.6% 92.2% - 99.8% 99.8% 98.3% 99.9% - 99.9% 99.9% 98.6% 99.9% - 99.8% 99.8% 99.6% 99.9% -

87.2% 87.9% 90.5% 99.2% - - 58.5% 60.1% 72.5% 89.7% - 99.7% 99.8% 97.6% 99.8% - 99.9% 99.9% 97.9% 99.9% - 99.7% 99.8% 99.1% 99.9% -

WLTP test (Reg 2017/1151) - WLTC driving cycle
BOSMAL Automotive Research and Development Institute Ltd

Exhaust Emissions Testing Laboratory

Fiat Tipo 1.4 LPG
Tyres: Continental ContiEcoContact 5 225/45 R17 V XL

Note 1
Mileage [km] Date

Chassis dyno 

F0/F1/F2
Test No.

[mg/km] [mg/km] [mg/km]

1509 Emission WLTC Emission LOW Emission MIDDLE Emission HIGH Emission Ex-HIGH

[mg/km] [mg/km] [g/km] [l/100 km] (2)

CO2 emission Fuel consumption

5 677 08.08.2019 L1-0398

TWC effectiveness (pre-bag)

TWC effectiveness (pre-post)

5 654 07.08.2019 L1-0395

TWC effectiveness (pre-bag)

TWC effectiveness (pre-post)

Max. TWC effectiveness (pre-bag)

Min. TWC effectiveness (pre-bag)

Mean TWC effectiveness (pre-post)

Max. TWC effectiveness (pre-post)

Min. TWC effectiveness (pre-post)

5 701 09.08.2019 L1-0402

TWC effectiveness (pre-bag)

TWC effectiveness (pre-post)

Mean values

Mean TWC effectiveness (pre-bag)

Standard deviation

Type A uncertainty
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Table 19  Emissions and fuel consumption results from the Fiat Tipo 1.4 vehicle over the WLTC cycle for TWC  High S at 250 cycles 
 

 
 
 
  

  

VIN: ZFA35600006K20252 Vehicle model: Emission standard: Euro 6

Inertia [kg]:

THC NMHC CO NOx PM PN THC NMHC CO NOx PN THC NMHC CO NOx PN THC NMHC CO NOx PN THC NMHC CO NOx PN WLTC LOW MIDDLE HIGH Ex-HIGH WLTC LOW MIDDLE HIGH Ex-HIGH

Ageing stage: 250 cycles BAG - MODAL DIL - PRE - POST

45.1 65 60 461 19 0.74 4.77E+11 479 445 3125 119 3.43E+12 2 1 114 5 2.43E+10 1 1 39 4 6.68E+09 1 1 31 3 4.07E+10 146.2 212.7 141.2 124.6 143.1 9.05 13.47 8.69 7.67 8.80 Bags

-0.87 68 63 466 18 - - 504 470 3156 112 - 2 1 115 5 - 1 1 41 4 - 2 1 32 3 - 147.5 214.4 142.1 125.5 144.8 9.13 13.58 8.75 7.72 8.91 Modal Dil

0.0390 554 528 6444 2599 - - 1362 1303 12408 1621 - 559 534 7347 2037 - 432 412 5465 2426 - 354 336 4542 3439 - 141.9 199.4 134.3 123.0 141.2 9.45 13.72 9.07 8.17 9.19 Modal PRE cat

71 66 446 21 - - 526 488 2963 129 - 2 1 123 6 - 1 1 46 4 - 1 1 36 3 - 152.3 213.3 147.5 132.7 149.3 9.42 13.50 9.08 8.16 9.19 Modal TP

88.3% 88.7% 92.8% 99.3% - - 64.8% 65.8% 74.8% 92.7% - 99.7% 99.8% 98.4% 99.8% - 99.8% 99.8% 99.3% 99.8% - 99.6% 99.7% 99.3% 99.9% - TWC eff

87.2% 87.6% 93.1% 99.2% - - 61.4% 62.6% 76.1% 92.1% - 99.7% 99.8% 98.3% 99.7% - 99.9% 99.8% 99.2% 99.8% - 99.6% 99.6% 99.2% 99.9% - TWC eff

45.1 70 65 613 16 0.69 5.03E+11 520 480 3868 98 3.61E+12 2 1 238 4 3.89E+10 1 1 121 3 5.75E+09 1 1 40 3 4.11E+10 146.2 212.7 142.0 124.9 142.3 9.06 13.55 8.76 7.69 8.76 Bags

-0.87 74 68 617 16 - - 547 507 3891 96 - 2 1 238 4 - 1 1 122 4 - 1 1 40 3 - 147.4 213.8 142.8 125.9 143.8 9.14 13.63 8.81 7.76 8.85 Modal Dil

0.0390 543 516 6862 2587 - - 1347 1285 13188 1578 - 545 517 8482 2019 - 424 405 5672 2373 - 344 326 4599 3478 - 140.8 197.4 133.1 122.4 140.0 9.42 13.66 9.10 8.15 9.12 Modal PRE cat

77 71 606 17 - - 575 531 3765 110 - 1 1 249 4 - 0 1 129 3 - 1 1 44 3 - 151.2 210.7 146.8 132.1 148.0 9.37 13.43 9.05 8.14 9.11 Modal TP

87.1% 87.5% 91.1% 99.4% - - 61.4% 62.6% 70.7% 93.8% - 99.7% 99.8% 97.2% 99.8% - 99.8% 99.8% 97.9% 99.9% - 99.6% 99.7% 99.1% 99.9% - TWC eff

85.8% 86.2% 91.2% 99.3% - - 57.3% 58.7% 71.4% 93.0% - 99.7% 99.8% 97.1% 99.8% - 99.9% 99.9% 97.7% 99.9% - 99.6% 99.7% 99.0% 99.9% - TWC eff

45.1 65 59 778 17 1.01 5.07E+11 478 434 4811 107 3.62E+12 2 1 320 2 2.36E+10 1 1 178 3 6.39E+09 1 1 48 4 5.09E+10 147.4 214.0 142.3 127.1 143.0 9.15 13.72 8.78 7.83 8.80 Bags

-0.87 69 62 784 17 - - 506 461 4849 106 - 2 1 318 2 - 1 1 180 3 - 2 1 48 4 - 148.6 215.7 143.3 127.5 144.7 9.23 13.83 8.84 7.86 8.91 Modal Dil

0.0390 571 541 7595 2223 - - 1291 1213 17144 1112 - 571 539 8536 1496 - 458 437 6292 1997 - 399 381 4597 3253 - 135.8 198.3 130.1 114.3 134.3 9.19 14.09 8.93 7.73 8.78 Modal PRE cat

79 71 916 14 - - 586 526 5675 93 - 2 1 408 1 - 0 1 186 2 - 1 1 54 3 - 151.6 220.5 146.1 130.0 147.5 9.43 14.22 9.03 8.01 9.08 Modal TP

88.7% 89.2% 89.8% 99.2% - - 62.9% 64.2% 71.9% 90.4% - 99.7% 99.8% 96.3% 99.9% - 99.9% 99.9% 97.2% 99.8% - 99.7% 99.8% 99.0% 99.9% - TWC eff

86.1% 86.9% 87.9% 99.4% - - 54.6% 56.6% 66.9% 91.6% - 99.6% 99.8% 95.2% 99.9% - 99.9% 99.9% 97.0% 99.9% - 99.6% 99.7% 98.8% 99.9% - TWC eff

66 61 618 17 0.81 4.96E+11 492 453 3935 108 3.55E+12 2 1 224 3 2.89E+10 1 1 113 4 6.27E+09 1 1 40 3 4.42E+10 146.6 213.1 141.8 125.5 142.8 9.09 13.58 8.74 7.73 8.79 Bags

70 65 622 17 - - 519 480 3965 105 - 2 1 224 3 - 1 1 115 4 - 2 1 40 3 - 147.8 214.6 142.7 126.3 144.4 9.17 13.68 8.80 7.78 8.89 Modal Dil

556 529 6967 2470 - - 1334 1267 14247 1437 - 558 530 8121 1851 - 438 418 5810 2266 - 366 348 4579 3390 - 139.5 198.4 132.5 119.9 138.5 9.36 13.83 9.04 8.02 9.03 Modal PRE cat

76 69 656 18 - - 562 515 4134 111 - 2 1 260 4 - 0 1 120 3 - 1 1 45 3 - 151.7 214.8 146.8 131.6 148.3 9.41 13.72 9.05 8.10 9.12 Modal TP

2.5 2.6 129.3 1.4 0.14 1.32E+10 19.4 19.7 689.8 8.5 8.47E+10 0.1 0.1 84.5 1.4 7.07E+09 0.1 0.0 57.0 0.4 3.89E+08 0.0 0.0 6.7 0.2 4.72E+09 0.56 0.63 0.47 1.11 0.33 0.05 0.10 0.04 0.07 0.02 Bags

2.5 2.5 129.6 1.0 - - 19.7 19.8 692.8 6.5 - 0.2 0.1 83.8 1.3 - 0.1 0.0 57.2 0.4 - 0.1 0.0 6.7 0.2 - 0.53 0.78 0.48 0.84 0.45 0.04 0.11 0.04 0.06 0.03 Modal Dil

11.6 10.2 475.5 174.8 - - 30.5 38.8 2073.6 230.3 - 10.5 9.5 548.1 250.7 - 14.4 13.8 351.4 190.8 - 23.9 24.0 26.3 98.0 - 2.64 0.84 1.76 3.94 3.00 0.12 0.19 0.07 0.21 0.18 Modal PRE cat

3.5 2.5 195.2 2.6 - - 26.0 19.1 1137.3 14.6 - 0.3 0.1 116.8 2.1 - 0.1 0.0 57.5 0.7 - 0.1 0.1 7.2 0.0 - 0.47 4.14 0.54 1.14 0.77 0.03 0.36 0.02 0.07 0.05 Modal TP

1.5 1.5 74.6 0.8 0.08 7.59E+09 11.2 11.4 398.2 4.9 4.89E+10 0.1 0.1 48.8 0.8 4.08E+09 0.0 0.0 32.9 0.2 2.25E+08 0.0 0.0 3.9 0.1 2.72E+09 0.32 0.36 0.27 0.64 0.19 0.03 0.06 0.02 0.04 0.01 Bags

1.4 1.5 74.8 0.6 - - 11.4 11.4 400.0 3.7 - 0.1 0.0 48.4 0.8 - 0.0 0.0 33.0 0.2 - 0.1 0.0 3.9 0.1 - 0.30 0.45 0.28 0.48 0.26 0.02 0.06 0.02 0.03 0.02 Modal Dil

6.7 5.9 274.6 100.9 - - 17.6 22.4 1197.2 132.9 - 6.1 5.5 316.4 144.8 - 8.3 8.0 202.9 110.2 - 13.8 13.8 15.2 56.6 - 1.52 0.48 1.02 2.28 1.73 0.07 0.11 0.04 0.12 0.10 Modal PRE cat

2.0 1.5 112.7 1.5 - - 15.0 11.0 656.6 8.4 - 0.2 0.1 67.4 1.2 - 0.0 0.0 33.2 0.4 - 0.0 0.0 4.1 0.0 - 0.27 2.39 0.31 0.66 0.44 0.01 0.21 0.01 0.04 0.03 Modal TP

88.0% 88.4% 91.2% 99.3% - - 63.1% 64.2% 72.5% 92.3% - 99.7% 99.8% 97.3% 99.8% - 99.8% 99.8% 98.1% 99.8% - 99.6% 99.7% 99.1% 99.9% -

88.7% 89.2% 92.8% 99.4% - - 64.8% 65.8% 74.8% 93.8% - 99.7% 99.8% 98.4% 99.9% - 99.9% 99.9% 99.3% 99.9% - 99.7% 99.8% 99.3% 99.9% -

87.1% 87.5% 89.8% 99.2% - - 61.4% 62.6% 70.7% 90.4% - 99.7% 99.8% 96.3% 99.8% - 99.8% 99.8% 97.2% 99.8% - 99.6% 99.7% 99.0% 99.9% -

86.4% 86.9% 90.7% 99.3% - - 57.8% 59.3% 71.5% 92.2% - 99.7% 99.8% 96.9% 99.8% - 99.9% 99.9% 98.0% 99.9% - 99.6% 99.7% 99.0% 99.9% -

87.2% 87.6% 93.1% 99.4% - - 61.4% 62.6% 76.1% 93.0% - 99.7% 99.8% 98.3% 99.9% - 99.9% 99.9% 99.2% 99.9% - 99.6% 99.7% 99.2% 99.9% -

85.8% 86.2% 87.9% 99.2% - - 54.6% 56.6% 66.9% 91.6% - 99.6% 99.8% 95.2% 99.7% - 99.9% 99.8% 97.0% 99.8% - 99.6% 99.6% 98.8% 99.9% -

WLTP test (Reg 2017/1151) - WLTC driving cycle
BOSMAL Automotive Research and Development Institute Ltd

Exhaust Emissions Testing Laboratory

Fiat Tipo 1.4 LPG
Tyres: Continental ContiEcoContact 5 225/45 R17 V XL

Note 1
Mileage [km] Date

Chassis dyno 

F0/F1/F2
Test No.

[mg/km] [mg/km] [mg/km]

1509 Emission WLTC Emission LOW Emission MIDDLE Emission HIGH Emission Ex-HIGH

[mg/km] [mg/km] [g/km] [l/100 km] (2)

CO2 emission Fuel consumption

5 749 19.12.2019 L1-0709

TWC effectiveness (pre-bag)

TWC effectiveness (pre-post)

5 795 30.12.2019 L1-0716

TWC effectiveness (pre-bag)

TWC effectiveness (pre-post)

5 772 20.12.2019 L1-0712

TWC effectiveness (pre-bag)

TWC effectiveness (pre-post)

Mean values

Mean TWC effectiveness (pre-bag)

Max. TWC effectiveness (pre-bag)

Min. TWC effectiveness (pre-bag)

Mean TWC effectiveness (pre-post)

Max. TWC effectiveness (pre-post)

Min. TWC effectiveness (pre-post)

Standard deviation

Type A uncertainty
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Table 20  Emissions and fuel consumption results from the Fiat Tipo 1.4 vehicle over the constant speed cycle for TWC High S 

VIN: ZFA35600006K20252 Vehicle model:

Inertia [kg]:

THC NMHC CO NOx PM PN THC NMHC CO NOx PM PN P1 P2 P1 P2

Ageing stage: 0 cycles BAG - MODAL DIL - PRE - POST

45.1 0 0 26 0 0 1.81E+08 0 0 25 0 0.01 1.90E+08 103.7 100.5 6.29 6.24 Bags

-0.87 0 0 26 0 - - 0 0 24 0 - - 103.9 100.6 6.30 6.25 Modal Dil

0.0390 305 291 2984 2221 - - 300 286 2970 2219 - - 100.3 97.1 6.43 6.38 Modal PRE cat

0 0 34 0 - - 0 0 32 0 - - 105.9 102.6 6.42 6.37 Modal TP

100.00% 99.96% 98.87% 99.99% - - 100.00% 99.96% 98.92% 99.99% - -

100.00% 99.96% 98.90% 99.99% - - - - - - - -

100.00% 99.96% 98.92% 99.99% - - - - - - - -

100.00% 99.96% 98.87% 99.99% - - - - - - - -

Ageing stage: 250 cycles BAG - MODAL DIL - PRE - POST

45.1 0 0 46 0 0.09 1.67E+09 0 0 38 0 0.17 1.84E+09 104.4 102.9 6.43 6.33 Bags

-0.87 1 0 46 0 - - 1 0 38 0 - - 104.7 103.1 6.44 6.34 Modal Dil

0.0390 282 268 3152 2218 - - 272 258 3024 2159 - - 101.1 99.7 6.58 6.47 Modal PRE cat

0 0 51 0 - - 0 0 42 0 - - 106.8 105.1 6.57 6.47 Modal TP

100.00% 99.95% 98.39% 99.99% - - 100.00% 99.94% 98.61% 99.99% - -

100.00% 99.94% 98.50% 99.99% - - - - - - - -

100.00% 99.95% 98.61% 99.99% - - - - - - - -

100.00% 99.94% 98.39% 99.99% - - - - - - - -

Tyres: Continental ContiEcoContact 5 225/45 R17 V XL

Project custom test cycle - Constant speed (VConst)

thermally stabilised driving - 80 km/h in 5th gearBOSMAL Automotive Research and Development Institute Ltd

Exhaust Emissions Testing Laboratory

Fiat Tipo 1.4 LPG

Note 1Mileage

[km]
Date

Chassis 

dyno 

F0/F1/F2

Test No.
[mg/km] [mg/km] [g/km] [l/100 km] (2)

1509 Phase 1 - 80 km/h in 5th gear (hot stabilised) Phase 2 - 80 km/h in 5th gear (hot stabilised) CO2 emission Fuel consumption

08.11.2018 L1-0496

TWC effectiveness per phase

Mean TWC effectiveness (mean of both phases )

Max. TWC effectiveness (max. of both phases )

Max. TWC effectiveness (max. of both phases )

4 523

Min. TWC effectiveness (min. of both phases )

Min. TWC effectiveness (min. of both phases )

5 899 07.01.2020 L1-0005

TWC effectiveness per phase

Mean TWC effectiveness (mean of both phases )
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APPENDIX ð FUEL CERTIFICATES 
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Appendix 2: 
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Appendix 3: 
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Appendix 4: 
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Appendix 5: 
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Appendix 7: 

 
  



 report no.  7/23  
 
 

   
 
 
 
 

  78 

Appendix 8: 

 
 
  




